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The uncertainty (or entropy) of the joint event x, y is the uncertainty of 


plus the uncertainty of y when x is known, 
6. From 3 and 5 we have 


H(x) + H(y) > H(x, vy) = H(x) + Hy) 
Hence 
H(y) > H,(y) 
The uncertainty of vy is never increased by knowledge of x. It will be de 
creased unless x and yv are independent events, in which case it is not changed 
7. Tue Entropy oF AN INFORMATION SOURCI 


Consider a discrete source of the finite state type considered above 
For each possible state 7 there will be a set of probabilities p;(j) of pro 
ducing the various possible symbols 7. Thus there is an entropy //; for 


t 
I 


each state. The entropy of the source will be detined as the average « 


these H; weighted in accordance with the probability of occurrence of the 


H= >> PH 


E P. pili) log pi) 


states in question: 


This is the entropy of the source per symbol of text. If the Markoff proc 


ess is proceeding at a definite time rate there is also an entropy per second 
H’ =D fu 

where /; is the average frequency (occurrences per second) of state 7. Clearly 
iH’ = mil 


where m is the average number of symbols produced per second. Hor H’ 
measures the amount of information generated by the source per symbol 
or per second. If the logarithmic base is 2, they will represent bits per 
symbol or per second. 

If successive symbols are independent then // is simply —2 p; log p 
where fp; is the probability of symbol 7. Suppose in this case we consider a 
long message of V symbols. It will contain with high probability about 
piN occurrences of the first symbol, p2.V occurrences of the second, etc. 
Hence the probability of this particular message will be roughly 
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log p = N = p log p 


log p= —NH 
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H 


H is thus approximately the logarithm of the reciprocal probability of a 
typical long sequence divided by the number of symbols in the sequence. 
The same result holds for any source. Stated more precisely we have (see 
Appendix Lil): 

Theorem 3: Given any € > 0 and 6 > O, we can find an Vo such that the se 
quences of any length V > Vy fall into two classes: 

1. A set whose total probability is less than e. 

2. The remainder, all of whose members have probabilities satisfying the 
inequality 


log : 
BF H <8 


log p I 


In other words we are almost certain to have very close to H when .\ 


is large. 
A closely related result deals with the number of sequences of various 


let them be 


probabilities. Consider again the sequences of length V and 
arranged in order of decreasing probability. We define n(g) to be the 
number we must take from this set starting with the most probable one in 
order to accumulate a total probability g for those taken. 


Theorem 4: 


when g does not equal 0 or 1. 
We may interpret log m(q) as the number of bits required to specify the 
sequence when we consider only the most probable sequences with a total 


log (gq) 


a 


probability g. Then is the number of bits per symbol for the 


] 


specification. The theorem says that for large V this will be independent of 
q and equal to H. The rate of growth of the logarithm of the number of 
reasonably probable sequences is given by H, regardless of our interpreta 
tion of “reasonably probable.” Due to these results, which are proved in 
appendix ITI, it is possible for most purposes to treat the long sequences as 


‘ _ . . we HN 
though there were just 2° ° of them, each with a probability 2 
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The next two theorems show that 1 and H’ can be determined by limit 
ing operations directly from the statistics of the message sequences, without 
reference to the states and transition probabilities between states. 
Theorem 5: Let p(8;) be the probability of a sequence B; of symbols from 
the source. Let 


Gy = - _ py p(B;) log p(B) 


where the sum is over all sequences 2; containing NV symbols. Then Gy, 
is a monotonic decreasing function of “V and 

LimGy = H. 

N20 
Theorem 6: Let p(B;, S;) be the probability of sequence B; followed by 
symbol S; and pzg,(S;) = p(B; , S;)/p(B,) be the conditional probability of 
S; after B;. Let 


Fy = — p(Bi,S;) log pa,(S;) 


where the sum is over all blocks B,; of N — 1 symbols and over all symbols 


S;. Then Fy is a monotonic decreasing function of N, 


Fy NGy _ (N - 1) Gy l> 


Gy - ; > Fy ; 


and Lim Fy = d. 


N —> 00 
These results are derived in appendix III. They show that a series of 
approximations to H can be obtained by considering only the statistical 
structure of the sequences extending over 1, 2,--- N symbols. /F'y is the 
better approximation. In fact Fy is the entropy of the NV" order approxi- 
mation to the source of the type discussed above. If there are no statistical] 
influences extending over more than V symbols, that is if the conditional 


probability of the next symbol knowing the preceding (V — 1) is not 
changed by a knowledge of any before that, then Fy = H. Fy of course is 
the conditional entropy of the next symbol when the (V — 1) preceding 


ones are known, while Gy is the entropy per symbol of blocks of V symbols. 

The ratio of the entropy of a source to the maximum value it could have 
while still restricted to the same symbols will be called its relative entropy. 
This is the maximum compression possible when we encode into the same 


alphabet. One minus the relative entropy is the redundancy. The redun 
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dancy of ordinary English, not considering statistical structure over greater 
listances than about eight letters is roughly 50°. This means that when 
we write English half of what we write is determined by the structure of the 
anguage and half is chosen freely. The figure 50°, was found by several 
independent methods which all gave results in this neighborhood. One is 
by calculation of the entropy of the approximations to English. A second 
method is to delete a certain fraction of the letters from a sample of English 
text and then let someone attempt to restore them. If they can be re 
stored when 50% are deleted the redundancy must be greater than 50°. 
A third method depends on certain known’ results in cryptography. 

Ktwo extremes of redundancy in English prose are represented by Basic 
English and by James Joyces’ book ‘Finigans Wake.” The Basic English 
vocabulary is limited to 850 words and the redundancy is very high. This 
is reflected in the expansion that occurs when a passage is translated into 
Basic English. Joyce on the other hand enlarges the vocabulary and is 
alleged to achieve a compression of semantic content. 

The redundancy of a language is related to the existence of crossword 
puzzles. If the redundancy is zero any sequence of letters is a reasonable 
text in the language and any two dimensional array of letters forms a cross 
word puzzle. If the redundancy is too high the language imposes too 
many constraints for large crossword puzzles to be possible. A more de 
tailed analysis shows that if we assume the constraints imposed by the 
language are of a rather chaotic and random nature, large crossword puzzles 
are just possible when the redundancy is 50°. If the redundancy is 33°, 
three dimensional crossword puzzles should be possible, etc. 


8. REPRESENTATION OF THE ENCODING AND DECODING OPERATIONS 


We have yet to represent mathematically the operations performed by 
the transmitter and receiver in encoding and decoding the information. 
Either of these will be called a discrete transducer. The input to the 
transducer is a sequence of input symbols and its output a sequence of out- 
put symbols. The transducer may have an internal memory so that its 
output depends not only on the present input symbol but also on the past 
history. We assume that the internal memory is finite, i.e. there exists 
a finite number m of possible states of the transducer and that its output is 
a function of the present state and the present input symbol. The next 
state will be a second function of these two quantities. Thus a transducer 
can be described by two functions: 


Vn = T(r ’ Qn) 


Qa = g(Xn ’ Qn) 
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where: x, is the n™ input symbol, 
a, is the state of the transducer when the n° input symbol is introduce 
y, is the output symbol (or sequence of output symbols) produced wh: 
x, Is introduced if the state is a@,. 

If the output symbols of one transducer can be identified with the inp 
symbols of a second, they can be connected in tandem and the result is a! 

a transducer. If there exists a second transducer which operates on the ou 
put of the first and recovers the original input, the first transducer will | 
called non-singular and the second will be called its inverse. 

Theorem 7: The output of a finite state transducer driven by a finite stat: 
statistical source is a finite state statistical source, with entropy (per un 
time) less than or equal to that of the input. If the transducer is nor 
singular they are equal. 

Let a represent the state of the source, which produces a sequence oi 
symbols x, ; and let 8 be the state of the transducer, which produces, in its 
output, blocks of symbols y,. The combined system can be represente: 
by the “product state space” of pairs (a, 8). Two points in the space 
(a; , 8;) and (a2 82), are connected by a line if a can produce an x whic! 
changes 8; to 8, , and this line is given the probability of that x in this case 
The line is labeled with the block of y; symbols produced by the transducer 
The entropy of the output can be calculated as the weighted sum over the 
states. If we sum first on 8 each resulting term is less than or equal to the 
corresponding term for a, hence the entropy is not increased. If the trans 
ducer is non-singular let its output be connected to the inverse transducer. 
If Hy, H: and Hy are the output entropies of the source, the first and 
second transducers respectively, then Hy > H3; > Hs = Hj and therefore 
Hy = Hy. 

Suppose we have a system of constraints on possible sequences of the type 
which can be represented by a linear graph as in Fig. 2. If probabilities 
p:; were assigned to the various lines connecting state 7 to state 7 this would 
become a source. There is one particular assignment which maximizes the 
resulting entropy (see Appendix IV). 


Theorem 8: Let the system of constraints considered as a channel have a 


capacity C. If we assign 
By pf 
Pu ake 
B; 


ah % . . th A . 
where (;; is the duration of the s symbol leading from state 7 to state 


B, = > Bc 


then H/ is maximized and equal to C. 


and the B; satisfy 
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By proper assignment of the transition probabilities the entropy of sym 
ols on a channel can be maximized at the channel capacity. 


9. THE FUNDAMENTAL THEOREM FOR A NOISELESS CHANNEI 


We will now justify our interpretation of 7 as the rate of generating 
information by proving that 7 determines the channel capacity required 
with most efficient coding. 

Theorem 9: Let a source have entropy H (bits per symbol) and a channel 


have a capacity C (bits per second). Then it is possible to encode the output 
, ; ; Cc 

of the source in such a way as to transmit at the average rate e symbols 
HH 

per second over the channel where ¢ is arbitrarily small. It is not possible 


to transmit at an average rate greater than 


ai : c 
rhe converse part of the theorem, that H cannot be exceeded, may be 


proved by noting that the entropy of the channel input per second is equal 
to that of the source, since the transmitter must be non-singular, and also 
this entropy cannot exceed the channel capacity. Hence H’ < C and the 
number of symbols per second = H',H < CH. 

The first part of the theorem will be proved in two different ways. The 
first method is to consider the set of all sequences of V symbols produced by 
the source. For .\V large we can divide these into two groups, one containing 
less than 2'""" * members and the second containing less than 2“ members 
(where R is the logarithm of the number of different symbols) and having a 
total probability less than uw. As NV increases » and uw approach zero. The 
number of signals of duration 7 in the channel is greater than 2° ~° with 
# small when 7 is large. If we choose 

Tr = (z + ) \ 

( / 

then there will be a sufficient number of sequences of channel symbols for 
the high probability group when V and 7 are sufficiently large (however 
small \) and also some additional ones. The high probability group is 
coded in an arbitrary one to one way into this set. The remaining sequences 
are represented by larger sequences, starting and ending with one of the 
sequences not used for the high probability group. This special sequence 
acts as a start and stop signal for a different code. In between a sufficient 
time is allowed to give enough different sequences for all the low probability 


ae R 
Ty _ (A+ e)A 


messages. This will require 
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where ¢ is small. The mean rate of transmission in message symbols ] 


second will then be greater than 


(1 - 8%, + et (1 -a)(¢ + \) + (¢ + ’) 


: is ( 
As NV increases 6, \ and ¢ approach zero and the rate approaches H 


Another method of performing this coding and proving the theorem ca 
be described as follows: Arrange the messages of length \V in order of decrea 


ing probability and suppose their probabilities are p; > po > ps... > p 
1 
Let P, = pi; that is P, is the cumulative probability up to, but not 
1 
nclading, p,. We first encode into a binary system. The binary code for 


message s is obtained by expanding P, as a binary number. The expansio 
is carried out to m, places, where m, is the integer satisfying: 


8 


1 1 
loge— <m, < 1+ logs 5 


Thus the messages of high probability are represented by short codes and 
those of low probability by long codes. From these inequalities we have 


i Soe Sate 
— ae ss 


ms 
The code for P, will differ from all succeeding ones in one or more of its 


; = , 1 wee 
m, places, since all the remaining P; are at least 5 larger and their binary 


expansions therefore differ in the first m, places. Consequently all the codes 
are different and it is possible to recover the message from its code. If the 
channel sequences are not already sequences of binary digits, they can be 
ascribed binary numbers in an arbitrary fashion and the binary code thus 
translated into signals suitable for the channel. 

The average number H/’ of binary digits used per symbol of original mes 
sage is easily estimated. We have 

H!' = x =m, ps 


But, 


and therefore, 
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: 1 
—Zp log Ps S Bo < : =P, log Ps: 
A 
\s N increases —Zp, log p, approaches H/, the entropy of the source and H 
approaches /. 


We see from this that the inefficiency in coding, when only a finite delay of 
; i ee a 
V symbols is used, need not be greater than y Plus the difference between 


the true entropy H/ and the entropy Gy calculated for sequences of length .\ 
Phe per cent excess time needed over the ideal is therefore less than 

Gy 4 | , 

H HN , 

This method of encoding is substantially the same as one found inde- 
pendently by R. M. Fano.’ His method is to arrange the messages of length 
V in order of decreasing probability. Divide this series into two groups of 
as nearly equal probability as possible. If the message is in the first group 
its first binary digit will be 0, otherwise 1. The groups are similarly divided 
into subsets of nearly equal probability and the particular subset determines 
the second binary digit. This process is continued until each subset contains 
only one message. It is easily seen that apart from minor differences (gen- 
erally in the last digit) this amounts to the same thing as the arithmetic 


process described above. 
10. Discussion 


In order to obtain the maximum power transfer from a generator to a load 
a transformer must in general be introduced so that the generator as seen 
from the load has the load resistance. The situation here is roughly anal- 
ogous. The transducer which does the encoding should match the source 
to the channel in a statistical sense. The source as seen from the channel 
through the transducer should have the same statistical structure as the 
source which maximizes the entropy in the channel. The content of 
Theorem 9 is that, although an exact match is not in general possible, we can 
approximate it as closely as desired. The ratio of the actual rate of trans 
mission to the capacity C may be called the efficiency of the coding system 
This is of course equal to the ratio of the actual entropy of the channel 
symbols to the maximum possible entropy. 

In general, ideal or nearly ideal encoding requires a long delay in the 
transmitter and receiver. In the noiseless case which we have been 
considering, the main function of this delay is to allow reasonably good 


’ Technical Report No. 65, The Research Laboratory of Electronics, M. [. 7 
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matching of probabilities to corresponding lengths of sequences. Wit! 
good code the logarithm of the reciprocal probability of a long mess: 


must be proportional to the duration of the corresponding signal, in { 


log p 


—C€ 
1 


must be small for all but a small fraction of the long messages. 

If a source can produce only one particular message its entropy is zero, 
and no channel is required. For example, a computing machine set up to 
calculate the successive digits of # produces a definite sequence with 
chance element. No channel is required to “transmit” this to another 
point. One ould construct a second machine to compute the same sequence 
at the point. However, this may be impractical. In such a case we cai 
choose to ignore some or all of the statistical knowledge we have of the 
source. We might consider the digits of x to be a random sequence in that 
we construct a system capable of sending any sequence of digits. In 
similar way we may choose to use some of our statistical knowledge of Eng 
lish in constructing a code, but not all of it. In such a case we consider the 
source with the maximum entropy subject to the statistical conditions we 





wish to retain. The entropy of this source determines the channel capacity 
which is necessary and sufficient. In the # example the only information 
retained is that all the digits are chosen from the set 0, 1, , 9. In the 
case of English one might wish to use the statistical saving possible due to 
letter frequencies, but nothing else. The maximum entropy source is then 
the first approximation to English and its entropy determines the required 
channel capacity. 


11. EXAMPLES 


As a simple example of some of these results consider a source which 
produces a sequence of letters chosen from among A, B, C, D with prob 
abilities 3, 4, §, %, successive symbols being chosen independently. We 


have 
H = —(} log } + } log | + 2 log 3) 
= { bits per symbol. 


Thus we can approximate a coding system to encode messages from this 
source into binary digits with an average of { binary digit per symbol. 
In this case we can actually achieve the limiting value by the following code 
(obtained by the method of the second proof of Theorem 9): 
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A 0 
B 10 
€ 110 
D 111 


[he average number of binary digits used in encoding a sequence of .V sym 


bols will be 
N(AX1+4*%2+ 2 X 3) = iN 


[t is easily seen that the binary digits 0, 1 have probabilities 5, 5 so the // for 
the coded sequences is one bit per symbol. Since, on the average, we have j 
binary symbols per original letter, the entropies on a time basis are the 


same. The maximum possible entropy for the original set is log 4 a 


occurring when 1, B, C, D have probabilities }, {, 4, 4. Hence the relative 
entropy is §. We can translate the binary sequences into the original set of 


symbols on a two-to-one basis by the following table: 


00 A’ 
01 B’ 
10 Ge 
11 Dp’ 


This double process then encodes the original message into the same symbols 


but with an average compression ratio ¢ . 
tn) 


As a second example consider a source which produces a sequence of 1's 
and 5’s with probability p for 4 and q for B. If p < < ywe have 


H = —log p’(| — p) 
-_ log p (1 p) 


i 


¢ 
= p log 
p 


In such a case one can construct a fairly good coding of the message on a 
0, 1 channel by sending a special sequence, say 0000, for the infrequent 
symbol A and then a sequence indicating the number of B’s following it. 
This could be indicated by the binary representation with all numbers con 
taining the special sequence deleted. All numbers up to 16 are represented 
as usual; 16 is represented by the next binary number after 16 which does 
not contain four zeros, namely 17 = 10001, etc. 

It can be shown that as p — 0 the coding approaches ideal provided the 
length of the special sequence is properly adjusted. 
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PART II: THE DISCRETE CHANNEL WITH NOISE 
11. REPRESENTATION OF A Nosy DISCRETE CHANNEI 


We now consider the case where the signa] is perturbed by noise dur 
transmission or at one or the other of the terminals. This means that t 
received signal is not necessarily the same as that sent out by the tra 





n 
mitter. ‘Two cases may be distinguished. _ If a particular transmitted sig: re 
always produces the same received signal, i.e. the received signal is a detinit: W 
function of the transmitted signal, then the effect may be called distort: ce 
If this function has an inverse—no two transmitted signals producing th: 
same received signal—distortion may be corrected, at least in principle, a 
merely performing the inverse functional operation on the received signa 0 

The case of interest here is that in which the signal does not always undergo il 
the same change in transmission. In this case we may assume the received is 
signal FE to be a function of the transmitted signal S and a second variabk Q 
the noise V. P 

E = f(S, N) r 

The noise is considered to be a chance variable just as the message was 
above. In general it may be represented by a suitable stochastic process : 
The most general type of noisy discrete channel we shall consider is a genera! : 
ization of the finite state noise free channel described previously. We 
assume a finite number of states and a set of probabilities : 
I 

Pa. i(B, 7). 

This is the probability, if the channel is in state a and symbol 7 is trans | 
mitted, that symbol 7 will be received and the channel left in state 8. Thus | 
a and 8 range over the possible states, 7 over the possible transmitted signals 


and j over the possible received signals. In the case where successive sym 
bols are independently perturbed by the noise there is only one state, and 
the channel is described by the set of transition probabilities p;(j), the prob 
ability of transmitted symbol 7 being received as j. 

If a noisy channel is fed by a source there are two statistical processes at 
work: the source and the noise. Thus there are a number of entropies that 
can be calculated. First there is the entropy //(..) of the source or of the 





input to the channel (these will be equal if the transmitter is non-singular 

The entropy of the output of the channel, i.e. the received signal, will be 
denoted by H/(y). In the noiseless case H(y) = H(x). The joint entropy of 
input and output will be H(xy). Finally there are two conditional entro 
pies H,(y) and //,(x), the entropy of the output when the input is know: 
and conversely. Among these quantities we have the relations 


H(x, y) = H(x) + H.ly) = H(y) + A,(x) 
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\ll of these entropies can be measured on a per-second or a per-symbol 


iSIS. 


12. EQUIVOCATION AND CHANNEL CAPACITY 


If the channel is noisy it is not in general possible to reconstruct the orig 
inal message or the transmitted signal with cerfainty by ahy operation on the 
received signal &. There are, however, ways of transmitting the information 
which are optimal in combating noise. This is the problem which we now 
consider, 

Suppose there are two possible symbols 0 and 1, and we are transmitting 
at a rate of 1000 symbols per second with probabilities po pi 1. Thus 
our source is producing information at the rate of 1000 bits per second. — Dur- 
ing transmission the noise introduces errors so that, on the average, 1 in 100 
is received incorrectly (a Oas 1, or 1 asQ). What is the rate of transmission 
of information? Certainly less than 1000 bits per second since about 1% 
of the received symbols are incorrect. Our first impulse might be to say the 
rate is 990 bits per second, merely subtracting the expected number of errors. 
his is not satisfactory since it fails to take into account the recipient's 
lack of knowledge of where the errors occur. We may carry it to an extreme 
case and suppose the noise so great that the received symbols are entirely 
independent of the transmitted symbols. The probability of receiving 1 is 
} whatever was transmitted and similarly for 0. Then about half of the 
received syntbols are correct due to chance alone, and we would be giving 
the system credit for transmitting 500 bits per second while actually no 
information is being transmitted at all. Equally “good” transmission 
would be obtained by dispensing with the channel entirely and flipping a 
coin at the receiving point. 

Evidently the proper correction to apply to the amount of information 
transmitted is the amount of this information which is missing in the re- 
ceived signal, or alternatively the uncertainty when we have received a 
signal of what was actually sent. From our previous discussion of entropy 
as a measure of uncertainty it seems reasonable to use the conditional 
entropy of the message, knowing the received signal, as a measure of this 
missing information. This is indeed the proper definition, as we shall see 
later. Following this idea the rate of actual transmission, R, would be ob- 
tained by subtracting from the rate of production (i.e., the entropy of the 
source) the average rate of conditional entropy. 


R = H(x) — H,(x) 


The conditional entropy H,(x) will, for convenience, be called the equi 
vocation. It measures the average ambiguity of the received signal. 
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In the example considered above, if a 0 is received the a postericri pr 
ability that a 0 was transmitted is .99, and that a 1 was transmitte 


.O1, These figures are reversed if a 1 is received. Hence 
H,(x) 1.99 log .99 + 0.01 log 0.01) 
O81 bits symbol 


or 81 bits per second. We may say that the system is transmitting at a rat: 
1000 — 81 = 919 bits per second. In the extreme case where a 0 is equa 
likely to be received as a 0 or 1 and similarly for 1, the a posteriori prot 
bilities are 3, 5 and 


H,,(x) I} log 3 + 3 log } 


} 


1 bit per symbol 


or 1000 bits per second. The rate of transmission is then 0 as it shou 
be. 

The following theorem gives a direct intuitive interpretation of th 

equivocation and also serves to justify it as the unique appropriate measure 
We consider a communication system and an observer (or auxiliary device 
who can see both what is sent and what is recovered (with erro s 
due to noise). This observer notes the errors in the recovered message and 
transmits data to the receiving point over a “correction channel”’ to enabl 
the receiver to correct the errors. The situation is indicated schematically 
in Fig. 8. 
Theorem 10: If the correction channel has a capacity equal to H/,(x) it is 
possible to so encode the correction data as to send it over this channe 
and correct all but an arbitrarily small fraction ¢ of the errors. This is not 
possible if the channel capacity is less than H,,(x). 

Roughly then, /7,(«) is the amount of additional information that must be 
supplied per second at the receiving point to correct the received message 

To prove the first part, consider long sequences of received message M’ 
and corresponding original message M. There will be logarithmically 
TH,(x) of the M’s which could reasonably have produced each M’. Thus 
we have 7/H1,(x) binary digits to send each 7 seconds. This can be done 
with € frequency of errors on a channel of capacity //,(x). 

The second part can be proved by noting, first, that for any discrete chanc 
variables x, y, 3 


Bx. s) > Ag) 
Phe left-hand side can be expanded to give 
Hs) + Byte) > BAe) 
H,,(x) His) > H,(x) H(s) 
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we identify x as the output of the source, y as the received signal and z 

































































p! . 
ted is ; the signal sent over the correction channel, then the right-hand side is the 
quivocation less the rate of transmission over the correction channel. If 
the capacity of this channel is less than the equivocation the right-hand side 
vill be greater than zero and //,.(x) > 0. But this is the uncertainty of 
vhat was sent, knowing both the received signal and the correction signa! 
s Pat If this is greater than zero the frequency of errors cannot be arbitrarily 
iu small: 
eal Example: 
Suppose the errors occur at random in a sequence of binary digits: proba- 
bility p that a digit is wrong and g = 1 — p that it is right. These errors 
can be corrected if their position is known. Thus the correction channel 
need only send information as to these positions. This amounts to trans- 
1OU 
CORRECTION DATA 
= ca 
F the a eee 
sure 
VIC 1 
FTO:S OBSERVER 
ane r 
rable 
cally i= 
| Mu 
' M ere Mo 
It Is 
nne SOURCE TRANSMITTER RECEIVER CORRECTING 
DEVICE 
> Hot } Fig. 8-—-Schematic diagram of a correction systen 
st be mitting from a source which produces binary digits with probability p for 
age 1 (correct) and g for 0 (incorrect). This requires a channel of capacity 
> M' 
all |p log 1 dia a! log g] 
hus which is the equivocation of the original system. 
lone The rate of transmission R can be written in two other forms due to the 


identities noted above. We have 
are R = H(x) — H,(x) 
H(y) — Hy) 
H(x) + H(y) — H(x, vy 


lhe first defining expression has already been interpreted as the amount of 


information sent less the uncertainty of what was sent. The second meas 
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ures the amount received less the part of this which is due to noise. 
third is the sum of the two amounts less the joint entropy and therefore 
sense is the number of bits per second common to the two. Thus all 1 
expressions have a certain intuitive significance. 

The capacity C of a noisy channel should be the maximum possible 
of transmission, i.e., the rate when the source is properly matched to 
channel. We therefore define the channel capacity by 


Max (//(x) H,,(x)) 


where the maximum is with respect to all possible information sources u: 
as input to the channel. If the channel is noiseless, //,(”) = 0. The deti: 
tion is then equivalent to that already given for a noiseless channel since | 
maximum entropy for the channel is its capacity. 


13. THe FUNDAMENTAL THEOREM FOR A DISCRETE CHANNEL WITH 
NOISE 

It may seem surprising that we should define a definite capacity ( 
a noisy channel since we can never send certain information in such a cast 
It is clear, however, that by sending the information in a redundant form the 
probability of errors can be reduced. For example, by repeating th 
message many times and by a statistical study of the different receive 
versions of the message the probability of errors could be made very sma 
One would expect, however, that to make this probability of errors approach 
zero, the redundancy of the encoding must increase indefinitely, and the rat 
of transmission therefore approach zero. This is by no means true. If 


were, there would not be a very well defined capacity, but only a capacity 


for a given frequency of errors, or a given equivocation; the capacity 


going 
down as the error requirements are made more stringent. Actually th 
capacity C defined above has a very definite significance. It is possib| 
to send information at the rate C through the channel with as small a fr 
quency of errors or equivoeation as desired by proper encoding. This state 
ment is not true for any rate greater than C. If an attempt is made to 
transmit at a higher rate than C, say C + R,, then there will necessarily 
be an equivocation equal to a greater than the excess R,. Nature takes 
payment by requiring just that much uncertainty, so that we are not 
actually getting any more than C through correctly. 

The situation is indicated in Fig. 9. The rate of information into thé 
channel is plotted horizontally and the equivocation vertically. Any point 
above the heavy line in the shaded region can be attained and those below 
cannot. The points on the line cannot in general be attained, but there wi 
usually be two points on the line that can. 





pele Ww 


e wl 


VWATHEMATICAL THEORY OF COMMUNICATION 411 

Ihese results are the main justification for the definition of C and will 
ow be proved. 

Theorem 11. Let a discrete channel have the capacity © and a discrete 
source the entropy per second H. If H < C there exists a coding system 
such that the output of the source can be transmitted over the channel wit} 
an arbitrarily small frequency of errors (or an arbitrarily small equivocation 
If HW > C it is possible to encode the source so that the equivocation is less 
than H — C + e where ¢€ is arbitrarily small. There is no method of encod 
ing which gives an equivocation less than 1 — C. 

The method of proving the first part of this theorem is not by exhibiting 
a coding method having the desired properties, but by showing that such a 
code must exist in a certain group of codes. In fact we will average the 
frequency of errors over this group and show that this average can be made 
less than e. If the average of a set of numbers is less than e there must 
exist at least one in the set which is less than «. This will establish the 


desired result. 
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Fig. 9—-The equivocation possible for a given input entropy to a channe 


The capacity C of a noisy channel has been defined as 
C = Max (A(x) — A,(x)) 


where x is the input.and y the output. The maximization is over all sources 
which might be used as input to the channel. 

Let So be a source which achieves the maximum capacity C. If this 
maximum is not actually achieved by any source let Sy be a source which 
approximates to giving the maximum rate. Suppose Sy is used as input to 
the channel. We consider the possible transmitted and received sequences 
of a long duration 7. The following will be true: 

1. The transmitted sequences fall into two classes, a high probability group 
with about 27”) members and the remaining sequences of small total 
probability. 

2. Similarly the received sequences have a high probability set of about 
27" members anc a low probability set of remaining sequences. 

3. Each high probability output could be produced by about 2'""'*' inputs 
The probability of all other cases has a small total prebability 
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All the e’s and 6’s implied by the words ‘‘small” and ‘tabout”’ in th: 


statements approach zero as we allow 7 to increase and S» to approach 
maximizing source. 

The situation is summarized in Fig. 10 where the input sequences 
points on the left and output sequences points on the right. The far 
cross lines represent. the range of possible causes for a typical output. 

Now suppose we have another source producing information at rate 
with R < C. In the period 7 this source will have 2" high probabi 


outputs. We wish to associate these with a selection of the possible chat 
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Fig. 10—Schematic representation of the relations between inputs and outputs in 


channel. 


inputs in such a way as to get a small frequency of errors. We will set uy 
this association in all possible ways (using, however, only the high proba 
bility group of inputs as determined by the source So) and average the fre 
quency of errors for this large class of possible coding systems. This is the 
same as calculating the frequency of errors for a random association of the 
messages and channel inputs of duration 7. Suppose a particular output 
y, is observed. What is the probability of more than one message in the set 


of possible causes of y,? There are 27 messages distributed at random i! 


yPH2 


thus 
y7(R—H (2)) 





points. The probability of a particular point being a message is 
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(he probability that none of the points in the fan is a message (apart from 


he actual originating message) is 
P = (i — 2" — 


Now R < H(x) IT,(x) so R H (x) I (a n with n positive. 


Consequently 


approaches (as T —> = 


Hence the probability of an error approaches zero and the first part of the 
theorem is proved. 

The second part of the theorem is easily shown by noting that we could 
merely send C bits per second from the source, completely neglecting the 
remainder of the information generated. At the receiver the neglected part 
gives an equivocation (x) — C and the part transmitted need only add e. 
his limit can also be attained in many other ways, as will be shown when we 
consider the continuous case. 

The last statement of the theorem is a simple consequence of our definition 
of C. Suppose we can encode a source with R = C + a in such a way as to 
obtain an equivocation /7,(. a — ewithe positive. Then R = H(a 
C+ aand 


H(x) H,(x) i + € 


with € positive. This contradicts the definition of C as the maximum of 
H(x) — H,(x). 

Actually more has been proved than was stated in the theorem. If the 
average of a set of numbers is within ¢ of their maximum, a fraction of at 
most Vecan be more than ye below the maximum. Since e is arbitrarily 
small we can say that almost all the systems are arbitrarily close to the ideal 


14. Discussion 


The demonstration of theorem 11, while not a pure existence proof, has 
some of the deficiencies of such proofs. An attempt to obtain a good 
approximation to ideal coding by following the method of the proof is gen- 
erally impractical. In fact, apart from some rather trivial cases and 
certain limiting situations, no explicit description of a series of approxima- 
tion to the ideal has been found. Probably this is no accident but is related 
to the difficulty of giving an explicit construction for a good approximation 
to a random sequence. 
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An approximation to the ideal would have the property that if the sig 
is altered in a reasonable way by the noise, the original can still be recover 
In other words the alteration will not in general bring it closer to anot 
reasonable signal than the original. This is accomplished at the cost « 
certain amount of redundancy in the coding. The redundancy must 
introduced in the proper way to combat the particular noise structur 
involved. However, any redundancy in the source will usually help if it is 
utilized at the receiving point. In particular, if the source already has 
certain redundancy and no attempt is made to eliminate it in matching to 1 
channel, this redundancy will help combat noise. For example, in a noiseles 
telegraph channel one could save about 50% in time by proper encoding ot 
the messages. This is not done and most of the redundnacy of Englis! 
remains in the channel symbols. This has the advantage, however, 
allowing considerable noise in the channel. A sizable fraction of the letter 
can be received incorrectly and _ still reconstructed by the context. I: 
fact this is probably not a bad approximation to the ideal in many cases 
since the statistical structure of English is rather involved and the reasonab| 
English sequences are not too far (in the sense required for theorem) from a 
random selection. 

As in the noiseless case a delay is generally required to approach the idea 
encoding. It now has the additional function of allowing a large sample of 
noise to affect the signal before any judgment is made at the receiving point 
as to the original message. Increasing the sample size always sharpens the 
possible statistical assertions. 

The content of theorem 11 and its proof can be formulated in a somewhat 
different way which exhibits the connection with the noiseless case more 
clearly. Consider the possible signals of duration 7 and suppose a subset 
of them is selected to be used. Let those in the subset all be used with equa! 
probability, and suppose the receiver is constructed to select, as the original 
signal, the most probable cause from the subset, when a perturbed signa 
is received. We define V(7, q) to be the maximum number of signals we 
can choose for the subset such that the probability of an incorrect inter 
pretation is less than or equal to q. 
log N(T, q) 
x T 


vided that g does not equal 0 or 1. 


= (, where C is the channel capacity, pro 


Theorem 12: Lim 


7 


In other words, no matter how we set our limits of reliability, we cai 
distinguish reliably in time 7 enough messages to correspond to about C/ 
bits, when 7 is sufficiently large. Theorem 12 can be compared with the 


definition of the capacity of a noiseless channel given in section 1. 
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15. EXAMPLE OF A DISCRETE CHANNEL AND Its CaApacIry 


A simple example of a discrete channel is indicated in Fig. 11. There 
ire three possible symbols. The first is never affected by noise. The second 
ind third each have probability » of coming through undisturbed, and 
of being changed into the other of the pair. We have (letting a p log 








q 


TRANSMITTED RECEIVED 
SYMBOLS q SYMBOLS 





© 


Fig. 11 —Example of a discrete channel 


p + q log q| and P and Q be the probabilities of using the first or secon 


symbols) 
H (x) = P log P — 20 log O 
H,,(x) 20a 


We wish to choose P and Q in such a way as to maximize H (x) 8 
subject to the constraint P + 20 = 1. Hence we consider 
tj) FP log. P 20 log O 20a + A(P + 20 
al’ 
: log P+XA = 0 
oP 
al 


2 —2 log Q 
a0 se 


Eliminating \ 


log P = logO + a 
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Note how this checks the obvious values in the cases p = 1 and p = } 
In the first, 8 = 1 andC log 3, which is correct since the channel iste 
noiseless with three possible symbols. If p = 3, 8 = 2 and C = lo 


= 


Here the second and third symbols cannot be distinguished at all and act 

together like one symbol. The first symbol is used with probability / 

> and the second and third together with probability }. This may bx 

distributed in any desired way and still achieve the maximum capacity 
For intermediate values of p the channel capacity will lie between log 

2 and log 3. The distinction between the second and third symbols conveys 

some information but not as much as in the noiseless case. The first symbo 


is used somewhat more frequently than the other two because of its free: 
from noise. 


16. THe CHANNEL Capacity IN CERTAIN SPECIAL CASES 


If the noise affects successive channel symbols independently it can be 
described by a set of transition probabilities p;;. This is the probability 
if symbol 7 is sent, that 7 will be received. The maximum channel rate is 
then given by the maximum of 


he P; pi; log +2 Pipi — > P; pi; log pi; 


where we vary the P; subject to 2P; = 1. This leads by the method of 
Lagrange to the equations, 


Psi 
log : = 
2X Ps OB "pp, = 


Multiplying by ?, and summing on s shows that «» = —C. Let the inverse 


of p,; (if it exists) be /,, so that pe NeaPsj = 6:5. Then: 


D> hu pe log pis — log D, Pipn = —C Do ha. 
Hence: 


:% Pipi = exp [C 2 hier + i hye pxj log px;| 


p= Dive Stee Begone 


This is the system of equations for determining the maximizing values of 
P, , with C to be determined so that } P; = 1. When this is done C will be 
the channel capacity, and the P; the proper probabilities for the channel 
symbols to achieve this capacity. 
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If each input symbol has the same set of probabilities on the lines emerging 
om it, and the same is true of each output symbol, the capacity can be 
asily calculated. Examples are shown in Fig. 12. In such a case H,() 
s independent of the distribution of probabilities on the input symbols, and 
s given by —2 p, log p; where the p; are the values of the transition proba- 


bilities from any input symbol. The channel capacity is 


Max |H(y) — 4H,(y)| 
Max H(y) + = p; log p;. 


[he maximum of /H(y) is clearly log m where m is the number of output 
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Fig. 12—Examples of discrete channels with the same transition probabilities for each 


input and for each output 


symbols, since it is possible to make them all equally probable by making 
the input symbols equally probable. The channel capacity is therefore 
C = log m + & p; log pj. 


In Fig. 12a it would be 

log 4 log 2 = log =: 
This could be achieved by using only the Ist and 3d symbols. In Fig. 12b 
g O 


C = log _ 2 log 3 : ¥ | 


1 


4 
= log 4 — log 3 — 3 log 


log 3 2° 


— In Fig. 12c we have 
Ss 0 

ill be C = log 3 — 3 log 2 — 3 log 3 — § log 6 
inne! 3 
= log = 

8 2) 356 
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Suppose the symbols fall into several groups such that the noise ne 
causes a symbol in one group to be mistaken for a symbol in another gr 


Let the capacity for the nth group be C, when we use only the sym! 


in this group. Then it is easily shown that, for best use of the entire 
the total probability P,, of all symbols in the nth group should be 


Within a group the probability is distributed just as it would be 
were the only symbols being used. The channel capacity is 


17. AN EXAMPLE OF EFFICIENT CODING 

The following example, although somewhat unrealistic, is a case in whi 
exact matching to a noisy channel is possible. There are two channel 
symbols, 0 and 1, and the noise affects them in blocks of seven symbols. A 
block of seven is either transmitted without error, or exactly one symbol of 
the seven is incorrect. These eight possibilities are equally likely. We have 

C = Max |H(y) — H,(y)| 
+ § log 4] 
= 7 bits symbol. 
An efficient code, allowing complete correction of errors and transmitting at 
the rate C, is the following (found by a method due to R. Hamming): 

Let a block of seven symbols be Xi, Xe,...N;. Of these V3, V5, X6 and 
X; are message symbols and chosen arbitraruy by the source. The other 
three are redundant and calculated as follows: 

X; is chosen to make a = NX, + NX; + Neg + Nz even 

X; “ cE B= Xo t+ X34 X64 Xr 

Ki 6 6 me Xt Kat Ket Xi 
When a block of seven is received a, 8 and y are calculated and if even called 
zero, if odd called one. The binary number a 6 y then gives the subscript 
of the X, that is incorrect (if 0 there was no error). 

APPENDIX 1 
THE GROWTH OF THE NUMBER OF BLOCKS OF SYMBOLS WITH A 
FINITE STATE CONDITION 


Let .V,(L) be the number of blocks of symbols of length 1 ending in stati 


N(L) = 2 NAL — 68?) 


Then we have 
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here b1;, bi;,... 


6;; are the length of the symbols which may be chosen 
1: state 7 and lead to state 7. 


These are linear difference equations and the 
ehavior as L 


> x must be of the type 


2, (2. Ww" 
For this to be possible the determinant 


DW) = =| ws 


must vanish and this determines H’, which is, of course, the largest real root 
oD = 0. 


The quantity C is then given by 


. log SA; Wt 
Lim log 
Bctee L 


and we also note that the same growth properties result if we require that all 
blocks start in the same (arbitrarily chosen) state. 


APPENDIX 2 


DERIVATION OF H = 
Let (it... 


. = A(n). From condition (3) we ean decompose 
neon i 


t choice from s” equally likely possibilities into a series of m choices eact 
from s equally likely possibilities and obtain 


p> p log P: 


A(s") = m A(s) 
Similarly 


A(t") = n A(t) 


We can choose » arbitrarily large and tind an m to satisfy 
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Thus, taking logarithms and dividing by n log s, 


m logt  .m 1 m log ft 
<= 2 + or — — <e€ 
n log s n n n log s 


where ¢ is arbitrarily small. 
Now from the monotonic property of A () 


A(s") < A(t") < A(s™*’) 
m A(s) < nA(t) < (m+ 1) A(s) 
Hence, dividing by nA(s), 
m A(t) ’ 1 A(t) 
? < | < n m 1 
n A(s) n n n A(s) 
A(t) log t 
A(s) logs 


= ne A(t) —K logt 
where K must be positive to satisfy (2). 
Now suppose we have a choice from n possibilities with commeasurable prob- 


abilities p; = me where the 2, are integers. We can break down a choice 
=n 

from Yn; possibilities into a choice from n possibilities with probabilities 

pi... p, and then, if the ith was chosen, a choice from n,; with equal prob 

abilities. Using condition 3 again, we equate the total choice from Yn 

as computed by two methods 


K log =n; = H(pr,..., pn) + AZ p; log n; 
Hence 


Hi] = K [> pi log Z aaa 2 pi log n;| 


ll 


—K > p; log = = —K» p; log p,;. 


awe lly 


If the p,; are incommeasurable, they may be approximated by rationals ard 


the same expression must hold by our continuity assumption. Thus the 


expression holds in general. The choice of coefficient A is a matter of coi 
venience and amounts to the choice of a unit of measure. 


APPENDIX 3 


THEOREMS ON ERGODIC SOURCES 


If it is possible to go from any state with P > 0 to any other along a path 


of probability p > 0, the system is ergodic and the strong law of large num 


bers can be applied. Thus the number of times a given path ,; in the net 
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vork is traversed in a long sequence of length NV is about proportional to the 


srobability of being at 7 and then choosing this path, P.pi;N. If N is large 
enough the probability of percentage error + 6 in this is less than € so that 
for all but a set of small probability the actual numbers lie within the limits 


(Pipi + 8)N 


Hence nearly al! sequences have a probability p given by 
) | | \ : 


p = lpi; 
ind OO? xs tended by 
iN 
log , 
nee = LP; pi; & 4) log pi; 
or 
log p — 
vn — SPs pis log pis| <n. 


This proves theorem 3. 

Theorem 4 follows immediately from this on calculating upper and lower 
bounds for 2(q) based on the possible range of values of p in Theorem 3. 

In the mixed (not ergodic) case if 


L=Z pil; 
and the entropies of the components are 7; > H, > ... > H, we have the 


Theorem: Lim 


Nx 


l 
¢(q) = H, in the interval z a<q< za a 
1 


log n(q) - . ; ; 
: = y(q) is a decreasing step function, 


1 
l 


To prove theorems 5 and 6 first note that Fy is monotonic decreasing be- 
cause increasing NV adds a subscript to a conditional entropy. A simple 
substitution for pz; (S;) in the definition of /’'y shows that 


Fy = N Gy — (N — 1) Gw-1 


and summing this for all NV gives Gy = v ~ Fy. HenceGy > Fy and Gy 


monotonic decreasing. Also they must approach the same limit. By using 
theorem 3 we see that Lim Gy = H. 


No 
APPENDIX 4 
MAXIMIZING THE RATE FOR A SYSTEM OF CONSTRAINTS 


Suppose we have a set of constraints on sequences of symbols that is of 
the finite state type and can be represented therefore by a linear graph 
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Let (;; be the lengths of the various symbols that can occur in passing fr 
state 1 to state 7. What distribution of probabilities P,; for the differ: 


/ 


states and p,; for choosing symbol s in state i and going to state 7 maximi 


s 


the rate of generating information under these constraints? The constrai 


define a discrete channel and the maximum rate must be less than or eq 


to the capacity C of this channel, since if all blocks of large length wi 
equally likely, this rate would result, and if possible this would be best. Wi 
will show that this rate can be achieved by proper choice of the P; and p Be 

The rate in question is 


YP; pi; log bi; A 
es * In 
TPwpiz Gi; M 
Let f; z (,;. Evidently for a maximum p;; = k exp (35. The co 
straints on maximization are LP, ue = $; = 1, 2 Pid: 4) 
Hence we maximize 
Pip log p 
Ui 2 = + P; + Tui pi; + Bn; Pi — 6 
SP, pis Ci; Ze p n p 
pi 
Al MP1 + log pi;) + NPif 
bile r Pa BP mre =O. 
ap: M 
Solving for p; H 


( iu 


pi; = A; B;D 
Since 
Signi, eae 
B, D-4; 


Pui = > BLD 


The correct value of D) is the capacity C and the B; are solutions of 





{ 
B; = = BC 


for then 
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, ) 
y I omit / 
B, B, 
So that if AX, satisfy 
wil 
Ly: ( poi 
I By 
Both of the sets of equations for B,; and y, can be satistied since C is such that 
-_ : 
( ; 6 0) 


In this case the rate is 


lPityke— Co 
SP; pi; € 
B 
2P log 
P B, 


but 


=P; p (log B SP log B () 


log B,) = Do P; log B 


Hence the rate is C and as this could never be exceeded this is the maximum. 


justifving the assumed solution. 


qT 


be continued 

















An Aspect of the Dialing Behavior of Subscribers and Its Effect 
on the Trunk Plant 


By CHARLES CLOS 
INTRODUCTION 


URING the war it became necessary for the Bell System Compa: 

to lower many service standards. Among these was the standard 
the provision of trunks for handling subscriber-dialed calls. In the interest 
of economy the number of trunks for a given volume of traffic was lowered 
It is evident that for any given case there is a lower limit to the numbe: 
of trunks that should be provided for handling subscriber-dialed calls 
Below this limit congestion of calls gets beyond control. The control of 
congestion is important. In the case of operator-handled calls it is possib\ 
to control congestion by filing tickets and placing calls in an orderly fashior 
In the case of subscriber-dialed calls the subscriber may with impunity 
make many, indeed very many, successive dialing attempts to complete 
call that is blocked due to a shortage of trunks. If, in a particular office 
enough subscribers do this simultaneously, a sender shortage may develop 
with its resulting reaction on the whole office, 

From the foregoing it is evident that the standard of service for providing 
trunks in trunk groups handling subscriber-dialed calls is of importance 
During the war years, the New York Telephone Company undertook a 
study to determine the limits below which it would be undesirable to degrade 
the service. This study was designed to test the reasonableness of the 
reduction in the inter-office trunk standard from the pre-war basis of pro 
viding enough trunks to delay only one out of a hundred calls in the busy 
hour,to a wartime basis of providing enough trunks to delay two calls in 
every hundred during the busy hour. The conclusion from this study was 
that it was safe to use wartime standards. 

The study reported herein is an analysis of the effect of repeated attempts 
when subscriber-dialed calls are blocked due to trunk shortages. The data 
upon which the results are based indicate that dial subscribers after en 
countering a busy condition make new attempts sooner and much more 
often than has been generally believed. The results indicate that one can 
reconstruct what happens when trunk groups carrying subscriber-dialed 
calls encounter serious overloads and that trunk capacity tables for suc! 
situations can be developed. 

The study is based on extensive service observations taken at the New 
424 
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York City Service Observing Bureaus during the winter of 1943-44. These 
bservations dealt with the behavior of subscribers who encounter a busy 
ma dialed call. ‘This behavior is assumed to apply to the situation when 


subscribers encounter an all-trunks-busy condition. 


INADEQUACY OF THE PoIssON AND ERLANG B ForRMULAE To EXPRESS 
THE SITUATION WHEN SHORTAGES OcCUR IN TRUNK GROUPS 
HANDLING SUBSCRIBER DIALED CALLS 


In connection with the provision of trunks in the exchange plant, two sets 
of trunk-call-carrying-capacity tables are currently in use. One set of these 
tables is computed from the Poisson Formula and the other from the Erlang 
B Formula. The Poisson tables are used for trunk groups carrying non- 
alternate route traffic, whereas the Erlang B tables are used for trunk 
groups carrying traffic subject to alternate routing. 

The assumption underlying the Poisson Formula, when a shortage of 
trunks occurs, is that of a partial delay. A call which encounters all trunks 
busy waits but not longer than a holding time interval for a trunk to become 
available. 

The corresponding assumption underlying the Erlang B Formula is that of 
no delay. A call which encounters all trunks busy is cleared out. The call 
may be abandoned by the subscriber or advanced to an alternate route. 

With respect to non-alternate route trunk groups handling subscriber 
dialed calls neither of the above two assumptions is realized in practice. 
When all trunks are busy, the dial equipment is arranged to return an all- 
trunks-busy signal to the subscriber rather than hold the call pending the 
outcome of a subsequent test for an idle trunk. The subscriber upon 
encountering an all-irunks-busy signal does not necessarily abandon the call. 
In most cases he redials the call. 

The degree by which the assumptions are not realized depends upon the 
relative number of trunks that are provided for a given volume of traftic 
For instance if, during an hour, 150 calls having an average holding time of 
100 seconds are submitted to ten trunks and an equivalent volume of traffic 
is submitted to five trunks, the following theoretical results follow from the 
Poisson and Erlang B Formulae: 

PaBLe | 
THEORETICAL RESULTS FROM POISSON AND ERLANG B FORMULAE 


150 Calls of 100 Seconds Average Number of Calls that Are Number of Calls that Are 
Holding Time Submitted Delayed on the Basis of Cleared Out on the Basis 
during an hour to the Poisson Formula of the Erlang B Formula 


10 trunks 1.6 1.0 
5 trunks 60.6 32.0 
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The values in Table I indicate that, when a liberal number of trunks, i 
ten trunks, is provided, the numerical difference between the results of t 
two formulae is small and the results of either formula can be used as ; 
approximation of the number of calls affected by an all-trunks-busy co 
dition. There are undoubtedly repetitious attempts, but because 1 
number is small their effect can be neglected. 

When, however, there is a serious shortage of trunks, as when only fiy 
trunks are provided, the numerical difference between the theoretical results 
of the two formulae is large. In addition, the repetitious attempts will bx 
too numerous to ignore. Some of the repetitious attempts will encounter 
all trunks busy again and again. Other repetitious attempts will seize id|; 
trunks thereby causing new calls to encounter all trunks busy. The effect is 
cumulative. Neither the Poisson nor the Erlang B Formula indicates to 
what extent the repetitious attempts take place nor their effect. A pre 
liminary glimpse at the results of this study indicates that 150 calls of 100 
seconds average holding time when submitted during an hour to five trunks 
become inflated by 99 repetitious attempts and appear as 249 calls being 
submitted to the trunks. Of these 249 calls, 108 encounter al/ trunks busy 
Of the 108 calls, 99 become the aforementioned repetitious attempts and 
nine are abandoned. It is evident that neither formula presents this 
picture. For studies considering the effect of overloads due to trunk short 
ages, this is the type of information needed. A new approach is required to 
obtain such data. ‘To do this, it is desirable to examine the habits of dia 


subscribers who have encountered busies. 


) 


THE DIALING BEHAVIOR OF SUBSCRIBERS UPON ENCOUNTERING A. Bus! 


In order to investigate the grade of service given to dial subscribers when 
trunk shortages occur it is desirable to know something about their behavior 
when they encounter all-irunks-busy signals. Specifically there are fou: 
items that need investigation; these are: 

1. How soon after encountering an all-trunks-busy signal does the sub 

scriber redial his call? 

2. What percentage of the subscribers make subsequent attempts? 

3. How do the time intervals between successive subsequent attempts 
compare with each other; that is, are they about the same or do they 
differ widely? 

4. What differences, if any, exist between classes of subscribers? 

The first three items are answered from the results of service observations 
The fourth item is answered indirectly. 

The service observations consisted of 1,107 cases where line busies were 

observed (except for 35 cases of all-trunks-busy signals). Observations on 
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= ine busies were used instead of all-trunks-busy signals because it would have 
f t taken too long to obtain sufficient observations, because it is undesirable to 
is ; | artificially degrade the service in order to obtain sufficient observations and 
co because it is assumed that the average subscriber does not recognize the 

the difference between a busy and overflow signal. It is considered that the 


data, while collected for busy signals, accurately represent the situatior 


fi) with regard to overflow signals. 
sults Beginning on December 22, 1943 and ending on February 29, 1944, 
ill be special record of 1,107 subscriber-dialed calls, where line busies were ob 
unter served, was taken at the three New York City service observation bureaus 
> idle Up to a point, regular service observation practices were followed and the 
ect is regular service observing data concerning the calls were entered on the 
es to service-observing records. The data concerning the line buses were entered 
pre ona special form. This form is shown below. Instructions for the observers 
f 100 accompanied these forms; these instructions follow the form 
unks 


Form S.O. 171 





eIng SPECIAL Recorps — Busy CALts 
bus Calling No. Date 
and Enter in space under attempt number, the cumulative seconds from the start of the 
thi original attempt to the start of the attempt indicated. In addition for the last atter 
MS show disposition 

10r 

hort Attempt Number 
ed to 
: 1 2 3 } 5 6 7 & 9) 10 

dia 

: 11 12 13 14 15 16 17 18 19 ) 
Bus) 

vhen 

ior Disposition of the call 


four Data for attempts over 20 should be entered on the reverse side 

Special service observing form used to collect data concerning the dialing behavio 
sub subscribers upon encountering a bv 

Instruccions Applying to the Use of Form S.O. 171 
mpts These instructions apply to the use of Form S.Q. 171 which has been de 
then veloped in conection with a study of the behavior of customers upon en 

countering a busy signal. 
This study will not include observations originating on P.BLX. trunks or 

ons on coin lines. On all ocher calls encountering a busy signal or an overflow 

signal the observer will hod the line in the observing position until one of 
sere the following conditions occurs: 


(1) Call is disposed of by reaching the desired number. Code OK 





S on 
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2) 10 minutes have elapsed since the last attempt for the desired nu 

ber. Code AB 

(3) Call is disposed of by being given to the operator.—-Code PR 

(4) Call is disposed of by receiving a “Don’t answer” on an attempt 

reach the desired number—-Code DA 

All attempts made during the period that an observation is ordinar 
held will be entered on the service observing detail sheets in the regular way 
In addition, these entries and entries showing any other attemps to reach thy 
desired number together with the proper code listed above to show the fin 
disposition of the call will be recorded on Form S.O. 171. 

In order to minimize the number of cases not completed at the end of a 
observer's trick, no cases will be recorded on the special record on which th: 


original busy signal is received after } hour prior to the finish of any trick 


From the instructions it may be noted that observations originating on 
P.B.X. trunks or on coin lines were not included. The reason for this is, 
when a busy is observed on a call originating on a P.B.X. trunk the subse- 
quent attempt might be made on one of the other P.B.X. trunks, thus the 
subsequent attempt would be missed. Also, at a P.B.X. two extensions 
may place calls, within a few seconds of each other, to the same busy line 
The service observations on any one trunk might therefore be a mixture of 
attempts involving two or more calls. When a busy is observed on a cal 
made from a coin line, the calling party will in many instances vacate th 
coin box in favor of someone else, and the subsequent attempt may the: 
be made from another coin line. For these reasons the observations wert 
restricted to business and residential individual lines and to two-party lines 
(12 observations were on two-party lines). 

It may also be noted that the observers were instructed to hold the line in 
the observing position until ten minutes have elapsed since the last attempt 
for the desired number. This was a departure from regular service observing 
practices when a line is held until 1 minute has elapsed. 

fable II is a tabulation of the data observed at the Manhattan Service 
Observing Bureau on Manhattan dial subscriber lines. The observations 
are arranged in the order of increasing magnitude of the time intervals 
between the start of the first attempt and the start of the second attempt 
Of interest is observation number 197 where a subscriber made 25 attempts 
in about an hour. 

Data similar to that observed on Manhattan dial subscriber lines were 
likewise observed on Bronx-Westchester and on Brooklyn-Queens dial 
subscriber lines. 

Figure 1(a) shows graphically the data listed in Table Il. This graph 


shows, by dots, the cumulative percentage of the 451 Manhattan observa- 
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nie Paste 
RESULTS OF OBSERVATIONS ON 451 DIAL StuBsSCRIBERS IN MANHATTA? 
Seconds elapsing between start of previous attempt and start of attempt listed 
pt 
Obser Attempt N 
j vation 
lari aj ! : 
Wa 1 O} 13] 2| 13) 11!| 2 81 O.K 
ht 2 0* 16* 10* un \B 
. 3 0 16 $8 54 \? 108 308 OK 
fn 4 0; 18 1s D\ 
5 0 19 19 PR 
‘ 6 0 19 19 OK 
ot a 7 O* 20 0 OK 
h the 8 0 20 20 OK 
9 0 20 64 189 73 PR 
ck 10 0 21 a \B 
11 0* 21 ?] OK 
ig on 12 0 21 1 PR 
os 13 0 21 208 229 OK 
US 1S, 14 0 22 30 28 XO) OK 
ubse- 15 0| 22| 22 “| OK 
16 0 22 26 189 18 25 80 PR 
s the 17 0 23 23 OK 
sions 18 O* 25 5 OK 
. 19 0 25 28 33 86 O.K 
line. 20 0| 25| 341! 44 110 \B 
ire of 21 o| 2 25 \B 
22 0 25 28 22 69 03 82 71 560 \B 
A Ca 23 0 26. 188 14 O.K 
e the 24 0| 27 35 35 29 38 6 12 13 53 338 O.K 
25 0 27 Qj \B 
ther % 0| 27 7 PR 
were 27 0 28 re OK 
; 28 0 8 22 \l 
lines 29 0| 29/110; 22 161 PR 
0) 0 30 30) \l 
7 31 0 x0 31 23 0) 20 RK 0 54 26 
ine in 51 361 \B 
empt 32 0 30 140 170 OK 
: 33 0 30 30) \I 
rving 34 0! 31 52 31 «591 705 O.K 
; 35 0 31 $5 76 \B 
, 36 0°; 3 31 OK 
TVIce 37 0 31 105 66 02 OK 
tions 38 0; 31 31 O.K 
39 0| 31! 98 1290 OK 
rvals 40 0| 32 32 D.A 
‘mpt 41 0 32 32 \B 
j 42 0 32 32 04 O.K 
mpts 43 0| 32 32 O.K 
44 0| 33* 33 AR 
45 0 33 35 41 $3 57 209 OK 
were : 46 0 35 35 OK 
dial 47 0 35 358 303 OK 
48 0 36 RX 124 OK 
: 49 0 37 53 40) 130 OK 
rraph ] 50 0, 39 9 OK 
51 0 39 39 O.K 
erva- 


*Overtlow signal. 
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139 


139 


31 
126 
61 
45 
$82 
173 
60 


574 
200 


209 


Oo MN 
j= =) 


7) 


x1 


S4 


TABLE 


Il 


Attempt No 


170* 


36 


163 


28 
&5 
84 


63 


r 


103 


62 


20 
167 
67 


161 


(Cont'd 


on 


69 


60 


10 


Total 
Seconds 


634 
OSS 
449 

40 
245 
170 
232 


mY 
nn te UI 
ete a) 


NN tw 
wrc Sys 
Ou Kew 


> oa 


Disposit 
of the ¢ 


O.K 
O.K 
O.K 
O.K 
AB 
O.K 
AB 
AB 
O.K 
O.K 
O.K 
O.K 
O.K 
\B 
\B 
O.K 
O.K 
O.K 
O.K 
OK 
\B 
\B 
O.K 
AB 
O.K 
O.K 
O.K 
\B 
O.K 
\B 
\B 
\B 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
\B 
O.K 
\B 
\B 
AB 
Cs. 
O.K 
O.K 
O.K 
O.K. 
O.K 
AB 
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TABLE II (Cont'd 
Obser Attempt No Tot 
DOSIt ation ) I) 
he ( No 2 3 4 
.K 105 0 68 66 134 O.K 
YK 106 0 68 330 380 778 O.K 
YK 107 0 69 69 \B 
kK 108 0 70 70 OK 
B 109 0 71 : 71 \B 
, k 110 0 71 95 166 O.K 
B 111 0 “2 112 184 \B 
B 112 0 72 72 O.K 
| K 113 0 74 74 OK 
k 114 0 74 184 93 351 \B 
K 115 0 ‘9 75 OK 
116 0 i) 75 OK 
-K 117 0 75 67 203 345 OK 
“| 118 0 76 76 O.K 
hi 119 0 76 76 \B 
: 120 0*| 77 77 O.K 
K 121 0 78 7S OK 
K 122 0 i8 78 OK 
K 123 0} 78| 253 | 107 | 38 176 = AB 
K 124 0! 79| 33 132 OK 
K 125 0 sO SO OK 
B 126 0 80. 50 130 OOK 
B. 127 0 x0 80 \B 
“4 128 0 80 117 197 O.K 
. 129 0 81 ad | \B 
130 0 81 S1 O.K 
kK 131 0 &3 &3 OK 
a 132 0 S84 S+4 OK 
: 133 0 &5 5 OK 
K 134 0 85! 33 204) 115 327 OK 
: 135 0 && XX \B 
7" 136 0 &S S&S OK 
137 0*; 89 9 OK 
K 138 0' 9 50. 120 200 AB 
139 0 90 OO OK 
kK 140 0 90 oO \B 
kK 141 0 90 51 39 46 226 \B 
k 142 0 91 78 169 OK 
K 143 0 91 9] OK 
K 144 0 91* 48 139 OK 
k 145 0 91 116 207 O.K 
; 146 O* OF 9] O.K 
147 o* 92 9 OK 
. 48 = O* 92 02 OK 
. 149 0 93 03 AB 
150 0) 93) 34) 228 117 172 OK 
151 0 4 94 75) 91 354. AB 
K. 152 0 95 95 \B 
K 153 0 95 95 OK 
4 154 0| 97| 86 | 175 358 (O.K 
K 155 0 97 | 143 240 O.K 
c 156 0. 100 100 O.K 
157 0 100 100 O.K 
158 0 100 100 \B 
159 0 100 100 O.K 
160 0 102 115 148 $15 OLK 





*Overflow signal. 
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69 
193 
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96 


140 


209 


60 


sa 
Nm 


mn 
Nm 


w 


Total 


430 
103 
121 

105 
105 
446 
346 
111 

111 

330 
113 
114 
116 
116 
117 
120 
122 
464 
124 
479 
130 
130 
255 
287 
440 
134 
564 
264 
139 





Dispo 
Seconds of the ¢ 


O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
AB 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
O.K 
\B 











Obser- 
} vation 
he No 1 2 
215 0 160 
: ~ 216 0 160 
K 217 0 161 
LK 218 0 164 
K 219 0 164 
.K 220 0 165 
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B. 269 0 267 
K 270 0 272 
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ions that equalled or exceeded particular time intervals between the starts 
of the first and second attempts. Figure 1(b) shows similar graphical data 
for 211 Bronx-Westchester observations and Fig. 1(c) shows similar graphi 
cal data for 445 Brooklyn-Queens observations. Each of these three graphs 
is compared with a composite curve for 1107 observations. This composite 
curve is developed from the data on Fig. 2(: 

Figure 2(a) shows, by dots, the cumulative percentage for 1107 observa 
tions, which are comprised of the 451 Manhattan, 211 Bronx-Westchester 
and 445 Brooklyn-Queens observations, that equalled or exceeded particular 
time intervals between the starts of the first and second attempts. A smooth 
curve was drawn through these plotted data. This curve is also shown on 
other figures, for the purpose of visual comparison of the various plots of 
data with the overall results. 

Figure 2(b) shows a graph concerning 465 observations of the total 1107 
observations. These are the cases where a busy was observed on a second 
attempt. (Of the 1107 total observations, 817 resulted in a second attempt 
within ten minutes and 290 were classified as abandoned. Of the 817 
second attempts, 327 cases were able to complete their calls, 16 resulted in a 
don’t answer, 9 were referred to an operator and 465 encountered a busy 
Figure 2(b) shows, by dots, the cumulative percentage of the 465 second 
attempts that equalled or exceeded particular time intervals between the 
starts of the second and third attempts. The graph of Fig. 2(b) does not 
differ significantly from the composite curve for 1107 observations. This 
feature indicates that, when observations concerning subscriber busies are 
made, it is not necessary to have the first observed attempts coincide with 
the first actual attempts. The observations can begin with any attempt 

Figures 3 and 4 are graphs similar to that shown on Fig. 2(a), the dif 
ference being in the graphical ordinates used in order to present additiona! 
pictorial representations of the data and to project the curve beyond the 
observed limits. 

The percentage of subscribers who dial their calls again after encountering 
busies is estimated from Figs. 3 and 4 to be 90°7. The data on Fig. 3 are 
projected to a time interval of 1,500 seconds (25 minutes). Judging by eye, 
beyond this point, it appears that the curve is asymptotic to the 10°; 
horizontal line. This means that 10°; of the subscribers abandon their 
calls and 90% try again. The part of the curve on Fig. 4 that projects 
beyond the limit of the observed data crosses the 10°¢ line at 6,400 seconds, 
an interval of 13 hours. This seems to be a very long time for a subscriber 
to wait before redialing his call. It is unlikely that many attempts are made 


beyond this period. 


Table ITI was prepared to determine the disposition of the calls on secon 
attempts and to see if a correlation exists between certain time intervals, 
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namely, between the first and second attempts and between the second 
third attempts. This table was developed by alloc ating the 817 obse 
tions where a second attempt occurred into 5 ranges of time intervals | 
tween the first and second attempts of about 163 observations each. 
each range of time interval the number of calls that were respectively 
O.K., DA, PR and AB is listed. Where a third attempt occurred, th: 
numbers of calls are tabulated by ranges of time intervals between th 
second and third attempts. The ranges of time intervals are the same as 
Pasrie [I 


Disposition OF SECOND ATTEMPTS AND CORRELATION OF ‘TIME INTERVALS BET\ 
Dara CONCERNING 817 OBSERVATIONS HAVING 4 SECOND ATTEMPT 





. Correlation of Time Intervals Betwee 
. 1 BC iknnuitiak of tha Ganced Attempts: Number of Second Atten 
ae ‘ scennk- Mebane S ‘onl Each of Which Resulted in a Rusy a 
"Ge o Atte taxon “th at ee which was Followed by a Third Atten 
k \ ed ; Within the Range of Seconds Listed 
7 1 ve the Column Headings Below 
Attem] Were Were W ere Were 0 6-72 9-130 131-226 | 2 

OK DA PR B ; : 220 
O- 45 164 30 7 5 26 ” 17 12 8 10 
16- 78 164 +4 1 2 24 14 20* 28 13 12 
79-130 164 71 2 2 21 6 14 24* 11 13 
131-226 162 &3 2 0 27 5 9 g 15* 16 
227-600 163 93 } 0) 28 6 0 } 5 pd 
817 327 16 9 126 74 60 73 52 74 


lhe asterisk marks the items that had the same range of time intervals between tl 
first and second attempts and between the second and third attempts 


those used between the first and second attempts in order to see if a correla 
tion exists. The signiticant facts concerning these data are: 
1. The degree of success in obtaining an O.K. call was better for those subscribers wl 
waited longer before making a subsequent attempt. Only 22% of the subscribers 
who waited from 0 to 45 seconds were successful as against 57°, who waited frot 
227 to 600 seconds 

2. The number of calls referred to the operator or where don’t answers occurred are n 
significant to the problem in hand 

3. The incidence of abandoned calls appears to be uniform for the five ranges of time 
intervals his means that the 90°; figure estimated from Fig. 3 can be cor 
sidered to apply with equal effect to all subscribers without regard to the previous 
time interval between dialing attempts 

4. The correlation data indicate a tendency for subscribers to establish a tempo or pact 
which they follow when redialing their calls. If this tempo did not exist the items 
on Table IIT that are marked with asterisks would not be larger than the surrounding 


items 


It was previously indicated that no observations were taken on P.B.X 
and coin lines. An earlier attempt to collect data concerning the behavior 
of subscribers when encountering busies produced data that showed fewer 
subsequent attempts than was believed to be the case. The differences 
between the earlier data, which included a high proportion of observations o1 
P.B.X. and coin lines, and the data developed herein are believed to be fully 
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counted for and it is believed that the P.B.X. and coin lines have the same 
isic characteristics regarding dialing behavior upon encountering busies 
is have the subscribers who were observed. No significant differences 
vetween the results for residential and business offices were noted. Fron 
these indirect facts, it is concluded’that no significant differences exist be 


tween classes of subscribers. 


EFFECT ON THE TRUNK PLAN 


\s explained earlier, neither the Poisson nor the Erlang B formula gives 
an accurate picture of the facts when trunk shortages occur on trunk groups 
handling subscriber-dialed calls. In both formulae it is assumed that only 
one attempt is made per call. In the case of the Poisson formula, the call is 
assumed to be held by the dial equipment until a trunk becomes available or 
until the subscriber hangs up, and in the case of the Erlang B formula, th 
call is assumed to clear out. The data developed from the service observa 
tions, concerning the dialing behavior of subscribers when encountering 
busies, indicate that subscribers usually make many subsequent attempts 
when a busy is encountered. Also the dial equipment with which we are 
familiar clears out the calls by giving an all-trunks-busy signal. In order to 
determine what a trunk capacity table might be like that takes into account 
the habits of subscribers and the limitations of the dial equipment a study 
based on simulated traffic was made. This study consisted of 150 CCS 
hundred call seconds per hour) of trattic offered to a trunk group varying 
from 5 to 12 trunks. This study utilized the data developed from the 
service observations. 

A study based on simulated trathe is a method used to study the capacities 


of trunking arrangements where a formula is not available. This type of 


study is based on the idea that calls are placed at random, that holding times 
of the calls follow an exponential law, and that these characteristics can be 
simulated by random numbers drawn from an appropriate source 

The study of 150 CCS of simulated trathe was based on 1,000 calls offered 
to a trunk group during a ten-hour period. ‘The average holding time per 
ime being 150,000 seconds o1 


call was 150 seconds, with the total holding 
41.66667 hours. Sub-divisions of an hour were expressed in decimal terms 
the smallest division being a hundred-thousandth part. Three sets of 
random numbers were used for the following purposes: 

1. To determine at what time in the ten-hour period a particular call ‘is 


offered to the trunk group 


~ 


2. To furnish the holding time of a particular call 

3. To detine for each call the pattern of resubmission of the call to the 
trunk group should an a!/-trunks-busy be encountered by the cal 

In each instance the numbers were taken from the tail-end portions of 
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successive entries of 19 significant figures of e7 (Tables of the Exponc 
Function—W PA—1939). The numbers drawn and their functions i1 
study are as follows: 

A set of 1,000 six-digit numbers was taken from the last six digit 
entries of ¢7 from x = 0.4000 to x = 0.4999, These 1,000 six-digit numbers 
were arranged in numerical order to give the placing time of 1,000 simulate 
calls. The first digit in every number was used to represent the hour 
the last five digits the hundred-thousands part of the hour when a particula 
call was placed. The randomness of this particular draw was checked } 
determining the differences between successive placement times and the: 
arranging the differences in numerical order. The results were plotted o1 
a cumulative basis on Fig. 5, where a visual comparison can be made wit! 
theoretical results. 

A set of 1,000 seven-digit random numbers between 0,000,000 to 4,166,667 
inclusive were taken from the last seven digits of entries of e* from x = 0.5000 
to x = 0.7344. Numbers above 4,166,667 were disregarded. These seve 
digit numbers when arranged in numerical order accounted for the tota 
holding time of all the calls. The difference between successive numbers 
arranged in numerical order, furnished 1,000 individual holding times. 

A third set of 1,000 random numbers were taken from two sources i 
the e* tables. These 1,000 numbers contained a variable number of digits 
These numbers were for use when calls encountered all trunks busies in order 
to determine which calls were to be resubmitted and to determine the time 
interval for resubmitting a call. Previously, it was estimated from Fig. 3, 
that 90° of the subscribers after encountering a busy redial their cal! 
This estimate was used by assigning to the numerals 1 to 9 in the third set of 
random numbers the characteristic that a call may make a subsequent 
attempt if it encounters an all trunks busy and by assigning to the numeral 0) 
the characteristic that the call drops out if it encounters an all trunks bus) 
About 10°; of the 1,000 numbers show a numeral 0 in the first place and 
hence no further digits are needed because the call drops out. The remaii 
ing 90° of the numbers show numerals from 1 to 9 in the first place and 
hence may make a second attempt. If an all trunks busy is encountered 01 
the second attempt, a numeral from 1 to 9 in the second place determines 
that a third attempt may be made while the numeral 0 determines that the 
call drops out. This process is repeated for each place of each number in 
the third set of 1,000 random numbers until the numeral 0 appears. The 
number of consecutive places showing only numerals from 1 to 9, indicates 
the total number of attempts that a particular call might make before it 
drops out. Thus for a particular number the numerals might be 4720 
In this case, three subsequent attempts can be made. Another number: 
might be 834650. In this case, five subsequent attempts can be mac 
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The effect of using numerals in this way is that 90° of the calls encounter 


all trunks busies appear as subsequent attempts. 


The numeral in the first place of each of the third set of random num! 


was used to establish the time interval for resubmitting each call. 


The t 


intervals were developed from the data on Fig. 4 by dividing the vert 


scale into 10% bands. 


each band was used as applicable to the 10% of the calls that fell within t 


band. 


random numerals used are as follows: 


Midpoint Values of the 
10° Bands of figure 4 


= hw OD 10 
Mannan uN 


Based on 


repetitious attempts at a uniform pace or tempo, the time interval ce 


TABLE 


Corresponding Time 
Intervals in Seconds 


25 

46 

67 

93 

132 
195 
320 
665 
2,250 
Infinite 


No. IV 


Equivalent Hundred 
Thousandth Part 
of an Hour 


c= b + .036 


700 

, 300 

900 

600 

700 

400 

900 

, 500 
62 , 500 

Call drops out 


Own 


_ 
Co OC 


Assignment 


Se NW eA ~10 0 


The midpoint values, the corresponding time intervals, and 


of Ran 
Numerals 


The time interval corresponding to the midpoint 


t 


the results indicated by Table III, that subscribers tend to mak« 


termined by the numeral in the first place of a particular number of th 
third set of random numbers was repeated each time that a particular cal 


was resubmitted. 


The results of the study of simulated traffic are as follows: 


Attempts 
Calls Otfered 


Trunks 


Provided Plus All 


Attempts 
a b 
5 1,658 
6 1,287 
7 1,147 
8 1,071 
9 1,027 
10 1,011 
11 1,005 
12 1,000 


Overflows (Calls 


Subsequent 


TABLE V 


Encountering 
1/1 Trunks 


Ratios of 
Overtlows to 


Calls 


Handled 


Neale Attempts 
é d=c+b e=b—-« 
720 4343 938 
319 . 2479 968 
155 1351 992 
75 .0700 996 
28 0273 999 
12 .0119 999 
5 .0050 1,000 
0 0000 1,000 


Calls 
Abandoned 


1000 — e 
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— i ae om en Se) 
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141 
145 
149 
149 
150 
150 
150 
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tering Phe ratios of overflows to attempts compared with theoretical results for 
the Poisson and Erlang B formulae for 15) CCS of offered traffic are as 
her 
ImbDers follows: 
le time 
ert PasLe VI 
oint ! St A Theoretical Results 
} ' Trunks Provided Trati 
In tha flows t« tempts Erlang B: Ratio of Call Ra f Ca 
nd the Lost to Calls Offered to Calls O ¢ 
5 4343 2139 4037 
6 2479 1293 2414 
7 .1351 0715 1288 
8 0700 0359 0617 
Rar 9 0273 0163 0268 
Is 10 0119 (0068 0106 
11 0050 0026 0038 
12 0000 0009 0013 
The ratios of overflows to attempts are apparently very close to the 
Poisson results. No further conclusion should be drawn from this, at this 
time, without further study. 
SUMMARY 
Data concerning the dialing behavior of subscribers who encounter busies 
have been obtained for New York City subscribers. These data indicate 
quantitatively: (1) how soon after obtaining a busy, a subscriber redials his 
» make ; ; 
7 call; (2) what percentage of subscribers make subsequent attempts; and 
val Ce > — ° 4 
cet (3) the pattern of time intervals between successive subsequent attempts. 
of the a ° : : P . 
) . rhese data appear to have direct application in the development of trunk 
ar Cal . ° : . . + 
capacity tables for trunks handling subscriber-dialed traffic when trunk 
shortages occur. 
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Spectra of Quantized Signals 
By W. R. BENNETT 


1. DiIscusSION OF PROBLEM AND RESULTS PRESENTED 


SIGNALS which are quantized both in time of occurrence and in mag 
tude are in fact quite old in the communications art. Printing tele- 
graph is an outstanding example. Here, time is divided into equal divisions 
and the number of magnitudes to be distinguished in any one interval is 
usually no more than two, « orresponding to the closed or open positions ol 
sending switch. It is only in recent years, however, that the developme 
of high speed electronic devices has progressed sufficiently to enable qua: 
tizing techniques to be applied to rapidly changing signals such as pro 





duced by speech, music, or television. Quantizing of time, or time division, 
has found application as a means of multiplexing telephone channels 
rhe method consists of connecting the different channels to the line in sé 
quence by fast moving switches synchronized at the transmitting and r 
ceiving ends. In this way a transmission medium capable of handling 
much wider band of frequencies than required for one telephone channel ca 
be used simultaneously by a group of channels without mutual interferenc¢ 
The plan is the same as that used in multiplex telegraphy. The differenc: 
is that ordinary rotating machinery suffices at the relatively low speeds en 
ployed by the latter, while the high speeds needed for time division mult 
plex telephony can be realized only by practically inertialess electro 
streams. Also the widths of frequency band required for multiplex tel 
phony are enormously greater than needed for the telegraph, and in fa 
have become technically feasible only with the development of wide-band 
radio and cable transmission systems. As far as any one channel is con 
cerned the result is the same as in telegraphy, namely that signals are re 
ceived at discrete or quantized times. In the limiting case when many 
channels are sent the speech voltage from one channel is practically cor 
stant during the brief switch closure and, in effect, we can send only one mag 
nitude for each contact or quantum of time. The more familiar word 
“sampling” will be used here interchangeably with the rather formidab| 
term ‘‘quantizing of time’. 

(Quantizing the magnitude of speech signals is a fairly recent innovatio! 
Here we do not permit a selection from a continuous range of magnitudes 
but only certain discrete ones. This means that the original speech signa 
446 
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s to be replaced by a wave constructed of quantized values selected on a 
ninimum error basis from the discrete set available. Clearly if we assign 
the quantum values with sufficiently close spacing we may make the quan 
tized wave indistinguishable by the ear from the original. The purpose of 
quantization of magnitudes is to suppress the effects of interference in the 
transmission medium. By the use of precise receiving instruments we can 
restore the received quanta without any effect from superposed interference 
provided the interference does not exceed half the difference between ad 
jacent steps. 

By combining quantization of magnitude and time, we make it possible 
to code the speech signals, since transmission now consists of sending one of 
a discrete set of magnitudes for each distinct time interval2**°5.7 The 
maximum advantage over interference is obtained by expressing each dis 
crete signal magnitude in binary notation in which the only symbols used 
areQ and 1. The number which is written as 4 in decimal notation is then 
represented by 100, 8 by 1000, 16 by 10,000; etc. In general, if we have \ 
digit positions if: the binary system, we can construct 2% different numbers. 
If we need no more than 2% different discrete magnitudes for speech trans 
mission, complete information can be sent by a sequence of .V on-or-off 
pulses during each sampling interval. Actually a total of 2%! different 
coding plans (sets of one-to-one correspondences between signal magnitudes 
and on-or-off sequences) is possible. The straightforward binary number 
system is taken as a representative example convenient for either theoretica! 
discussion or practical instrumentation. We assume that absence of a pulse 
represents the symbol 0 and presence of a pulse represents the symbol 1 
The receiver then need only distinguish between two conditions: no trans 
mitted signal and full strength transmitted signal. By spacing the re 
peaters at intervals such that interference does not reach half the full 
strength signal at the receiver, we can transmit the signal an indefinitely 
great distance without any increment in distortion over that originally 
introduced by the quantizing itself. The latter can be made negligible by 
using a sufficient number of steps. 

To determine the number of quantized steps required to transmit specitii 
signals, we require a knowledge of the relation between distortion and step 
size. This problem is the subject of the present paper.* We divide the 
problem into two parts: (1) quantizing the magnitude only and (2) combined 
quantizing of magnitude and time. The first part can be treated by a simple 
model: the ‘‘staircase transducer’’, which is a device having the instantane 
ous ouput vs. input curve shown by Fig. 1. Signals impressed on the stair 


* Other features of the quantizing and coding theory are discussed in forthcoming 
papers by Messrs. C. E. Shannon, J. R. Pierce, and B. M. Olive 
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case transducer are sorted into voltage slices (the treads of the staircas: 
and all signals within plus or minus half a step of the midvalue of a slice a 
replaced in the output by the midvalue. The corresponding output whe 
the input is a smoothly varying function of time is illustrated in Fig. 
The output remains constant while the input signal remains within t! 
boundaries of a tread and changes abruptly by one full step when the sign 
crosses the boundary. It is not within the scope of the present paper to 
discuss the internal mechanism of a staircase transducer, which may have 
many different physical embodiments. We are concerned rather with th 


distortion produced by such a device when operating perfectly. 
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Fig. 1—Quantizing characteristic 


The distortion or error consists of the difference between the input and 
output signals. The maximum instantaneous value of distortion is half of 
one step, and the total range of variation is from minus half a step to plus 
half a step. The error as a function of input signal voltage is plotted in 
Fig. 3 and a typical variation with time is indicated in Fig. 2. If there is a 
large number of small steps, the error signal resembles a series of straight 
lines with varying slopes, but nearly always extending over the vertical 
interval between minus and plus half a step. The exceptional cases occur 
when the signal goes through a maximum or minimum within a step. The 
limiting condition of closely spaced steps enables us to derive quite simply 
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an approximate value for the mean square error, which will later be shown to 
be sufficiently accurate in most cases of practical importance. This ap- 
proximation consists of calculating the mean square value of a straight line 
going from minus half a step to plus half a step with arbitrary slope. If 
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Fig. 3—Characteristic of the errors in quantizing 


Eo is the voltage corresponding to one step, and s is the slope, the equation 
of the typical line is: 


e = sl, - Ce 1.0) 


where € is the error voltage and / is the time referred to the midpoint as 
origin. Then the mean square error is 


gs fle , Ej 
3 = dix —, (1.1) 
: a! en ly 1 


or one twelfth the square of the step size. 
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Not all the distortion falls within the signal band. The distortion m 
he considered to result from a modulation process consisting of the apy 
cation of the component frequencies of the original signal to the non-lin« 
staircase characteristic. F.igh order modulation products may have f; 
quencies quite remote from those in the original signal and these can be ¢ 
cluded by a filter passing only the signal band. It becomes of importan 
therefore, to calculate the spectrum of the error wave. This we shall do 
the next section for a generalized signal using the method of correlatio: 
which is based on the fact that the power spectrum of a wave is the Fouri 
cosine transform of the correlation function. The result is then applied to 
particular kind of signal, namely one having energy uniformly distribut: 
throughout a definite frequency band and with the phases of the components 
randomly distributed. This is a particularly convenient type of sign 
because it in effect averages over a large number of possible discrete fr 
quency components within the band. Single or double-frequency signa 
waves are awkward for analytical purposes because of the ragged nature oi 
the spectra produced. The amplitudes of particular harmonics or cross 
products of discrete frequency components are found to oscillate violent, 
with magnitude of input. The use of a large number of input components 
smooths out the irregularities. 

The type of spectra obtained is shown in Fig. 4. Anticipating binary 
coding, we have shown results in terms of the number of binary digits used 
The number of different magnitudes available are 16, 32, 64, 128, and 256 
for V = 4,5, 6, 7 and 8 digits, respectively. Here a word of explanation is 
needed with respect to the placing of the scale of quantized voltages. A 
signal with a continuous distribution of components along the frequency 
scale is theoretically capable of assuming indefinitely great values of instan 
taneous voltage at infrequent instants of time. An actual quantizer (stair 
case transducer) has a finite overload value which must not be exceeded and 
hence can have only a finite number of steps. This difficulty is resolved 
here by the experimentally observed fact that thermal noise, which has the 
type of spectrum we have assumed for our signal, has never been observed 
to exceed appreciably a voltage four times its root-mean-square value 
Hence we have placed the root-mean-square value of the input signal at 
one-fourth the overload input to the staircase. This fixes the relation be 
tween step size and the total number of steps. In the actual calculation 
the number of steps is taken as infinite; the effect of the assumed additiona| 
steps beyond 2% is negligible because of the rarity of excursion into this range. 

The curves of Fig. 4 are drawn for the case in which the signal band starts 
at zero frequency. The original signal band width is represented by one 
unit on the horizontal scale. The relatively wide spread of the distortio: 


spectrum is clearly shown. As the number of digits (or steps) is increased 
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the spectrum becomes flatter over a wider range, but with a smaller max 


mum density. The area under each curve represents the total mean pow: 


in the corresponding error wave and is found to agree quite accurate 
with the approximate result of Eq. (1.1). The distortion power falling i 
the signal band is represented by the area included under the curve fro: 
zero to unit abscissa. 

(Juantizing the magnitude only is not a technically attractive method o 
transmission because of the wide frequency band required to preserve the 
discrete values of the quanta. Thus ina 128-step system, a full load sinus 
oidal signal passes through 64 different steps each quarter cycle and henc: 
would require transmitting 256 successively different magnitudes during 
each period of the signal frequency. We therefore consider the second prob 
lem—that of sampling the quantized magnitudes. 

The theory of periodic sampling of signals is a limiting case of com 
mutator modulation theory as previously shown by the author.' We may 
think of a periodically closed switch in series with the line and source as 
producing a multiplication of the signal by a switching function. The 
switching function has a finite value during the time of switch closure and is 
zero at other times. It may be expanded in a Fourier series containing a 
term of zero frequency, the repetition frequency of switch closure, and al! 
harmonics of the latter. Multiplication of the signal by the Fourier series 
representing the constant component of the switching function gives a term 
proportional to the signal itself. Multiplication of the signal by the funda 
mental component of the switching function gives upper and lower side 
bands on the repetition frequency. Likewise multiplication by the har 
monics gives sidebands on each harmonic. The signal is separable from the 
sidebands on a frequency basis if the signal band does not overlap the lower 
sideband on the repetition frequency. This leads to the condition for no 
distortion in time division: the highest signal frequency must be less than 
one-half the repetition frequency. 

To apply the above theory to instantaneous sampling we let the duration 
of switch closure in one period approach zero. We then approach the con- 
dition of one signal value in each period, so that the repetition frequency 
now becomes the sampling frequency. Clearly the sampling frequency 
must slightly exceed twice the highest signal frequency. We also note that 
as the contact time tends toward zero, the switching function approaches a 
periodically repeated impulse. The important terms of the Fourier series 
representing the switching function accordingly become a set of harmonics 
of equal amplitude with a constant component equal to half the amplitude 
of the typical harmonic. On multiplication of this series by the signal, we 
get a set of sidebands of equal amplitude including the one corresponding to 
the original signal itself, the sideband on zero frequency. 
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These results may be applied to the staircase transducer. The output 
may be resolved into the input signal plus the error. The sampling fre 
quency is assumed to exceed its minimum required value of twice the top 
signal frequency. The component of the output that is equal to the origi- 
nal signal can therefore be separated at the receiver by a filter passing the 
original signal band. A similar statement cannot be made for the error 
component, for it has been found to extend over a vastly greater range than 
the original signal. To calculate the total distortion received in the signal 
band, we can multiply the distortion spectrum by the switching function and 
sum up all sideband contributions to the original signal band. Each har- 
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Fig. 5—Total distortion in signal band from quantizing and sami 
wave. Full load on the quantizer is 12 db above the r.m.s. value of input 


monic of the switching function makes such contributions by beating with 
a band of the error spectrum above and below the frequency of the har- 
monic. These contributions add as power when the sampling frequency is 
independent of the individual frequencies contained in the signal. The 
total error power accepted by the signal band filter decreases as the sampling 
frequency is increased because each harmonic of the sampling frequency is 
thereby pushed upward into a less dense portion of the error spectrum. In 
the limit as the sampling frequency is made indefinitely large, we return to 
the non-sampled case, that of the staircase transducer only. 

Figure 5 shows the calculated curves of distortion in the signal band 
plotted as a function of ratio of sampling frequency to signal band width 
The curves have downward slopes approaching asymptotes corresponding 
to the area from zero to unity under the corresponding curves of Fig. 4. 
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The initial points at the minimum sampling rate are determined on the ot! 
hand by the total area under the curves of Fig. 4, since the accepted sir 
bands on the harmonics in this case exactly fill out the entire error spectru 
These initial points are therefore given quite accurately by Eq. (1.1), whi 
as pointed out before, is a good approximation for the total areas. We c: 
also give a direct demonstration of the applicability of Eq. (1.1) to t 
initial points of the curves of Fig. 5 by means of the following theorem: 

Theorem I. The mean square value of the response of an ideal low-pass 
filter to a train of unit impulses multiplied by instantaneous samples occur 
ring at double the cutoff frequency is equal to the mean square value of th 
samples provided no harmonic of the sampling frequency is equal to twi 
the frequency of one component or equal to the sum or difference of two 
component frequencies of the sampled signal. Proof of the theorem is giv 
in Appendix I. To apply it here we resolve the input into two components: 
the true signal and the error. The former is reproduced with fidelity in th: 
output because it contains only frequencies below half the sampling rat 
The error component in the output represents the response of the low-pass 
filter to the error samples. Except for very special types of signals, the erro: 
samples are uniformly distributed throughout the range from minus half a 
step to plus half a step. Calculation of the mean square value of such a 
distribution gives Eq. (1.1). 

We have tacitly assumed above that the sampled values applied to th 
filter in the output of the system are infinitesimally narrow pulses of height 
proportional to the samples. In actual systems it is found advantageous to 
hold the sampled values constant in the individual receiving channels unti 
the next sample is received. This means that the input to the channel filter 
is a succession of rectangular pulses of heights proportional to the samples. 
The resulting magnitude of recovered signal is much larger than would be 
obtained if very short pulses of the same heights were used; stretching the 
pulses in time produces in effect an amplification. The amplification is 
obtained, however, at the expense of a variation of channel transmission 
with signal frequency. Infinitesimally short pulses have a flat frequency 
spectrum, while pulses of finite duration do not. The frequency character 
istic introduced by lengthening the pulses is easily calculated by determining 
the steady state admittance function of a network which converts impulses 
to the actual pulses used. The general formula for this admittance when a 
unit impulse input is converted into an output pulse g(/) is easily shown to 


be: 


x 
Vliw) = f, / g(the * dt (1.2 


“ x 


where f, is the repetition frequency and w is the angular signal frequency 
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Ve shall call this Theorem II and give the proof in Appendix II. This 

lation is similar to that found in television and telephotography for the 
aperture effect”’, or variation of transmission with frequency caused by the 
nite size of the scanning aperture. The pulse shape g(/) is analogous to a 
variation in aperture height g(x), where x is distance along the line of scan 
‘ing. Hence it has become customary to use the term “‘aperture effect”’ in 
the theory of restoring signals from samples. The aperture effect asso 
ciated with rectangular pulses lasting from one sample to the next amounts 
to an amplitude reduction of 7/2 or 3.9 db at the top signal frequency (one 
half the sampling rate) compared to a signal of zero frequency. There is 
also a constant delay introduced equal to half the sampling period. The 
latter does not cause any distortion and the amplitude effect can be corrected 
by properly designed equalizing networks. 

The fact that many pulse spectra can be simply expressed in terms of a 
flat spectrum associated with sharp pulses and an aperture effect caused by 
the particular shape of pulse used does not appear to have been recognized 
in the recent literature, although applications were made by Nyquist in a 
fundamental paper® of 1928. Premature introduction of a specific finite 
pulse not only complicates the work, but also restricts the generality of the 
results. 

Distortion caused by quantizing errors produces much the same sort of 
effects as an independent source of noise. The reason for this is that the 
spectrum of the distortion in the receiving filter output is practically inde- 
pendent of that of the signal over a wide range of signal magnitudes. Even 
when the signal is weak so that only a few quantizing steps are operated, 
there is usually enough residual noise on actual systems to determine the 
quantizing noise and mask the relation between it and the signal. Eq 
(1.1) yields a simple rule enabling one to estimate the magnitude of the 
quantizing noise with respect to a full load sine wave test tone. Let the full 
load test tone have peak voltage /; its mean square value is then F, 2. 
The total range of the quantizer must be 2/ because the test signal swings 
between —E and +£&. The ratio 2k, FE r is a convenient one to use in 
specifying the quantizing; it is the ratio of the total voltage range to the 
range occupied by one step. The ratio of mean square signal to mean square 
quantizing noise voltage is 

u*/ 2 6 
E\/12 4E*/r 


Actual systems fail to reproduce the full band f,/2 because of the finite 


frequency range needed for transition from pass-band to cutoff. If we in- 
troduce a factor « to represent the ratio of equivalent rectangular noise band 
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to f,/ 2, the actual received noise power is multiplied by x. Then the sig 
to-noise ratio in db for a full load test tone is 


. 
D = 10 logi db 14 
K 


Nm Ww 


In practical applications the value of « is about 3/4 which gives the « 
venient rule: 

D = 20 logior + 3 db 1.5 
In other words, we add 3 db to the ratio expressed in db of peak-to- 
quantizing range to the range occupied by one step. For various numbers 
of binary digits the values of D are: 


TABLE | 
Number of Digits D 
3 21 
4 7 
5 33 
6 39 
7 45 
& 51 


From Table I we can make a quick estimate of the number of digits r 
quired for a particular signal transmission system provided that we hav: 
some idea of the required signal-to-noise ratio for a full load test tone. Th 
latter ratio may be expressed in terms of the full load test tone which the 
system is required to handle and the maximum permissible unweighted 
noise power at the same level point. Since quantizing noise is uniforn 
distributed throughout the signal band, its interfering effect on speech or 
other program material is probably similar to that of thermal noise with th 
same mean power. Requirements given in terms of noise meter readings 
must be corrected by the proper weighting factor before applying the tab 
If the signal transmitted is itself a multiplex signal with channels allotted 
on a frequency division basis, the noise power falling in each channel is the 
same fraction of the total noise power as the band width occupied by th 
signal is of the total band width of the system. 

We have thus far considered only the case in which the quantized steps are 
equal. In actual systems designed for transmission of speech it is found ad 
vantageous to taper the steps in such a way that finer divisions are availab) 
for weak signals. For a given number of total steps this means that coarse: 
quantization applies near the peaks of large signals, but the larger absolut 
errors are tolerable here because they are small relative to the bigger signa 
values. Tapered quantizing is equivalent to inserting complementary no! 
linear transducers in the signal branch before and after the quantizer. | 
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e usual case, the transducer ahead of the quantizer is of the ‘‘compressing”’ 

pe in which the loss increases as the signal increases. If the full load sig- 

i| just covers all the linear quantizing steps, a weak signal gets a bigger 
share of the steps than it would if the transducer were linear. The trans- 
ducer after the quantizer must be of the ‘‘expanding”’ type which gives de- 
creased loss to the large signals to make the overall combination linear. 

On the basis of the theory so far discussed, we can say that the error spec- 
trum out of the linear quantizer is virtually the same whether or not the sig- 
nal input is compressed. The operation of the expandor then magnifies the 
errors produced when the signal is large. When weak signals are applied, 
the mean square error is given by Eq. (1.1), as before, but when the signal 
is increased an increment in noise occurs. The mean square value of noise 
voltage under load may be computed from the probability density of the 
signal values and the output-vs-input characteristic of the expandor, or its 
inverse, the compressor. A first order approximation, valid when the steps 
are not too far apart, replaces (1.1) by: 


E oT pil 4y) dk) 
3 J 7 


Jo. (FEE 


where Q, and @2 are the minimum and maximum values of the input signal 
voltage E, , pi (4) is the probability density function of the input voltage, 
and F’(E;) is the slope of /(£,), the compression characteristic. 

Some experimental results obtained with a laboratory model of a quan 
tizer are given in Figs. 6-9. Figs. 6-7 show measurements on the third 
harmonic associated with 6-digit quantizing. As mentioned before, the 
amplitude of any one harmonic oscillates with load. The calculated curves 
shown were obtained by straightforward Fourier analysis. In the measure- 
ments it was convenient to spot only the successive nulls and peaks. 

In Fig. 6 the bias was set to correspond to the stair-case curve of Fig. 1, 
while in Fig. 7 the origin is moved to the point (£o/2, Eo/2), i.e., to the mid- 
dle of a riser instead of a tread. The peaks of ratio of harmonic to funda- 
mental decrease steadily as the amplitude of the signal is increased to full 
load, which is just opposite to the usual behavior of a communication sys- 
tem. It is difficult to extrapolate experience with other systems to specify 
quality in terms of this type of harmonic distortion. 

Figure 8 shows measurements of the total distortion power falling in the 
signal band when the signal is itself a flat band of thermal noise. The 
technique of making such measurements has been described in earlier ar- 
ticles." Measurements are shown for quantizing with both equal and 
tapered steps. The particular taper used is indicated by the expandor 
characteristic of Fig. 9. The compression curve is found by interchanging 
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horizontal and vertical scales. The measurements were made on a qu 
tizer with 32, 64, and 128 steps, and a sampling rate of 8,000 cycles per s 
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Fig. 7—Third harmonic in 64-step quantized output with bias at mid-riser. The 
smooth curves represent computed values. 


ond. The applied signal was confined to a range below 4,000 cycles per 
second. With equal steps the distortion power is practically independent 
of load as shown by the db-for-db straight lines. With tapered steps, th: 
distortion is less for weak signals, and only slightly greater for large signals. 
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range. This occurs when the rms value of input is 9 db below the rms value 


of the sine wave which fully loads the quantizer, 
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Flatness of the distortion spectrum with frequency within the signal band 
is demonstrated by Fig. 10. Two kinds of input were used here—a flat 
band of thermal noise and a set of 16 sine waves with frequencies distributed 
throughout the band. Results in the two cases were practically the same 
The theoretical levels of distortion power for the band widths of the measur 
ing filters (95 cps) are shown by the horizontal lines. 

In the experimental results given here use has been made of laboratory 


studies by Messrs. A. E. Johanson, W. A. Klute, and L. A. Meacham. 
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MIDBAND FREQUENCY IN KILOCYCLES PER ECOND 
Fig. 10-—Spectral density of distortion in signal band from quantizing and sampling 

The quantizing steps were equal and the quantizer was fully loaded by a random nois 
or 16-tone input signal with mean power = —2.5 dbm. 


t 
2. THEORETICAL ANALYSIS 


The correlation theorem discovered by N. Wiener! may be stated as 
follows: Let ¥, represent the average value of the product /(4)/(¢ + 7), 
where /(/) is the value of a variable such as current or voltage at time 
and /(t + +) is the value at a time 7 seconds later. Mathematically: 


a7 
¥, = I(t)I(t + 7) = Lim 4 | (Ort + 7) dl (2.0) 
To 7 “0 

From analogy with statistical theory, ¥, is called the correlation of /(/ 
with itself, or the autocorrelation function of the signal. Since we shall not 
deal here with the correlation of two signals, we shall shorten our terms and 
cally, simply the correlation of /(/). Let wy df represent the mean power in 
the output of an ideal bandpass filter of width df centered at f. We assume 
that the ideal filter is designed to work between resistances of one ohm each 
and that the input signal /(/) is delivered to the filter from a source with 
internal resistance of one ohm. (The use of unit resistances does not re- 
strict the generality of the results, since equivalent transmission performance 
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of any linear electrical circuit is obtained by multiplying al! impedances by 


a constant factor. All voltages are multiplied and all currents divided by 


the same factor. By assuming unit values of resistance we are able to use 
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squared values of voltages and currents to represent power lhe theorem 


states that wy and y are related by the equation: 


Proof may be found in the references cited. When the signal contains peri 


odic components, the integral in (2.1) becomes divergent in the ordinary o1 


Riemann sense, but this difficulty may be overcome by either applying the 
Itjes integratior 


theory of divergent integrals or replacing Riemann by Stie 
We shall not require these modifications here because we shall base our analy 


sis on signals with a continuous spectrum. We note that Yo is the mean 
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square value of the signal itself. We also point out that the inversion for 
mula for the Fourier integral enables us to express ¥, in terms of wy; , thus 


@ 


y, = [ wy COS 2arf df \ 


“0 


to 
bho 


It also may be shown that the ratio ¥,/Wo cannot have values outside thi 
interval from —1 to +1. 

The correlation theorem furnishes a powerful analytical tool for th: 
solution of modulation problems because the calculation of the average y 
is often a straightforward process, while direct calculation of w; may be a 
very devious one. Once ¥, has been obtained, Eq. (2.1) brings the highly 
developed theory of Fourier integrals to bear on the computation of wy 

We shall give the derivation of w, for quantizing noise making use of the 
correlation function. In the analysis we shall apply a number of other 
needed theorems with appropriate references given for proof. 

Our first problem is that of calculating the spectrum of the output of the 
staircase transducer, Fig. 1, when the spectrum of the input signal is given. 
Let wy represent the power spectrum of the input signal and y, the auto- 
correlation function. The two quantities are related by (2.1) and it is 
sufficient to express our results in terms of either one. If the instantaneous 
value of the input signal is represented by £\, and that of the output by 
FE», the staircase function may be defined mathematically by: 


y 2m —1,, ; 2m-+ 1, 
kp = mE» - Eo < FE, < ky ‘ 
2 2 he BE 


m = 0, +1, +2,::: 


The error is the difference between E, and EF, and may be written as 


tie a, — ss Te oat ae? 
The error characteristic is plotted in Fig. 3. 

One approach depends on a knowledge of the probability density function 
p(Vi, V2) of the variables V,; = EF, at time ¢ and V2 = £2 at time ¢ + 7. 
The definition of this function is that p(V1,V2) dV dV is the probability that 
V, and Vz lie in a rectangle of dimensions dV; and dV centered on the 
point Vy, V2 of the V,V_-plane. The function p(V1,V2) has been calculated 
for certain types of signals and in theory could be computed for any signal 
by standard methods. If it is assumed known, we may determine the 





n for 
thus 


of the 


othe: 


f the 
riven, 
auto- 
it is 
neous 


ut by 


ction 
+ T. 
, that 
n the 
lated 
signal 


e the 





SPECTRA OF QUANTIZED SIGNALS 463 


orrelation function of the error. Let 
F(V,, V2) = e(te(t + 7) = (V1 — mME))\(V2 — nB), 


wg _ eer. a= Ts e411. 
gs -&<V1<—,— &, 5 hs in < ——E 


i) 
wn 


Eq. (2.5) defines F(V,, V2) as a definite constant value in each square of 
width Eo in the 1,Ve-plane. By elementary statistical theory, the correla- 
tion function &, of the error wave is now 


a © a © 


& = FV, V) =] | Fs, V2)—(V1, V2) dV dV 2.6 


“ 2 V— © 


The correlation may therefore be calculated since F and p are known 
functions. The power spectrum Q; of the error wave is then equal to the 
right-hand member of (2.1) with & substituted for y,. 

We are interested in the case in which the signal voltage has a smoothly 
varying spectrum over a specified band. This is a property of a random 
noise function which has a normal distribution of instantaneous voltages. 
The two-dimensional probability density function of such a wave is known” 


It is 


, I (Vi + V5) — 2, Vi Vs 
pV, V2) = exp v ay ~ — 27 
IrV Yi — ¥: 2(yo — v5 
By inserting this value and that of F(Wy, V2) from (2.5) in (2.6), making the 
change of variable: 
Vi— mEo = Eox/2 
(2.8 
Vo— nEy = Eoy/2 
and adopting the notation, 
k = Eo/Wo, a = ¥-/Po, Gla) = £,/YPo, (2.9) 
we obtain the following integral determining &, , 
G(a) . 
naj} = - : 
32n7(1 — a?)!? 
1 1 9 ° (2.10) 
F —k(x + y — 2axry) 
| xvH (x, y) exp a ae -’ dx dy 
ees 8(1 — a?) ‘ 
2 x 
H(x,y)= dD Dd 
m 2m? 2 
2.11) 


—k[m° + m(x — ay) +n + nly — ax) — 2amn| 


+ €XD 
= 
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The power density spectrum of the errors is, from (2.1), 


aD 
2, =:4 &, cos 2afrdr 
“0 
ae 
to | G(a) cos 2rfr dr (2.12 
/0 ; 
If the signal band is flat from f = 0 to f = fo, with no energy outside this 


band, 


sin 2afo r 


ig — 
a= cO3 dar df _ (2.13 
( 


0 2rfy T 


Letting y = f/fo, 


fo Qs i sin 3 
Hy) =- [= | G cos y: ds, ( 
Wo 7 Jo s . 


To complete the calculation, we must evaluate the integral (2.10). The 


No 
— 


first step is to transform the double summation (2.11) into products of sing) 
sums by the change of indices: 


m = 
m+n= m’ 


to 


or (2.15 


Nm 


The rearrangement is permissible because the double series is absolutely 
convergent. The new indices m’ and n’ also run from minus to plus infinity 
but must be either both even or both odd because m’ + n’ is even. ©: 
dropping the primes after the substitution is completed, we find 





3 . Se R ‘ 2 oa 
H(x, y)= 2. exp hl2m(x + y) + 4m'| 2. 
; m x 4(1 + a) n x 
a -k|2n(x — y) + 4n°| 4 > 
4(1 — a) eae 
. (2.16 
—k\(2m + 1)\(x + y) + (QQm + 1)| < 
_ 4(i + a) 2 
—ki2n + 1)(x — y) + (Qn + 1)*| 
- exp 
4(1 — a) 


A further simplification results from a change of the variables of integratio: 
to eliminate the terms in xyy This is done by setting 
x=uti u = (x+y)/2 

or (2.1; 

y= ut v = (x%¥—y) 


Nm 





side this 
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infinity, 
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(2.16 
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By calculating the Jacobian of the transformation, we find dx dy 


2 du dt 
[he region of integration in the uv-plane is a rhombus bounded by the lines 
+= +1. We then have: 


| 2 oO okt ph ll . 
=e 160(1 — at)? | | ~ | oe | | : 


‘ 1 
] at ue v “ —2rk(0u + Im 
exp| — + Dd exp 
| 4\l+a l — @lee_e 41 +a 
=" —2nk(lv + in < —(2m +1)k(0u + 2m + 1 
exp aa > exp 
Paar 4(1 —a mae + 1-+60a 
- ; 
ya —(in + 1)kC 0+ in +1 ¥ 
exp 18 
, . 41 —a 
If we substitute a x in the first double integral, m = m’ in the first 
series, and m = —m’ 1 in the third series, we see that the two double 


integrals are equal. We therefore drop the first double integral and multiply 
the second by two. The inner integral may then be split into parts with 
limits from v = Otov = 1—uand? = u—1tov=0. Substituting: \ 
in the second part and treating the series as before, we tind that the two parts 


give equal contributions, so that the bracketed integral terms become 


applied to the integrand. 

The series in (2.18) may be written as Theta Functions, and the imaginary 
transformation of Jacobi then used as an aid in reduction. We may 
proceed in a more direct manner, however, by applying Poisson’s Summatio1 
Formula:" 


x 1 x 
at 2 ) al» wa = > 16 
z g\ LT = > Tie aq La ) 


, x ar m 2 Ue 


We thereby show that 


x 
pm exp |—am(x + 2m)| = 
m x 
x 
© az?/s m2/ 222 mT) 
Ps tre 2a G3 2.20 
2a - m=1 2 
x 


>» exp [— a(2m + 1)(x + 2m + 1)] 


m x 
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When the series in (2.18) of type corresponding to the left-hand member: 
2.20) and (2.21) are replaced by the equivalent righthand members, posit 
exponents containing the squared variables of integration are introduce 
which cancel the negative exponents already present in the integrand. 1 
resulting integral may be written: 


5 


ct —_ a OF. 7 
Gla) = i [ du (w — o)[ACl + a, w fil — a, v) 


“0 v0 


+ fall + a, u) fo(1 ain v)] dv, (2.22 





where 
o 2.2 a 
fia,x)=14+2> exp oes iN me (2.23 
mal 2k 7 
C) 2 
frla,x) = 1+ 2 ie (—)” exp aor’ Oi aoe (2.24 


mal 2k 2 
The integrations may now be performed without difficulty. The complete 


result, which as we shall immediately show is hardly ever necessary to us 
in full is: 


kewl 
G(a) = — » , exp 
r n° 


koe 1 —4(m> + n?)x? 
+ — > ; (m * n) ~ @xp 
1 


4 
t 
8 
_, 
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} 
he 
~ 
a) “ro 
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wee 
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ioe 
~ 
=] 
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ro 
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=< 


T? meal 7 (m? — n*) k 
_ , 4(m?® — n*)x’*a kas, 1 
sink a t z. (m # n) 1\2 1)2 
k T mal n=l (m — $)* — (mn — 4%)? 
2 \2) 2 ) 2 2\)_2 
—4|(m — 4)° + (n — 3)'|r . , Alm —3)° —-(n — FF) |r a . 
exp j = sink = j = (2.25 


An alternative derivation of (2.25), subsequently suggested by Mr. S. ©. 
Rice, is based on the fact that e(¢) as defined by (2.4) or Fig. 3 is a periodi 
function of £; which can be expanded in a Fourier series with period / 
Substituting the series in (2.5) leads to an expression for e(¢) € (¢ + 7) as the 
product of two Fourier series. After proof that it is permissible to writ 
this product as a double series and to calculate the average sum as the sum 
of the averages of the individual terms the problem is reduced to a double 
series in which the typical term is proportional to the average value of exp 
i(wl; + v2) where # and v are constants depending on the position of the 
term in the series. Rice has shown” that the average value of such a tert 
is exp [—(w? + v)y~o/2 — uoy,|. Summation of these terms leads agai 
to (2.25). 
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From the defining equation (2.9) we note that & is a small quantity when 

iore than a very few steps are used in the quantizer so that exponentials 
vith exponent containing the factor —1/& are very small except when the 
‘actor is multiplied by a number near zero. It will be seen that this can 
only happen in the first series and then only when @ approaches the value 
inity. We recall that a lies in the range —1 to +1 and it is apparent from 
2.25) that G(q@) is an odd function of a. We thus need consider only posi 
tive values of @ very slightly less than unity. Only the component of the 
sink with positive exponent is then significant, and we write the very 
accurate approximation for G(a@): 


- 9 9 


G(a) = L - ps S exp Bia ll 2.26 
LR? nal 2° k 

A typical curve of G(q@) vs. a for a fixed value of k is shown in Fig. 11. The 
rapidity with which it falls away at the left of the point a = 1 is such that 
the curve can only be plotted by greatly expanding the scale of @ in this 
region. The physical significance of the spike-shaped curve is that G(a 
is a measure of the correlation of the errors as a function of the correlation 
of the applied signal. When there are many steps there is virtually no 
correlation between errors in successive samples except when there is com 
plete correlation of successive signal values. 

Use of the approximation (2.26) enables us to derive a convenient formula 
for the spectral density of the errors in a flat band input signal. Sub 
stituting (2.26) in (2.14) we obtain: 


kel [* —An es" sin 3 : 
ly) = —~ > | eip| (1 — cos yz dz (2.27 
ie n°. tL zg 


n=1 0 
The integrand is negligible except when z is near zero, and in this region we 


may replace (sin 2)/s by the first two terms of its power series expansion. 


We then find 
—2n' «2 
exp ( 3k ) cos 4: dz 


k 3k we 1 —3ky" 
- exp ere 
2? 2F nui 1° Sn? x? 


Only one set of calculations from the infinite series need be made since we 


ae) 


Yly) = : ) ee | 


may define a function of one variable 


a z/n* 
€ 
Biz) = = YI 


Then 
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The curves of Fig. (4) were obtained in this way. The relation betwe 
and the number of digits V is based on the assumption of the rms value o/ 
signal reaching one-fourth the instantaneous overload voltage of th 
quantizer. Since zero signal voltage is in the middle of the quantizing 
range 2’E,, the overload signal measured from zero is 2‘ 'Ey. Then 
square signal input is Yo. Therefore 


a a = dy Wo (2 3] 


or trom (2.9) 


We thus have obtained the spectrum of the quantizing errors without 
sampling. To apply our results to the sampling case we sum up all co! 
tributions from each harmonic of the sampling rate beating with the nois 


spectrum from quantizing only. The resulting power spectrum is given }y 
Ay =O + 2 (Quy -p + Onc), OSS Sf/2. (2.33 


If y is the ratio of sampling frequency to signal band width and A o(y) is th 
ratio of quantizing power received in the signal band to the applied signa 


power, 


xz 
Ao(y) = (1) + DO 


n=l 





(ny + 1) + A(ny — 1)}. (2.34 
This is the equation used in calculating the curves of Fig. (5). 


APPENDIX I 
RELATION BETWEEN MEAN SQUARES OF SIGNAL AND Its SAMPLES 


We have already shown that there is a unique relationship between a 
signal occupying the band of all frequencies less than f. , and the sampled 
values of the signal taken at arate f, = 2f.. If we are given the signal wave, 
we can obviously determine the samples; and if we are given the samples, 
we can determine the signal wave since it is the response of an ideal low-pass 
filter of cutoff frequency f, to unit impulses multiplied by the samples. _ Ii 
we apply samples of a signal containing components of frequency greater 
than f,. , the output of the filter is a new signal with frequencies confined to 
the band from zero to f, and yielding the same sampled values as the origina! 
wideband signal. 

We now consider the problem of determining the mean square value of the 
samples of an arbitrary function f(¢). Let the samples be taken at / 
nT, n = 0, +1, + 2,--- , where T = 1/2f. = 1/f, . 
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We may write an expression for the squared samples as a limit of the 
product of the squared signal and a periodic switching function of infinitesi 
mal contact time, thus 


f"(nty) = Lim f°(1)S(7, 0) I—1 
where: 
bed St << fl 
(7, i) = E. 
0, r/2 <8 <T — 2/2 
S(7r, t+ T) = S(t, t), n = 0,41, + 2, I—3 
By straightforward Fourier series expansion: 
eas = 
T 2 sin marr’ 1 
S(i7,Q =at Zz cos 2mrf,t. I—4 
1 an mr 


[he mean square value of the samples is the limit of the average value of 
f’S taken over the contact intervals of duration 7. The average value of 
f2§ taken over all time, including the blank intervals, is in the limit a fraction 
t/T of the average over the contact intervals only. Therefore 


F Sina 
f"(t)S(r, t) 


{"(ntlb) = Lim 
e—§ TF 
x IT si oy. 
; 2 27 sinmar/T » F 
= Lim f(t) + bs f(t) cos 2mrf, t (I—5) 
r—0) m==1 MTT 


eer es 
2, 2T sin mar T 5 

= f(t) + Lim = f(t) cos lmrf,t. 
: , MTT d 


r+) m=1 


Now the long time average value of f?(t) cos 2mmf,t must vanish unless / 
contains a component of frequency mf,. This could not happen except 
where f(¢) itself contains a component of frequency m/,/2 or two components 


f, and fy such that 


fi + fo| = mf (I—6) 
When no such relation of dependency exists: 
f"(nto) = fr(t). (I—/ 


As pointed out before if /(/) contains no frequencies above f. , the response 
of the ideal low-pass filter to the samples is f(f), and 


samples of f(¢). 


‘(nto) represents the 
If f(t) does contain frequencies exceeding f. , the response of 
the filter is $(¢), where $(¢) is wholly confined to the band 0 to f, and yields 


the same samples as f(¢), i.e., 
I—8) 


o(nlo) = f(nto), n = O, +1, +2,--: 
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Eq. (I—7) applied to ¢(¢) gives the result: 

¢ (nto) = ¢'(t). (I- 
By combining (I—8) and (I—9), we obtain 

P(nt) = g(t). (I—1 


APPENDIX II 
FUNDAMENTAL THEOREM ON APERTURE EFFECT IN SAMPLING 


If we sample the wave ( cos g/ at a rate f, , and multiply each sample 
a short rectangular pulse of unit height and duration 7 centered at t 
sampling instants, we obtain by reference to Eq. (I-4) replacing 2z/ 


Ww 


F(t) O cos gt S(7, t) = am Q cos gt 


o> sin merr/T [cos (ma, + g)t + cos (maw, — g)lh 
mal mr ane 
The fact that pulse modulation is similar to the more familiar carrie 
modulation processes is brought out by this equation; the sampling frequency 
is in fact the carrier. The writer has found that the method of calculatio 
he published in 1933," in which the signal and carrier frequencies are tak« 
as independent variables, is ideally suited for calculations of pulse-modulate: 
spectra. Artificial and cumbersome devices such as assuming the signa 
and sampling frequencies to be harmonics of a common frequency are thereby 
avoided. 
\ unit impulse 6(/) has zero duration and unit area; hence we may write: 


~. or, t) 
6(t) = Lim ; (II—?2 


r-0 1% 
A train of samples in which each sample is multiplied by a unit impulse 
may therefore be written as 
x fo 
ie QO cos gté(t — t,) = Lim Tr cos ql 


r x r—>() 


(II—3 
. “sin marr/T 
+ o> lcos (mw, + gt) + cos (mw, — q)tl 


m= MNT 
Suppose we apply the train of waves (II-3) to a linear electrical network 
which delivers the response g(/) when the input is a unit impulse 6(/). The 
: i ‘ ‘ 1! 
steady state admittance of the network is given by 
a © 


Vo(iw) = | g(te “F dt (II—-4 
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| the response of the network to (II-3) is therefore: 


* Saye | ee 
I(t) = 7 | Yolsq) | cos Igt + ph Vo(ig)| 


Ox as ; “ 
+ T 2 (| Yo(imw, + ig) | cos |(mw, + g)l II—35 
” l 


+ ph Yo(imw, + ig)| + | Yo(imw, — ig) | cos [(mw, — 9g) 
+ ph Volimw, — ig)| 


But /(¢) evidently represents a train of pulses in which the pulse occurring 
att = nT is equal to the nth sample multiplied by g(¢ — n7T). We have thus 
obtained the spectrum of a set of samples in which the pulse representing a 
unit sample is the generalized wave form g(t). Furthermore if the signal 
frequency g is less than w,/2, an ideal low-pass filter with cutoff at w, 2 
responds only to the first component of (II—5). 

The ‘‘aperture effect” or variation of transfer admittance with signal 
frequency is thus given by 


(ig) = . Vota) = f, Yolsq). (JI—6 
1 1 1 1 


Phis is Theorem II. Since the system is linear when the signal frequency 
does not exceed half the sampling frequency, the principle of superposition 
may be applied to composite signals. In the case of distortion from quantiz- 
ing errors the aperture effect applies to the error component delivered by the 
low-pass output filter. For an imperfect low-pass filter in the output we 
multiply the aperture admittance function by the actual transfer admittance 
of the filter. 

A theorem equivalent to the above has been derived by a different method 
in a recent paper’ published after completion of the above work. 
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Anzlysis end Performance of Waveguide-Hybrid Rings 
for Microwaves 


By H. T. BUDENBOM 


rhis paper presents an analytical treatment of wave 


guide h ( gs 
microwaves, considered as re-entrant transmissicr nes The resi g 
are transformed into equivalent “T” or “lattice”? network sections | 
minantal methods are applied in analyzing these equivalent nctwork asseml lic 
for their transmission properties. Some experimental results obtained fr i 
carefully constructed sample of each of two specific types are giver \ satis 
factory agreement is obtained between the valucs predicted by theor 


experimental results 


INTRODUCTION 


N A recent paper’, Mr. W. A. Tyrrell has described two general types of 

waveguide or waveguide/coaxial structures whose properties include 
bridge or null balance characteristics analogous to those of the hybrid coi 
common in voice-frequency communication practice. One type, the hy 
brid junction, is a particular orthogonal junction of four rectangular wave 
guides. Certain properties of the hybrid junction, notably its impedance 
characteristics, have been the subject of a British publication”. ‘The present 
paper presents a method for detailed analysis of the other general struc 
ture described by Tyrrell, the hybrid ring. This latter structure is essen 
tially an annular ring or annulus of waveguide, at present usually an in 
tegral number of quarter wavelengths in circumference, and fitted with an 
appropriate number of series or shunt branch taps. In this article, phrases 
such as “‘quarter wavelength,” etc., describing tap spacing or mean annul 





perimeter, refer to wavelength in the guide, not to free space wavelength. 

The method of analysis employed herein is essentially to treat the tapped 
annulus as a re-entrant transmission line. Certain circuit equivalences and 
quarter wave impedance transformations were used by Tyrrell in his paper 
to develop, with the aid of the reciprocity theorem, many basic properties 
of hybrid circles and hybrid junctions. In the present paper ‘““T”’ or “lat 
tice” equivalents (neglecting dissipation) are developed for each section of 
the annulus, and the method of determinants is applied. 

The hybrid junction (known also as the ‘‘magic tee’’) came into use in the 


newer radars in the latter part of the war. One of its uses, that of providing 


'“Hybrid Circuits for Microwaves,” W. A. Tyrrell, Proc. J. R. E., November 1947 
?“The Theory and Experimental Behaviour of Right-Angled Junctions in Rectangular 
Section Wave Guides,” /. &. E. Jour., September 1946, p. 177 


473 











74 BELL SYSTEM TECHNICAL JOURNAL 


as outputs the sum and the difference of two input voltages*, is shown 
Fig. 1. Matching stubs at the crossing, as indicated, are required to 
duce standing waves to a reasonable value. The corresponding type 
hybrid ring for providing sum and difference outputs is likewise shown, 


~ 
OUTPUT E£ 





HYBRID JUNCTION 








OUTPUT E) +E5 HYBRID CIRCLE OR RING 





Fig. 1—Hybrid junction and hybrid circle or ring. 


gether with a diagram dimensioned in terms of wavelength. Since the pat! 
lengths from each input to the output between them are equal, this output 
gives their sum; the path lengths to the remaining outputs differ by one hal! 
wavelength, consequently this output feeds out the difference of the two i 


* More exactly, of two input powers 
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_ uts. No matching stubs are required to achieve a fairly good standing 
to wave ratio; however, the bandwidth over which the ring operates differen 
YPe ol tially is inherently narrower than that of the junction. The rings have con 


wi siderably higher power capacity. 

The use of hybrids, both junctions and circles, has been noted, as applied 
to both duplexer and mixer design’. 

There follows a circuit analysis of hybrid rings, primarily of the series 


type. The method used is to consider the annulus as a continuous line 





( losed on itself. The sections between series taps are then treated as bein: 
made up of integral single or multiple quarter wave line sections. Equi 
alent T or lattice sections are derived for 1, 2, 3, and 4+ quarter-wavelength 
sections, ignoring line dissipation. These equivalences are used to draw 
equivalent mesh networks. The mesh networks are then solved by deter 
minantal methods. To study some effects of frequency shift off the design 
center, where the mean periphery of the ring departs from an exact integral 
number of quarter-wavelengths, the increments in the element values for a 
quarter-wave equivalent T section are calculated and utilized. The ex 
ample studied is a ring of 1} \ mean perimeter with 3 and 4 taps. 

The general procedure neglects possible fringing effects at the June tions. 
It also neglects the fact that each tap embraces a length of ring which is dis 
tinctly more than a small fraction of a wavelength. Nevertheless, the re 
sults appear in every case to give a good first approximation. The writer is 
indebted to Messrs. J. T. Caulfield and J. F. P. Martin for checking the cal 
culations. 

Throughout the analysis 7 represents guide impedance and Z represents 
annulus impedance. It will be noted that the analytical match conditioi 
listed is 1/2 Z = Zo for the 14 X rings. 

The variation of the method necessary to treat the case of shunt 


t 
Ls Ss 
tap 





indicated. 
I. Crrcuir ANALYSIS 


The rings studied herein are of the series type. ‘This type is the one whic! 
results when waveguide is bent in the // plane, into a circle, and tap conne 


tions are made to the broad outer face. This type of ring is used, for ex 


1e path ample, in the ‘rat race’’ plumbing. 
output Such rings may be considered on the basis that the annular slot is a trans 
yne hall mission line, whose characteristic impedance will here be called Z and propa 
two ‘ ; . - 

> E. G. Schneider, Proc. J. R. E.,—August 1946, p. 528 et seq.—see page 550 et se 


and Figs. 40, 42 and 47 
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gation constant P. ‘The transmission line is closed upon itself. Series c 
nections are made by the waveguide connections. The waveguide outl 
are assumed, by virtue of their lengths and/or terminations, to present wa 











= 
: 





Fig. 2a—Series type hybrid ring as re-entrant transmission line. 
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% DERIVED FROM EQUIVALENT LATTICE 
Fig. 2c-—Networks equivalent to particular lengths of loss—free line. 


* For this case the 7 becomes indeterminate. However, the needed equivalence can b« 
nroved by using the equivalent lattice. If we call Za and Z» the respective series and 
shunt arms of the 7, then the equivalent lattice has series arms = Zq and diagonal arms 


Za t+ 2ZB . 


guide characteristic impedance to the ring; this will herein be called 7 
Diagrammatically, the situation is as in Fig. 2a. In the course of the fo 
lowing, the line sections will be replaced by equivalent networks, assumed 
non-dissipative. 
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SC Il. Eguivacent LINE Secrions 
ute’ s ' : , : . , 

Phe first method following evaluates the line sections between outlets 
oo he second views each line section as made up of the necessary number ot 
juarter-wave sections, each represented by its equivalent T. 

7 Method 1—The equivalent 7 for a recurrent structure of constants Z 
boned |} (characteristic impedance) and P (=.14 + jB) propagation constant per 


1 / unit length is as shown in Fig. 2b. 

: | There result the equivalences sketched in Fig. 2c. 

Once the circuit is diagrammed using the above equivalences, it can be 
reduced to simpler form by successive combinations of 7's, by well know 
formulae. 





8 Method 2—Determinants. We now consider the line to be made up of the 
pone appropriate number of quarter-wave sections, with series taps. Thus we 
will have Fig. 3. 
= The shunt impedances are identical; call each }. The series impedances 
are made identical by first assuming a tap at each quarter-wave junctiot 
iy Pa AAA oe 
i Waa “MiknhiAd Wate 
a, ‘ > One, . —_—- : . _ ~ 
> > a > ir > 
4 1 4 
Fig. 3—Re-entrant line as succession of equivalent (quarter wav r netw 
series taps. 
call each series leg S. Then the (skew symmetrical) circuit determinant 
for the case where .V 10, (or a 25 wavelength ring) is 
(S+2Y) } 0 0 0 0 0 0 0 } 
Y (S+2Y) V 0 0 0 0 0 0 0 
0 VY (S+2) y 0 0 0 0 0 0 
0 0 Vy (§$+2¥Y } 0 0 0 0 0 
Dy = 0 0 0 Yy (S+2Y) } 0 0 0 0 Il 
0 0 0 0 Y ($+2) } 0 0 0 21 
—" 0 0) 0 0) 0 Y (S+2] } 0 0 
oe a 0 0 0 0 0 0 Y (§+2) j 0 
salt enon 0 0 0 0 0 0 0 ¥ (S47) | 
sia y 0 0 0 0 0 0. O Vy (S+2) 
Now, for the case of an exact integral number of quarter wavelengths 
led 7 around the ring, all })_, = —jZ and all Sy, = Zo + 2j7Z, so all S + 2) 
the fo Z 0. 
nena *K. S. Johnson, ‘Transmission Circuits for Telephone Communication Bo 


published by D Van Nostrand Co., New York, N. Y. 
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The determinant then bécomes 


Z +. 77 0 0 0 0 0 0 0 + 7Z | 
+ JZ Zz + 77 0 0 0 0 0 i) 0 I 
0 +jZ Zo +jZ 0 0 0 0 0 0 I 
0 0 +jiZ Lo +372 O 0 0 0 0 I 
D 0 0 0 +jZ 2 +jZ O 0 0 0 I I 
0 0 0 0 iZ 20 +jZ O 0 0 Es | 2.2 
0 0 0 0 0 +jZ 2 +jZ O 0) E; 
0 0 0 0 0 0 +jZ 2 +jZ OO FI 
0 0 0 0 0 0 0 +jZ2 Zo +jZ FE 
+jZ 0 0 0 0 0 0 0 + j2 Zo &E 
For a 13 \ ring, » = 6 and the system shrinks to 
Z +77 0 0 0 + jZ 
+jZ zy, +jZ 0 0 0 
D 0 +iZ Z +jZ 0 0 i 
0 0 +77 Zo +7Z 0 
0 0 0 +jZ Z tjZ 
157 0 0 0 tyZ 4 


For the study of the effects occurring if we move off the design cent: 


- coats om r v , ; 
we can modify the individual 7's toa length ¢ = \ y" Each series a 


; - a ta ee 
assuming no line dissipation, and .V large so y < \, is: 


> VA T us 
| 74 tan E = I 


i. dr ([¢ = aa nN 
7Z tan E (5) 4 tan] OT (7 = >) 


1I—2.4 
oF {- « T N ory; ’ oP 
iZ : = = wy = JU + 2e/N) = j2(1 + A) 
Similarly, each shunt arm is: 
Z Z 7 Z 
2m (py | (fa >)| rue 
jsin} | jsin) — (7 = @ jsin} , v | na 
cay Bi 
Z Zit a 
eo oe ee ie 
sin 5 C03 


So the shunt arm is, to a first approximation, not affected by a small shift 
off design center. Our shunts ¥ thus remain —jZ and 


NI 


S + 2V = Zo + YZ + AZ — YZ = Zo + 2A 








I 
I] 
cent 
les a 
II—2.4 
II—2.5 


vall shift 
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herefore, determinants I1—2.2 and II]-—2.3 can be used by merely consider 
ng Zp + j2AZ as a special value of Zo. 

As is well known,** the current solutions are obtained by writing in an 
external column the driving voltages, opposite their associated meshes, 
as is done at the right of II—2.2. In the present case the number of driving 
voltages is usually one, never more than two; so the column will be zeros, 
save for one (or two) meshes. The current in any mesh is a fraction having 
D as denominator, and as numerator the minor formed from D by substitut 


Fig. 4a—Re-entrant line with shunt taps 

















> 


l L L L N 1 N lL 





Fig. 4b—Re-entrant line with shunt taps—T networks as line equivalents 








t _ o 

S2Zp = <2Zy 

J : J 
(2), 


ing the e.m.f. column in the column corresponding to the mesh where the 
current is desired, i.e., column w if J, is desired. 

Since D is common to all mesh current expressions, questions of relative 
power division between branches or of null balance can be handled by 
operations performed entirely with the numerator minors. 

Some slight advantage in evaluating the numerator minors is gained by 
proceeding where possible so as to make J, or J, the desired current. 

5 FE. A. Guillemin, “Communication Networks,” Vols. I and II. Books published | 
John Wiley and Sons Inc., New York, N. Y 


SL. Silberstein, “Synopsis of Applicable Mathematics.” Book published by D 


Van Nostrand Co., New York, N. Y. 
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Alternatively, meshes where Zo 0 can be chosen. Another nee 
— ssp al - E: d, 
quantity is driving point impedance. Since /, = , then 
D -D EF 
d m 4 ea ass 
D and Zp, rhe resulting impedance will include an extra 7 , t 
a 


generator impedance, to which we must match. 

It may be of interest to show how the reentrant transmission line analysis 
can be extended to the case of hybrid rings involving shunt taps. For t 
reiterative shunt case we have the conditions illustrated in Fig. 4a. Wi 
substitution of quarter-wave equivalences Fig. 4a becomes Fig. 4b. Clear 
determinants analogous to I1—2.1 et seq. can be written for this structure 
\lternatively we can split each Zo into two parallel impedances, each 27 
vielding a typical svmmetrical section which can be reduced to a simy 


1 Or 7 


by well known transformation methods! as shown in Fig. 4c. 








Co aes cree wena 
Zo Zo Zo 
(é ) (Ss) (E3) 











» \ ring—3 arm—equivalent mesh circuit. 


SpeciFIC CASES OF SERIES TypPE RINGS 


Case 1. 13 Ring As Power Divider—Two Way 
This is most simply analyzed using equivalents from Method 1. 


Il. DerattepD ANALYSIS OF 
drm 
equivalent circuit is shown in Fig. 5. It is immediately clear that: 
a. Power fed in at § will divide equally between £, and £2. 
b. Although £, and £2 

a 


relative to each other, they are effectively in series and there wi 


are in proper wavelength relationship for isolatiot 


not be cancellation. The particular wavelength spacing is thus a 
necessary but not sufficient condition. 


c. With a voltage E at (8S) we will have 


E = 1,2 — I,(—2jZ) 
o = —1,\(—2jZ) + I2(2Zo) 
E\ Zo +2jZ 
or Il 
0 +2jZ 27 


4 Joc. cit. page 282. 
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l, 22 


EE 24+ 4Z° 
ind the mesh impedanc e at S is 


Zo + 22° 22° 
=2+—. 
Zo 4 
lherefore an impedance match is secured if 
V2Z=. I1I—2 


d. For a voltage e at £,, the current at /, may be obtained from 


e 2Z, 2jZ 


and is 
eZ 


245 + 42°" — 


Under the impedance match condition + 2Z = Zo, this is e/4Zo which is 
just half the current which could be drawn through a load Z» connected to a 
source Z» with internal voltage e. Therefore, the “loss” from £, to £2 


is 6 db. 


Case B. 14 \ Ring—4 Arms—As Power Divider and Null Device 


As power divider—Two Way (Fig. 6). Using the determinantal method, 
let £, be in mesh 1. Then D is in mesh 4, £o in mesh 5 and S in mesh 6. 
Z, = 0 for meshes 2 and 3. Then the determinant of If—2.3 and its minor 


for mesh 5 (£2 in Fig. 6) with voltage applied at £, , are respectively, from 
i—2.3: 


ra +7Z 0 0 0 iZ 
+ jZ 0 +jZ 0 0 0 
D', = 0 +57 0 tjZ 0 0 Ili—3 
| 0 0 +jZ 4 +jZ 0 
a. 0 0 +77 Zz A 
| +jZ 0 0 0 +77 Z 
and 
+5Z 0 +jZ 0 0 
| 0 +jZ 0 +jZ 0 
d',= 0 0 +jZ 2 0 I11—4 
| 0 0 0 + tL +9Z 
| +jZ 0 0 +5Z Zo | 


, . , . - me - . ' 
Upon expansion d; is found to be 0. Therefore, by adding outlet D, we 


have isolated branch £; from branch £,. (Compare with case A.) Since 
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it is well known for this structure that D is isolate: 
follow that an input at S will still divide equally | 
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1 from input at S, it: 
vetwen £, and £y. 


ts Null Device (13\—4 Arms). We now associate S with mesh 1 
with mesh 2, D with mesh 5, £» with mesh 6 (see Fig. 7) which leads ti 
Z. +97, 0 0 0 177 
wT Z -j7 0 0 0 
0 L.go 0 +57 0 0 
) i 
Y 0 0 +77 0 +77 0 Il 
0 0 0 + jZ va 57 
jZ 0 0 0 +77 Z 
> ag / “ail tee 5 
\A*< Y 4 D 
, 3 5 
hs a ph i A 
\ é } a 4 
! 2 6 
* A & 5 ‘ & / 
Me sg / ' Ke. Pa eC. 
) — } ay ial é 
Fig .6 Fig. 7 
Fig. 6—1!5 A ring—4 arm —tap spacing and identification for power division ana 
by determinants 
I 7—11!5 Xd ring—4 a tap spacing and identification for determinantal ana 








as nui device 


With voltage applied at S, mesh 1, the minor for 


+77 Z +4Z 0 
0 177 0 +IZ 
d..c, = + 0 0 +jZ Q 
0 0 0 +77 
+57 0 0 0 


where the 5(8) indicates that the voltage is at S and the current is sought at 


mesh 5. Corresponding minors for the current in 


ages at £, and &» are: 


vA JZ. 0 0 
0 jZ QO. +92 
beta 0 0 t+jZ 0 
0 0 0 +jZ 
jZ () 0 0 
Fs +77 O- 0 
tjZ Z +92 0 
he en 0 jZ 0 +jZ 
0 0 +77 0 


0 0 0 +jZ 


current at D, mesh 3 is 


0 
0 


0 II—5.! 


+-jZ 
vA 


mesh 5(D), due to volt- 


+jZ 
0 


o | II—5.2 


+57 
Z 


tjZ 
0 


0 II—5.3 


0 
+77 
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it Must Evaluating, we find d5,s 0, showing PD js isolated from S. The other 
vo expansions give 
h 1 , 
Is ti dst + 9Z)\22 Ye 
i¢ 
ds; + IZ)|Z Zo Ze |. ItI—3.4 
II] 
So the difference between the voltages at &,; and £2 is transmitted to D 
Hereafter we will operate on a single voltage at S. Note, incidentally, 
that if the S arm were not terminated the Zp» in column 1, row 1 of ds 7 
and ds E would be ZCTO, in whi h case 


At 
a 


ds xg, +jZ) (224) and ds, + (+ 7Z) (223) IT] 


To study frequency shift on current from S at ) we can write I[I-——5.1 


as 
tyZ Zot 2jaZ t+ IZ 0 0 
0 tyZ 2jAZ + IZ 0 
I5(4) = 0 0 tpZ 2jAZ 0 Il 
0 0 0 +77 +iZ 
+57 0 0 0 Zot2jAZ 
ana - z : , 
= 22°. —Z jAZ + 2Z)AZ + 4jAZ —~2Z -AZ. [1 I—7.1 
ana 
Match Condition. The impedance match condition is readily shown to be 
. V2Z = Zo as for the three-arm 13) ring. 
sh 5 is 
CONSTRUCTION OF TEST SAMPLES 
III—5.1 From the drawing of the hybrid circle (Fig. 1), if will be seen that the 


multiple soldering of guides into the ring can present difficulty in fabrica 


tion, especially where numerous branches are required. In addition, early 


yught at measurements indicated the necessity of accurate dimensions, both linear 
to volt- and angular. Asa consequence, the experimental hybrid circles which were 
used in the measurements reported herein were milled from brass cylinders. 
Figure 8 shows a 4-branch ring opened so that interior detail can be see! 


This form of experimental construction enables dimensions to be held to 


II—.2 average values of about half a thousandth of an inch and ten minutes of ar 
The mating surfaces are flat to within this tolerance. However, no currents 
resulting from the field tend to flow in the direction crossing the gap and no 
loss ensues from this source. These mechanical tolerances are essential 

II—5.3 


only to a basic experiment of the nature here described; larger tolerances 
could undoubtedly be specitied in practice. 
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EXPERIMENTAL RESULTS 


here follows a tabulation of some experimental data on samples of tx 
specilic series types analyzed. The attenuation figures are probably go 


to + .25 db up to 10 db, to + .5 db up to 50 db. The SWR figures may not 
be better than + .2 db. 





Fig. 8—1!y \ ring—4 arm—photograph of machined test sample. 


-i 





nee Tors 


a b 
Fig 


‘ig. 9a—11!5 X ring —3 arm—as power divider 
Fig. 9b 1 


, 
ly \ ring—4 arm—as power divider and null device. 


The data are for structures built in terms of .900 inch by .400 inch ree- 
tangular guide size (inside) and the test wavelengths* are in the 3-centimeter 
region. The design wavelength* is Xo, the test wavelength A*. 

Case A: 14); Three Arms; Impedance Match +7/2Z = Zo; Referenc 
Fig. 9a: 


* These are space wavelengths. 











ich re 
timeter 


ferenc 


wie 





WAVEGUIDE HYBRID RINGS FOR MICROWAVES $85 
Expe € \ 
Power Division. Input at /. Relative < 3.7(0 > 
power output at O; or Os in db (approx < 2 =f) 


constant over band 


I'ransmission Loss (Isolatior between O < 6.0 . 
and Oy» in db (approx. constant over band 
] terminated. 

Standing Wave Ratio (SWR) in db at / 1.10 | 2.32 g4 150 1.0 
Outlets O, and Os terminated 


Case B: 13X; Four Arms; Impedance Match +/ 227 Y, Reference Fig. 9} 


I 
Power Division Input it / Relative < 3.5(0 
power output at QO; or QO» in di prox < 2 31) 
constant over band 
Iransmission Loss (Isolation) between O My) 3 62 5 
and O» in db J and D terminated 
Transmission Loss (Isolation) between Sand 24.0 77 »? 
D in db O; and O», terminated 
Standing Wave Ratio (SWR) in db at J (S 3.50 1.20 66 2 » 1) 


Outlets at O;. Oo and D terminated 


) 


COMPARISON BETWEEN THEORY AND EXPERIMENT 
From the experimental results, we can now cite in support of the 
the following areas of agreement between theory and experiment, at the 
design wavelength: 
RING TYPE AND PROPERTY THEOF EXPERIM 


Case A: 13; Three Arms 


Relative power at O; and Oz for input at /. 3d) 36d 

Impedance match (SWR 0 di 84 

Observed center wavelength versus mean annulus Agreement to about 1° 
perimeter guide wavelength 

Transmission loss (Isolation) from O; to O / ter 6.0 di 60d 


minated. 


Case B: 13; Four Arms 


Relative power at O, and QO» for input at J 3 db 3.5 db 

Impedance Match (SWR) : 0 db 66 d 

Transmission Loss (Isolation) S to D. O; and Os Conjugacy 47 .7 db 
terminated : : ; _ 

Transmission Loss (Isolation) O; to Oo. D and J Conjugacy 18.5 dh 


terminated 








456 BELL SYSTEM TECHNICAL JOURNAL 


CONCLUSION 


It is concluded that the theory developed provides calculated results i 
satisfactory accord with experiment. 

It will be recalled that the approximation was initially made that the li 
sections were loss free. The theory could doubtless be extended to includ 
dissipation by retaining a small real component in the propagation constar 
P of Fig. 2b. No doubt this real component could, in turn, be included to 
adequate accuracy in the equivalences of Fig. 2c by the addition of rea 
components in the series arms only. That is, the series arm for a \/4 se 
tion would be Z (r + /1 rZ+jZwherer “<1. Since such terms appea: 
as part of the (S + 2 J/)’s in the basic determinant II—1, which is the same 
as in series with the Z's in determinant II]—2, the inclusion of dissipation 


would appear to be formally straightforward. 
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Methods of Electromagnetic Field Analysis* 


By S. A. SCHELKUNOFF 


This paper presents a discussion of ideas involved in various mathematical 
methods of electromagnetic field analysis and of the inter-relations between 
these ideas. It stresses the points of contact between circuit and field theories 
and their mutually complementary character. While the field theory focuses our 


attention on the electromagnetic state as a function of position in space, the 
generalized circuit theory is preoccupied with the electromagnetic state as a 
function of time. The points of contact between the field and circuit theories are 


many. Thus, Maxwell’s equations are identical with Kirchhoff’s equations 
(really Lagrange-Maxwell equations) of certain three-dimensional networks in 
which only the adjacent meshes are coupled. The integral equations for the 
electrical current in conductors embedded in dielectric media are also Kirchhoff 
equations of certain networks containing infinitely many meshes with a coupling 
between every two meshes. 

From the point of view of electrical performance the difference between a 
physical network of lumped elements and a continuous network, such as a 
resonator, is due to a certain difference in the distribution of the zeros and poles 
of associated impedance functions in the complex impedance plane. Similarly, 
the difference between ordinary transmission lines and wave guides is due to a 
difference in the distribution of natural propagation constants 

The paper ends with a general discussion of the discontinuities in wave guides, 
idealized boundary conditions for simplification of electromagnetic problems, 
and the analytical character of field vectors regarded as functions of the complex 
oscillation constant. 


N THE last few years engineering applications of electromagnetic tield 
theory have been greatly expanded. Field theory has become essential 
for the solution of many practical problems and in planning engineering 
experiments. New applications have influenced the theory itself and have 
led to new conceptions. The chasm between the circuit theory of low 
frequency electrical phenomena and the field theory of high-frequency 
phenomena has disappeared. The two theories have met in wave guides 
and their merger has become essential. This paper is a discussion of the 
essential ideas underlying various mathematical methods of analysis of 
electromagnetic oscillations and waves in the light of new applications and of 
the merger of the originally distinct circuit and field theories. 
Crrcurr THEORY 
Circuit theory is a mathematical method and it should not be confused 
with circuits. Empty space is neither a circuit nor a network; but as we 
shall soon see, for the purposes of analysis the empty space can be treated as 
a network. It is perfectly true that until recently circuit theory was con- 
* This paper was originally delivered as a lecture at a meeting sponsored by the Basic 
Science Group of the American Institute of Electrical Engineers, April 12, 1945. 
487 
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cerned almost exclusively with aggregates of ‘‘circuit elements” int 


connected in various ways. It is also true that the most familiar form 


circuit equations is that which is similar to Kirchhoff’s equations for { 
steady current flow in networks of conducting rods, published! in April 18 
This form is applicable only to circuits. However, the application 


these “*Kirchhoff equations” to alternating currents, natural as it may se: 
to us now, was not obvious one hundred years ago. The tirst equation for 
simple circuit consisting of a capacitor, an inductor, and a resistor in series 
was published in 1853 by Lord Kelvin.? Interestingly enough his approa: 
is based on the ideas applicable both to conventional circuits and to hig 
frequency resonators. If g is the electric charge on one plate of the ca 


pacitor, the energy stored in the capacitor is g*?/2C, where the coefficient 


depends on the geometry of the capacitor. The magnetic energy of the 


circuit is } L@, where g is the time rate of change of the charge, that is, t 
current in the circuit, and L is a coefficient depending on the geometry of t! 


circuit. The rate of energy transformation into heat is Aq°?, where R is 


coefficient depending on the geometry of the conductors (and of course o1 


their resistivity). The law of conservation of energy demands that 
Eo Pe i sg 
[g/2C + 1g’ = —R¢@. 
dt 


When the differentiation is performed and q is cancelled, the usual form oi 
the equation is obtained. The coefficients of proportionality, that is, the 
inductance L, the capacitance C, and the resistance R sum up and stress the 
really important electrical characteristics of the circuit; the details of the 
construction of the circuit are suppressed. 

It was Maxwell who formulated the general equations for electric net 
works by extending the application of a method developed by Lagrange for 
mechanical systems. This Maxwell did in his last two lectures. In the 
words of his student, J. H. Fleming:* **Maxwell, by a process of extra 
ordinary ingenuity, extended this reasoning (the method of Lagrange) from 
materio-motive forces, masses, velocities and kinetic energies of gross matter 
to the electromotive forces, quantities, currents, and electrokinetic energies 
of electrical matter, and in so doing obtained a similar equation of great 
generality for attacking electrical problems.”’ 

Before discussing the Lagrange-Maxwell method more completely, let us 
see if we can construct a network whose electrical properties would be the 
same as those of a continuous medium. 

1 Annalen der Physik. 


2 Philosophical Magazine. 
3 Philosophical Magazine, 1885. 
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ELECTROMAGNETIC FIELD ANALYSIS 


NATURAL NETWORK MOpELs OF CONTINUOUS MEDIA AND 
MAXWELL’S DIFFERENTIAL EQUATIONS 


Transmission line theory represents a well known example of the applica- 
tion of circuit theory to continuous systems. ‘Two-wire transmission lines 
are subdivided into infinitesimal sections by planes perpendicular to the 
lines. Each section is replaced by a capacitor whose capacitance is so 
chosen that, for a given voltage across the transmission line, the electric 
charges on the plates of the capacitor are corresponding!y equal to the 
charges on the sections of the wires constituting the line. The leads con 
necting the terminals of these capacitors are then assumed to possess an 
inductance and a resistance but no capacitance. Thus the electric flux or 
displacement is “‘swept”’ into tiny capacitors, and the magnetic flux ot 
displacement into tiny inductors. 

his representation is good only at low frequencies because it depends on 
the assumption that the electric displacement is only in one direction, 
namely at right angles to the transmission line. In effect, this representa 
tion neglects the capacitance between different parts of the same conductor 
and includes only the capacitance between the opposite segments of different 
conductors. That is, while we have recognized that the inductance and 
capacitance are distributed in the direction parallel to the transmission line, 
we have ignored the fact that they are also distributed at right angles to the 
line. In the general representation we should subdivide the medium into 
infinitesimal blocks and devise a three-dimensional network lattice of 
infinitely small meshes, Fig. 1. The displacement current can be swept 
equally into tiny capacitors. If the medium is dissipative, the resistors 
may be inserted in parallel with the capacitors to take care of the con 
duction currents in the medium. The magnetic flux is swept equally into 
tiny coils in the corners of each mesh. However, the resulting network is 
not homogeneous. Besides meshes of type A consisting of four capacitors 
and four inductors, it contains meshes of type B consisting of inductors only; 
and yet we started with a homogeneous medium. Gabriel Kron solved the 
difficulty by introducing ideal transformers (with one-to-one turn ratio) with 
their windings in series with the coils at the opposite corners of each A-mesh. 
These transformers do not affect the electrical performance of the A-meshes 
but introduce infinite impedance into B-meshes and thus effectively elimi 
nate them. 

As a matter of fact, such transformers should properly be included in the 
network representations of two-wire lines. In fact, by implication they are 
included as soon as we state that the direct and return currents in the line 
are equal and opposite. Without an infinite impedance to currents flowing 


in the same direction we cannot have the balance. Pursuing the matter 
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further, we should say that all this is in accord with physical facts. . 1 
inductance per unit length of an infinitely long isolated wire is infini 
rhe mutual inductance between two parallel wires is also infinite. The t 
wires are the “windings” of an ideal transformer and a finite impedance is 
presented only to equal and opposite currents. In the case of wires of fin 
length the essentially three-dimensional character of the structure manifesis 
itself, and other modes of propagation have to be considered. 


IZ 





Fig. 1—Typical equivalent meshes in a circuit representation of continuous media. 


It is evident that the homogeneity of the medium is not a prerequisite for 
the existence of its network model. Having the values of Z and C at our 
disposal, we can choose them to reflect the dependence of the permeability 
uw and the dielectric constant € on position. 

If we divide the medium into small blocks of volume Ax Ay Az, the capaci 
tance C, of the typical capacitor in those branches of the network which are 
parallel to the x-axis is C, = ¢ Ay As/Ax, where € is the dielectric constant 
The conductance in parallel with this is G, = gAyAz/Ax. The inductance 
of the typical coil in the xy-plane is L,, = w AvAy/4As. The voltages across 
the capacitors are E,Ax, E,Ay, E:Az, where F,, E,, E, are the electri 
intensities, that is, the voltages per unit length in the respective directions. 
The currents in the coils situated in the xy-plane are equal to //,As; simi 
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| irly the currents in the other coils are 7, Ax and H, Ay. It is to be noted 
ntini that the capacitors are associated with the « orresponding longitudinal com 
he two ponents of the electric field while the inductors go with the transverse con 
ANCE is } ponents of the magnetic field. Applying Kirchhoff’s laws to the network in 
f finite Fig. 1, we should and do obtain Maxwell's field equations Similarly, we 
nifests : can construct network lattices in the patterns of other coordinate systems, 


cylindrical and spherical, for example. 

Among the obvious conclusions to be drawn from this analysis of the 
network structure of the medium supporting the electromagnetic tie!d is the 
validity of certain general network theorems such as the Reciprocity 
Theorem and Thevenin’s Theorem. 

REDUCED NETWORK MODELS AND INTEGRAL EOUATIONS O} 
LORENTZ Typt 


So far we have been concerned with the electromagnetic field in its en 
tirety. In order to visualize the medium as a three-dimensional network we 
have selected the most direct course: We have subdivided the medium into 


blocks of displacement current, compressed them into capacitors, and 





eliminated displacement currents from the rest of space; similarly, we have 











y 
shikai bt a = ancicnenaieaitny 
oS ees ee) Pier el a n-2'n-1!' n 
Fig. 2—Subdivision of a straight antenna for its representation by 
a reduced network with 7 meshes 
swept the magnetic flux into neat little packages. But this is not the only 
course open to us. We can suppress the medium just as completely as we 
normally do in the analysis of elementary networks. In order to illustrate 
dia. 


this method let us consider a doublet antenna, Fig. 2. We shall divide it 
‘te f into #2 sections. The current and charge in any one section exert forces on 
We for fs a : be 2 

rae the charge in any other section. We can regard each section of the antenna 
at our 


bility as a mesh of a network in which every mesh is coupled to every other mesh. 
; In each mesh the voltage which is necessary to compensate for the electro- 

apaci motive force of self-induction of the mesh itself, for the resistant e of the 

> ae mesh (or rather for the internal impedance of the wire), and for the voltages 

aoe induced from all the other meshes, is the impressed voltage. The equations 

is assume the following form: 

across Zuly + Zils + Zils + 0 + Zid, = Vi, 

lectri 

‘tions. Zl T Z x21 T Z 2313 re Ss Z2,1, = J 2 


- simi Zmdi + Zale + Zngla tees + Zanl, Wien 
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where the /’s are the currents in the various sections of the antenna and 1 
\’s are the impressed voltages. The Z’s are the self-impedances and 





mutual impedances, and are calculated from the law of force between t 





charged particles. In a transmitting antenna the impressed voltage is z« 





everywhere except in a restricted region. In the receiving antenna t 
voltage is impressed on all sections; but one section, the “‘load,”’ has a ver 
different self-impedance from the remaining sections. 

When 7 is finite, our equations are approximate. If we make » infini 
and introduce the impressed electric intensity, that is, the impressed voltag 
per unit length, we convert equations (2) into a single integral equatio 
More generally we may have to consider the transverse dimensions of th 
antenna and divide the entire surface of the antenna into elementary surfac 
elements, each of which will represent ‘wo meshes in our network. We hav 
to have two meshes for each surface element because the current may i 
genera! change its direction from point to point and in order to specify 
completely we must consider two components of the current. These may 
be taken as tangential to some Gaussian coordinate lines drawn on thi 
surface of the antenna. The exact network equations will appear as 
system of two integral equations involving double integrals. 

In this discussion, we have assumed that the medium outside the anten: 
is homogeneous. No difficulty is presented by the simultaneous inclusio 
of a transmitting and a receiving antenna. The two form just one networ 
and the voltages impressed on the various meshes of the receiving anten! 
represent simply the coupling between these mesies and the meshes of thi 
transmitting antenna. All the mutual impedances are calculable from th 
general equation, 

OA 


E=—-—u — grad V, (3 
al 


representing the force per unit charge due to a given moving charge. If we 
so desire, we can take equation (3) with the explicit expressions for A and | 
in terms of electric current and charge as the fundamental equations oi 
electromagnetic theory and dispense with Maxwell’s differential equations 
altogether. This course is feasible but inexpedient. Actual applications of 
this equation turn out to be much too complicated in the great majority of 
practical problems. It is only when we already know the current and chargé 
distribution that (3) becomes really useful. Thus in the accepted develop 
ment of electromagnetic theory (3) is subordinated to Maxwell’s equations 
and derived from them. 
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NORMALIZED NETWORK MopeLt AND LAGRANGE-MAXWELI 
ELECTRODYNAMICAL EQUATIONS 


Let us now return to the ideas of Lagrange as applied to electromagnetics. 
in dynamics the Lagrange equations are formulated in terms of the kinetic 
nergy 7 expressed as a function of velocities, potential energy U’ expressed 
as a function of coordinates, and a dissipation function F expressed as a 
function of velocities. In network theory 7 is the magnetic energy ex 
pressed as a function of currents, l’ is the electric energy expressed in terms 
of charges, and F is the dissipation function in terms of currents. Lagrange 
Maxwell equations are then written in the following form 


d * ior | 0 ; of 
— (7 C)|-—- — (QW t)+. Vics } 
dl\| ol, Og, al, 
where /, is the typical mesh current, ¢, is its time integra!, and \,, is the 


impressed electromotive force, that is, the electromotive force not accounted 
for by the magnetic induction and the charges in the network. The various 
functions in the equation are 


T © Za Pathaadala; l 


l4 
) 


a 


F = XnZn4Rnnlaln, 


where L,,, is the mutual inductance between two typical meshes (the self 
inductance if m = n), C,,, is the mutual capacitance and R,,,, is the mutual 
resistance. The mesh currents are introduced in order to insure that the 
total current either entering or leaving a typical junction of the network 
elements is zero. If we perform the differentiations indicated in equation 
(4), we shall obtain the network equations in their usual form. 

Let us now suppose that / = O and I, = 0. In higher algebra it is 
shown that by a linear transformation two quadratic functions, 7 and U for 
example, can be reduced to normal forms in which there are no mutual 
terms 


T = >,43L,/%, l 2... 6) 
In this case equations (4) will assume the following simple form 


dl, qi ° 
t fo T u 0). (4) 
dl C, 
It is as if we had a certain number of isolated single-mesh circuits. Equa- 
tions (7) represent the normal modes of oscillation of the network. 
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Take the simple case of two identical coupled circuits, Fig. 3. 


network equations are 


| ] i" Io ‘ ; ‘4, 
| A aie bs ws I: = 0, _yé nd: 4 ae re g 

dt? 8 dt? dt? 4 dt? 
It is evident by inspection that there are two possible modes of oscillation 
In one mode /; = J, and in the other J; = —J.. The natural frequency of 
the first mode is a, = 1/+/(L — M)C and that of the second mode a = 

1/vV (L + M)C. The magnetic energy function is 
T = 34Lii — Mii + 4LER 
1 we +: I ; I, - fet 
= 3(L — M) 


) 


+ 3(L + M) - e 
g(L + \/2 | 


Thus the sum and the difference of the currents in the two meshes oscillate 
independently. 


(i 
ek, a ee za 


I; =Ie I; =-Te 
Fig. 3—Two possible modes of oscillation in a symmetric two-mesh circuit. 














More generally a network with 2 meshes possesses 7 independent modes of 
oscillation. In each mode the ratios of the mesh currents J), J2, --- J, are 
prescribed by the network parameters and the connections of the network 
elements, but the relative strength of the oscillation remains arbitrary. 
When we pass to networks with distributed parameters such as sections of 
transmission lines and cavity resonators, we find merely that the number of 
independent modes of oscillation is infinite. In the case of a nondissipative 
uniform transmission line with both ends shorted, the natural frequencies of 
the various oscillation modes are proportional to the sequence of integers: 
1,2,3,....The current distribution for the n-th mode is given by sin (7x (), 
where f is the length of the section; but the actual amplitude remains arbi- 
trary. For the gravest mode (m = 1) the middle part of the line section 
behaves as a capacitor and the ends as inductors. For the higher modes the 
line is subdivided into sections, some of which act primarily as capacitors 
and others as inductors. 

In the case of cavity resonators of some simple shapes, such as para! 
lelopipedal, cylindrical and spherical, the determination of the oscillation 
modes is a fairly simp!e problem. The dynamical equations of the resonator 
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Maxwell’s field equations) are partial differential equations. Their solu 
tions would normally involve arbitrary functions; but since the tangential 
electric intensity vanishes at the conducting boundary of the resonator, the 
solutions assume a much less arbitrary form involving only an infinite set of 
arbitrary constants. Particular solutions are sought in the form of products 
of three functions, each depending on only one coordinate. For paral- 
lelopipedal cavity resonators the various components of electric and mag- 
netic intensity are assumed in the form X(x«) V(y) Z(s). By substituting in 
Maxwell’s ecuations it is found—very fortunately indeed—that VY, ), Z 
may be obtained as solutions of ordinary differential equations. The 
boundary conditions at the boundaries of the box x = O,a; vy = 0,b;3 = o. 
are easy to satisfy because we have to work with only one of these three 
functions at a time 

In general, however, the problem of calculating oscillation modes is by no 
means simple; but once these modes have been determined, the problem of 
forced oscillations as well as free oscillations is practically solved. For 
instance, a small loop inside a resonator is coupled to the various modes and 
the coupling coefficients can be determined by evaluating the flux linkages 

Every physical circuit possesses an intinite number of degrees of freedom 
and circuits with a finite number of degrees of freedom are abstractions. 
If we take special measures to concentrate magnetic energy as much as 
possible in a few regions of the medium and electric energy in a few other 
regions, we shall have a physical network in which a finite number of oscilla- 
tion modes will be well separated on the frequency scale from all the rest. 
If we are concerned only with the frequencies comparable to the natural] 
frequencies of this cluster of modes, we can ignore all the higher modes and 
for our purposes we may regard the network as a finite network. At these 
frequencies the infinitely small meshes into which we could subdivide the 
individual “inductors” (regions of magnetic energy concentration) and 
“capacitors” (regions of electric energy concentration) will oscillate in 
unison in groups. 

Briefly we can summarize the above methods of analysis as follows: 
The medium supporting the electromagnetic field may be regarded as a 
three-dimensional network of infinitely small meshes in which every mesh is 
coupled only to the adjacent mesh. Circuit equations applied to this 
network lead to Maxwell’s differential equations. In contrast with this 
“natural network model of the medium” we can construct a reduced network 
model in which only the conductors of the medium are subdivided into 
meshes. The medium surrounding the conductors is concealed in the 
mutual impedances of the constituent meshes. Every mesh is coupled to 
every other mesh and the mutual impedance (or the coupling factor) is 
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determined from the law of force exerted by a moving charge on a 
tionary charge. This approach leads to one or two integral equations w! 

can be approximated by a system of linear algebraic equations. While t\y 
latter may seem much simpler than the differential equations obtai 
from the natural network model, in reality their solution would often co: 
tute a much more difficult analytical problem. The natural network mo 


in which each mesh is coupled only to the adjacent meshes is in harm 


s 


with the idea of continuous propagation of electromagnetic disturbanc: 
while the reduced network model conforms to the action at a distanc 
philosophy. The difference is merely in the language and ideas and not 
substance. 





























Fig. 4—Two possible modes of propagation in a symmetrically shielded parallel pair.’ 


Finally, the third method is based on the idea that at certain frequencies, 
called the natural frequencies, various parts of a closed system oscillate in 
phase or 180° out of phase, that the most general natural oscillation is the 
sum of such oscillations, and that the most general forced oscillation can h 
expressed in terms of fields as:ociated with the natural modes of oscillation. 
We may call this the normalized network model of the electromagnetic field 
Thus far we have described it with reference to closed systems or cavity 
resonators. In effect we have assumed that the amounts of magnetic and 
electric energy are finite or else we could not talk about T and U’ functions 
The method can be extended to open systems of wave guides. 

MopEs OF TRANSMISSION 

Let us begin with a coaxial transmission line. Everyone is familiar with 
the particular mode of transmission in which equal and opposite currents 
flow in the two conductors. The circuit is completed through the dielectric 
where the displacement current flows from one conductor to the other. 
Next, consider a shielded parallel pair. If the structure is symmetric, we 
shall recognize at once two modes of transmission, Fig. 4. In one mode, the 
balanced mode, the currents in the wires are equal and opposite; there are 


* 


In the upper part of this figure one of the directional arrows should be reversed. 
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na sia- JB also equal and opposite currents in the shield which, however, are not equal 
ns wl ) the corresponding currents in the wires. In the other mode, the currents 
vhile the JB in the wires are equal and similarly directed, the return path being through 
pbtained [fF the shield; this mode is similar to the coaxial mode since the wires act in 
nconsti- & parallel, effectively as one conductor. In the case of m wires there are » 
rk mode ' distinct modes of transmission. Each mode is characterized by the ratio 
1arMoN\ | of currents in the wires and by the field pattern that goes with it. 

rbances; ff In all these modes the longitudinal current paths are conductive; but 
distance there is no reason whatsoever why the circuit closure should not take place 
d not in through the dielectric. Even in those modes of transmission in which all 


longitudinal current paths are conductive, we have to depend on the dielectric 
for completion of the circuit; this should prepare us for the idea that con- 
ductors are not essential for wave transmission. If we include the dielectric. 
the number of possible longitudinal tubes of flow becomes intinite and so 
does the number of possible transmission modes; but as the cross-section 
of eath individual tube decreases the longitudinal capacitance also de- 
creases, and these modes will participate in the transfer of power over 
substantial distances only at correspondingly higher frequencies. It is 
not merely that at low frequencies the longitudinal impedance becomes 
very high; it is capacitive and causes high attenuation. The effect is 
lel pair.* analogous to the attenuation in high-pass tilters below the cutoff. 

The mathematical analysis which lends quantitative substance to these 


uencies, ; Mere ‘ ? ; ; 
| ideas is similar to that involved in the cavity resonator problem. Once all 


‘illate in p “SBE : : : 
pa the modes of transmission have been found, the next problem is that of 
mis the od : : ; ; 
the excitation of these modes by a given source, that is, of coupling of the 
Nn can bt ° 
ees source to various modes. 
‘illation. j 


a To summarize: A physical transmission line or a wave guide has always 
seta an infinite number of transmission modes either independent or substan- 
ayiens tially independent of each other. It is as if we had a system of single-mode 
cts transmission lines without couplers. For each transmission mode the 


inctions . : abe: i 
structure behaves as a high-pass filter. If ” is the number of conductors, 


there are n — 1 transmission modes with the cutoff frequency equal to 

zero. Since the lowest non-zero cutoff frequency corresponds to a wave- 
lar with length comparable to the transverse dimensions of the guide, it is clear that 
currents in systems with two or more conductors we have a certain finite number of 
electric transmission modes which are well separated on the frequency scale from 
e other. all the rest. For this reason we may ignore all the higher modes when we 
‘tric, we are concerned with transmission of low freauencies only, by “low” meaning 
ode, the the frequencies well below the frequency equal to the velocity of light 
here are divided by the largest transverse dimension of the transmission line. 


evessed. Analysis of waves in free space proceeds along similar lines. An electric 
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“dipole” is the source of the simplest spherical electromagnetic wave. \Ve 
may picture this dipole as a pair of small spheres connected by a thin rod 
Under the influence of an impressed force the charge is made to surge back 
and forth between the spheres. We cannot have a simple source lik 
uniformly expanding and contracting sphere as in the case of sound waves 
The electric charge is conserved, and the only way we can alter the charg 
in one place is to transfer it to some other place. A more symmet: 
dipole would be a single sphere on the surface of which the charge is made 
to move back and forth between two hemispheres. Let us call these 
hemispheres respectively the ‘“‘northern’’ and the “southern”. When the 
positive charge accumulates on the northern hemisphere, the radial dis- 
placement current flows outwards from it. At the same time an equa 
radial displacement current flows toward the southern hemisphere. The 
situation is analogous to the balanced mode of transmission along paralle 
wires, with the two half spaces acting as ‘‘the wires”. The distance along 
the line is the distance from the dipole. The radial transmission line js 
capacitively loaded but the series capacitance increases as the square of 
the radius and therefore the capacitive series admittance decreases as the 
reciprocal of the square of the radius. Hence, at some distance from th 
dipole, the wave propagation will be quite unimpeded just as in ordinary 
transmission lines free from loading. Near the dipole the series capacitancé 
is high, and the power carried by the wave in comparison with the energy 
stored is small. 

In the next spherical mode of transmission the polar regions of the spher- 
ical generator are similarly charged while the opposite charge is concen- 
trated in the equatorial zone. The zonal character of the radial current 
distribution persists at all distances from the generator. As might be 
expected the reactive field in the vicinity of a small ‘‘tripole”’ generator is 
even stronger than in the case of the dipole source. 

The sequence of zonal modes of transmission can be continued indefinitely. 
Next we could imagine tubular modes in which the space surrounding the 
generator is subdivided into conical tubes with the radial current in adjacent 
tubes flowing in opposite directions. This picture is essentially physical; 
but it corresponds very closely to the mathematical expansion of the genera! 
solution of Maxwell’s equations in spherical harmonics. 


FIELD REPRESENTATION IN TERMS OF FIELDS OF SPECIAL TYPES 


From the mathematical point of view the method which we have just 


been considering is based on the idea of representation of the general field 


in terms of particular fields having certain relatively simple properties. 
The method is analogous to that employed in circuit theory when the 
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esponse to the general electromotive force is expressed in terms of responses 
to the unit step function, or the unit impulse function, or the steady state 
responses at various frequencies. 

There are numerous variations of the same general idea, some of which 
are more suitable to one class of problems and others to another class 
If the distribution of electric charge and current is known, then in many 
cases (but not in all) it is best to subdivide it into small volume elements 
Except for a possible static electric charge distribution, the elements will 
be dipoles. The entire field can thus be regarded as the resultant of spherical! 
waves generated by dipoles of given moment and position. To simplify 
the integration involved in this method certain auxiliary functions, called 
the retarded potentials, are introduced. One should not try to ascribe 
to these auxiliary mathematical functions any physical significance and one 
should always remember that on certain occasions potential functions, 
other than the retarded potentials, turn out to be more useful. We should 
also keep in mind that, in order to apply this method, we have to know the 
complete distribution of electric conduction currents and as a general rule 
we do not have this information. Consider, for instance, the problem of 
electromagnetic shielding. The current in the coil is given; but that in 
the shield has to be determined. There are methods for calculating the 
induced current; but these methods give at the same time the shielding 
effectiveness, and that without employing retarded potentials. It is in 
approximate studies of radiation patterns of antennas and antenna arrays 
that the retarded potential method is displayed to the best advantage. 

The retarded potentials are based on representation of fields in terms of 
spherical coordinates; that is, in terms of fields associated with hypothetical 
point sources at the origin of the coordinate system. General tields can 
also be expressed in terms of cylindrical coordinates and, consequently, in 
terms of fields associated with hypothetical /ine sources situated along the 
axis of the coordinate system. Likewise, tields can be expressed in cartesian 
coordinates; that is, in terms of “plane waves’. All such representations 


have useful applications. The current in the coil is given. 
DISCONTINUITIES 


In the analysis of the various transmission modes for a given wave guide 
it is assumed at first that the boundaries of the wave guide are analytic 
functions of the coordinates. Any discontinuity or irregularity has to be 
treated separately, simply because there is nothing in the analytic part 
of the wave guide to suggest that a discontinuity might occur, or to prescribe 
the properties of this discontinuity. Discontinuities may be accidental, 
unavoidable or intentional. A kink in a wire is an example of an accidental 
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discontinuity. Open air wire lines have to be supported on poles whi 
together with the insulators, constitute unavoidable discontinuities. T 
beginning and the end of a line are always present. Usually these latter 
discontinuities are simply unavoidable; but, in radio, at least one « 
continuity, the antenna, is made to serve a useful purpose. It is cl 
that the generator and the load connected by a two-wire line, Fig. 5, are 
dipoles which will generate spherical waves as well as the wave guided |) 
the transmission line. At low frequencies the length of the dipoles is so 
small compared with the wavelength that the tield does not reach out i 
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Fig. 5—Formation of spherical waves at the ends of a long pair of parallel wires 
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Fig. 6—An antenna. 


the region where the radial capacitance becomes negligible and where th 
spherical wave starts carrying off all the energy that gets there. Spherica 
waves generated at the beginning and the end of the transmission line are 
practically stationary waves and constitute merely local reactive reservoirs 
of energy. The energy is withdrawn from the generator or the transmissioi 
line during one half of the cycle only to be returned during the other half 
At low frequencies the energy thus exchanged back and forth is so smal 
that normally we don’t even think about it. The antenna, Fig. 6, is designed 
to be a more efficient transformer of the plane wave guided by the paralle 
pair into the spherical wave which will carry off power to distant points. 


(Quite frequently discontinuities are introduced intentionally in order to 


ar Wane ae 





encilitriiante ceaaveeDiae rier ee 








whi 

T hye 
latter 
1e ( 
Ss cle 
5. t 
ded 
5 iS so 
uti 
vires 


here the 
Spherical 
. line are 
eservolrs 
SMISSIOI 
her half 


so smal 


designed 


e paralle 


pints. 


order to 











ELECTROMAGNETIC FIELD ANALYSIS 301 


liscriminate against some frequencies. A capacitor in parallel with the 
vave guide or an inductor in series with it will favor transmission of low 
frequencies at the expense of high frequencies. These discontinuities are 
deliberately designed to be sufficiently large to produce noticeable effect 
\ frequency filter is a more elaborate structure made up of capacitors and 
inductors designed to achieve desired frequency discrimination. 
Discontinuities in high-frequency wave guides are also either accidental, 
unavoidable or intentional. The principal difference is in the order of 
magnitude—any irregularity of apparently small physical dimensions may 
represent a large virtual reservoir of energy. Among the simplest types 
of intentional discontinuities in wave guides are “irises”, Fig. 7. Loca 
fields are created in the vicinity of the irises. Under the influence of a 
wave traveling along the guide, electric charge and current are induced in 
the metal partition. On either side of the partition the complete field is 
the result of the superposition of fields representing various transmission 
modes. The cutoff frequencies of these modes may be arranged in an 
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Fig. 7—Inductive, capacitive, and resonant irises. 








increasing sequence. If the operating frequency is between the lowest 
cutoff frequency and the next higher, the propagation constants of all 
modes except the dominant are real and the corresponding fields will not 
extend very far from the iris. During one-half cycle the local tield with- 
draws energy from the dominant wave—this being the only source of energy 
—and during the remaining half this energy is returned. The local field 
acts as a virlual source of power—*‘virtual” since it operates on borrowed 
power. On account of symmetry the dominant waves generated by this 
virtual source and traveling in opposite directions will be of equal intensities. 
The scattered wave traveling toward the source of the incident wave is 
called the wave reflected from the iris; on the other side the scattered and 
incident waves merge into the (ransmitied wave. The storage of energy 
in the local field depends on the frequency—hence, the frequency selec- 
tivity. 

In the case shown in Fig. (7a) the flow of current in the partition is un 
impeded and there is no tendency for any local concentration of charge in 
the partition; the local field is largely magnetic and the iris represents an 
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inductive reactance. Since any variation of the magnetic field with ti: 
always creates an electric field, there will be some capacitance in para 
with the inductance. The same idea may be expressed by saying that the 
inductance of the iris is not quite independent of the frequency. This 
lack of constancy is not peculiar to ultra-high frequencies; it is true of 
coils at low frequencies. Likewise, even at very low frequencies the 
ductance varies with the frequency because of skin effect. 

In the iris shown in Fig. (7b) there are alternating charge concentrations 
on the upper and lower partitions. The local field is largely electric and 
the iris is capacitive. A feeble magnetic field associated with charging 
current is unavoidable, of course; this is also true of capacitors at low 
frequencies but this time the effect is greater. Finally, an iris of the type 
shown in Fig. (7c) may be designed to behave as an antiresonant circuit. 

In that frequency range in which only the dominant wave is an effective 
carrier of power to great distances, any discontinuity will behave as a 
reactive 7 or Il-network—assuming that observations are made at some 
distance from the iris where the local field is too feeble to count. This 
could not be otherwise since there are three parameters at our disposal: 
two reflection coefficients for waves traveling in opposite directions and 
one transmission coefficient across the discontinuity. The Reciprocity 
Theorem requires that the transmission coefficients in the two directions 
be equal. These three parameters determine the ratios of the reactance 
elements of the equivalent 7 or II-network to the characteristic impedance 
of the guide. 

If the operating frequency exceeds the second cutoff frequency, other 
waves besides the dominant become effective carriers of power and the 
equivalent network for the iris becomes more complicated. The iris behaves 
not only as a dissipative impedance to the dominant wave but also as a 
negative resistance, to one or more higher order waves. 


BOUNDARIES 


So far we have paid little attention to the boundaries of the electro- 
magnetic field. Strictly speaking, in any actual situation the field always 
extends to infinity; the only boundaries there are, are the geometric bound- 
aries between media with different electromagnetic properties. This 
means that we should solve electromagnetic equations for each homogeneous 
region, or region with analytically varying properties, and then match 
the solutions at the boundaries. In many cases, however, this procedure 
would be very complicated and quite unnecessary. In the case of a cylin 
drical metal tube with a dipole as a source of power the exact solution may 
be represented as a particularly formidable integral; but experimentally 
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e would not be able to detect any difference between the “‘exact’’ solution 
ind a much simpler approximate solution. 

In the case of rectangular tubes we don’t even know how to obtain the 
‘exact” solution in any form; but good approximate solutions are exceed 
ingly simple. The word “exact” is in quotation marks because there can 
be no really exact solutions of actual physical problems. In the first place 
the properties of materials are not known exactly; the boundaries between 
media do not exist in the exact sense of the term; and we just don’t know 
the exact laws of nature. All we really want of any solution is to be ac 
curate enough for some particular purpose. And here is where the idea 
of idealized boundaries helps in the formulation of simplified, clear-cut 
mathematical problems. The idea lends flesh and blood to idealized 
mathematical boundary conditions. Perfect conductors have long been 
mentioned in literature as idealizations of good conductors; but other 
types of boundaries are of much more recent origin. Perfect conductors 
are boundaries of sero surface impedance; they support electric currents of 
finite strength when the tangential electric intensity is zero. At these 
boundaries the tangential magnetic intensity is different from zero. The 
natural counterpart is a boundary of infinile impedance at which the tan- 
gential magnetic intensity vanishes but the tangential electric intensity 
does not. The further generalization is a boundary with a given finite 
surface impedance which is defined as the ratio of two mutually perpendic- 
ular tangential components of the electric and magnetic intensity. The 
boundary may be isotropic, with its surface impedance the same in all 
directions; likewise, the boundary may be aelotropic. The surface imped 
ance is defined as the ratio of the tangential components of E and H. Since 
it is necessary to adopt a convention regarding ‘‘positive directions”’ of 
E and H, these are so chosen that a right-handed screw will advance into 
the boundary if its handle is turned through 90° from the positive direction 
of E to coincide with the positive direction of 1. In accordance with this 
convention the positive real part of the surface impedance is associated 
with an average flow of power into the boundary—that is, with a passive 
boundary. An active boundary is a boundary with a negative surface re- 
sistance; such boundaries may be used to represent idealized generators of 
electromagnetic waves and to eliminate from explicit consideration the 
internal mechanisms of these generators. 


FreLD EQUATIONS 


Thus far I have tried to present the ideas behind the physical and mathe- 
matical analysis of electromagnetic transmission phenomena. These are 
broader than the electromagnetic laws themselves and, with some super- 
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ficial moditications, would apply to sound waves, for instance. There 
two fundamental equations of transmission of an electromagnetic st: 
expressing Faraday’s law of induction of an electromotive force by a m: 
netic displacement current and Ampére-Maxwell’s law of induction o/ 
magnetomotive force by an electric current. In their most general mat 
matical form the equations are 


“a 


t Ek, ds = — | | ull, dS, 


- - a 


f oe [ [ o:. dS + | | ee. ds + * | | cE, dS, 


where the subscript s indicates components tangential to a closed path oi 
integration and the subscript designates components normal to a 
surface bounded by this closed path. Thus on the left we have ‘‘sums”’ 
infinitesimal emf’s and mmi’s as we travel round some closed curve either 
on the surface of a wire or just in free space, and on the right we have tota 
magnetic and electric currents linked with this curve. According to our 
present physical conceptions the magnetic current is always a displacement 
current detined as the time rate of change of magnetic flux or “displacement 
Not that there is anything inconceivable about an actual flow of magneti 
charge; it is simply that so far there has been no satisfactory evidence oi 
its existence. In the mathematical analysis it has long been a custom to 
consider magnetic charges of opposite signs as if they existed; but this is 
merely for convenience. 

The electric current, on the other hand, consists of three components 
the convection current whose density is the product of the electric charge 
density p and the velocity v; the conduction current whose density is pro 
portional to the electric intensity (the g& term in the above equation) and 
the displacement current detined as the time rate of change of the electri 
displacement. Strictly speaking, the conduction current is a convectior 
current but of such a kind that it would be extremely awkward to think of 
it in terms of charged particles and their velocities. 

At the same time the statistical result of the irregular movements of 
these particles can be expressed, for purposes of transmission of an electro 
magnetic state, as a continuous movement of charge encountering some 
resistance. There are, of course, such phenomena as resistance noise whic! 
are thus automatically excluded from consideration. 

In general to these electromagnetic transmission equations we should 
add the dynamical equations of motion of electric charge; this is essentia 
when dealing with vacuum tubes. But, in considering passive transmission 
systems, we either omit the convection current altogether, or else assum« 
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1at the velocities of the charged particles are specified, and that the forces 
vhich they exert on each other are completely neutralized by the forces 
external to the field, in which case the convection current appears merely 
is an “impressed current”’. 
Except for the above restrictions, equations (10) form a complete set 
but for mathematical convenience two other equations are usually ad 


oined, These are 
€ E, dS q, 


1 
[ / g8.dS = 0, 


where the double integration is extended over a closed surface. The first 
of these equations states that the total electric displacement through a 
closed surface is equal to the net enclosed electric charge; the second denies 
the physical existence of magnetic charge. These equations can be derived 
from (10) and for this reason are not quite on the same footing with them 
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Fig. 8—A pair of parallel wires 


Equation (10) tells us that, except when the tield is static, we cannot 
speak of the electromotive force or the voltage between two points without 
specifying the path along which we add up the elementary voltages. In 
fact, equation (10) gives us the difference between the voltages along two 
different paths connecting the same pair of points. To illustrate, consider 
a wave along a pair of perfectly conducting wires, Fig. 8. Voltages 1 ,, 
and Vy, along the wires are equal to zero; transverse voltages | ,, and Vey, 
are usually unequal; hence Varo ~ Vaeo . 

If two points are infinitely close, then we can define the voltage un 
ambiguously as the product £,ds of the electric intensity and the distance 
between the points. The difference between this voltage and the voltage 
along any other infinitesimal path is an infinitesimal of the second order, 
being dependent on the area enclosed by the two paths. In practice two 
points are sufficiently close if the distance between them is small compared 
with one quarter wavelength. 

Since, except in electrostatics, we cannot speak of the voltage between 


two points without specifying the path, we cannot speak of the pofenital 
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difference. In mathematical terms we should say that the differei 
voltage in a varying electromagnetic field is not an exact differential. 
illustrate: 2x dx + 2y dy is an exact differential equal to d(x? + y*) ; 
for this reason its integral depends only on the difference between the values 
of (x* + y*) at the end points of the path of integration; but 2x dx + 2s 
is not an exact differential and cannot be integrated except when y is gi’ 
in terms of x so that the path of integration is prescribed. 

If equations (10) are applied to infinitesimal closed curves, the follow 
differential equations are obtained: 
pe eel te ghee I 


curl E = — —, 
at ol 


The expressions curl & and curl #/ are merely the symbols for the maximum 


emf’s and mmf’s per unit area. These equations are not as general as (10) 
because they assume that /& and H are continuous and at least once differ- 
entiable. The equations do not hold across the boundary between different 
media, where they have to be supplemented by the so-called boundary 
conditions which are obtained from (10). Equations (12) do not hold at a 
wavefront where & and // are discontinuous; there also we have to supple 
ment them by appropriate boundary conditions, which connect the solutions 
on the two sides of the wavefront. 


ANALYTIC FUNCTIONS 


An advance of fundamental importance is made when the field intensities 
— . jwt wt . - 
are represented by complex quantities Ee’ and H e’* where w is the fre 
quency in radians. The equations become 


curl EF = — jop H, curl H = (g + jwe)E, (13 


and are thus freed from one independent variable, the time /. This does 
not mean that we have restricted our analysis to steady state fields; Fourier 
analysis supplies a general rule for passing from steady states to any stat 
whatsoever. Computational difficulties are great but no greater than they 
would be in any other method. 

A still more important advance is made when the tield intensities are 
represented by E e”'”, He”, where the oscillation constant p = & + jw isa 
complex number. The equations become 


curl E = pull, curl H = (g + pee. (14 


The solutions of these equations are analytic functions of the compley 
variable p and a way is open for application of the theory of functions of @ 


complex variable. 
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Thus if we write 
x 


E=Diea?, H= Lhkh?’, 15 


and substitute in (14), we obtain 


curl @& = 0, curl é... = uh, 
160 
curl lo = geo, curl dings = gensr + €€ 


If these equations are solved subject to the prescribed boundary conditions, 
FE and H will be expressed as power series in the oscillation constant /- 

The function theory has already been used successfully in the restricted 
circuit theory; that is, in the theory of finite networks composed of ideal 
(independent of the frequency) resistances, inductances and capacitances. 
Likewise, some very general theorems have been established concerning 
any physical input impedance. Whereas the poles and zeros of a function 
can be anywhere in the complex p-plane, the poles and zeros of the input 
impedance of a passive system never lie to the right of the imaginary axis. 
rhis leads to a theorem to the effect that all poles and zeros on the imaginary 
axis are simple. The resistance components of the input impedance on 
the imaginary axis determine the reactance component and hence the 
complete impedance function except for a purely reactive impedance. The 
zeros and poles of an impedance occur always in conjugate pairs. ‘These 
are some of the general theorems of impedance analysis. ‘Not very long 
ago I came across an expression for the input impedance of a spherical 
antenna which was obtained by what appeared superficially as a straight- 
forward conventional method; but as soon as I observed that some poles 
were situated to the right of the imaginary axis, I knew that the expression 
had to be false. The existence of poles in this region meant a possibility 
of oscillations which would increase indefinitely of their own accord. 

The difference between finite and infinite networks consists in that the 
former possess a finite number of zeros and poles. All physical structures 
always possess an infinite number of such singularities; but a finite number 
of them may form a cluster in the vicinity of the origin, far removed from 
all other zeros and poles. When this happens we have a physical finite 
network. In a reactive network all zeros and poles lie on the imaginary 
axis. In a slightly dissipative system these zeros and poles move a little 
to the left of the imaginary axis. This happens, for instance, in the case 
of a thin antenna. The field in the vicinity of a thin wire is large and the 
radiated power is only a small fraction of the stored energy. The distribu- 


tion of poles (the solid circles) and zeros (the hollow circles) is illustrated 
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in Fig. 9. The zero frequency is always a pole for an open type anten: 
and a zero for a perfectly conducting loop antenna. As the frequen 
passes through a zero, the antenna impedance passes through a minimu: 
As the frequency goes through a pole, the antenna impedance passes throu, 
a maximum. The disposition of zeros and poles gives us a qualitative idea 
of the behavior of the impedance as the frequency varies. 

As the radius of the antenna increases, the zeros and poles move farthe: 
to the left of the imaginary axis. At the same time some zeros and poles, 
which for a thin antenna are so far to the left that they have very litt| 
effect on the impedance, move nearer the origin. For spherical antennas 
the number of zeros and poles around the origin is considerably larger tha: 
for thin doublets. 





° 





Fig. 9—Distribution of zeros and poles in a dipole antenna: solid circles 
represent poles; hollow circles zeros. 


CIRCUIT AND FIELD EQUATIONS 


In conclusion I should like to make a few remarks on the relationship 
between Kirchhoff’s circuit equations and Maxwell’s field equations. Are 
the former approximations; and, if so, in what sense? The answer depends 
on what is meant by Kirchhoff’s equations, for their meaning has changed 
with passing years. It was exactly a hundred years ago that Kirchhoff 
stated his equations in a kind of postscript to his paper in Poggendor! 
Annalen; but he contemplated only the d-c networks. Yet nowadays 
we interpret these equations in such a way that they are applicable to a- 
circuits. Some thirty years went by before Maxwell thus generalized the 
original Kirchhoff equations with the aid of Lagrange’s concepts. Maxwell! 
wrote his circuit equations (not the field equations) in a form applicable 
only to networks with a finite number of degrees of freedom; but nowadays 











ten! 
uen 
imut 
roug 
e idea 


arthei 
poles 
r little 
tennas 
rt tha 


ionship 
i mare 
epends 
hanged 
rchhoff 
rendori 
wadays 
» to a- 
Zed the 
Laxwel| 
slicable 
wadays 





ELECTROMAGNETIC FIELD ANALYSIS 509 


ve interpret these equations in such a way that we can apply them to one 
limensional transmission lines. In so doing we refrain from making ap 
proximations which we normally make when applying Kirchhoff laws to 
networks of lumped elements. In the latter case it is usual to ignore the 
inductance of the connecting leads or rather the inductance associated 
with the loop formed by the leads; but in the case of two-wire transmission 
lines the “connecting leads” constitute the entire network and the loop 
inductance is no longer ignored. In the case of lumped networks the 
capacitance between the connecting leads is normally neglected; but this 
capacitance is scrupulously included in the analysis of two-wire lines since 
in this case the “lead capacitance” is all the capacitance there is. And I 
have already referred to a recent contribution of Kron’s who presented a 
three-dimensional network such that if we apply Kirchhoff’s laws to it, we 
shall obtain Maxwell’s field equations. The merger between the two points 
of view is now complete. In its growth, each theory has developed concepts 
peculiar to itself. The net result is that we are now in a position to under 


stand electromagnetic phenomena better than ever. 
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The Evolution of the Quartz Crystal Clock* 


By WARREN A. MARRISON 


S YME of the earliest documents in human history relate to man’s interest 

in timekeeping. ‘This interest arose partly because of his curiosity about 
the visible world around him, and partly because the art of time measure- 
ment became an increasingly important part of living as the need for cooper 
ation between the members of expanding groups increased. There are stil! in 
existence devices believed to have been made by the Egyptians six thousand 
years ago for the purpose of telling time from the stars, and there is good 
reason to believe that they were in quite general use by the better educated 
people of that period.’ Since that period there has been a continuous use 
and improvement of timekeeping methods and devices, following sometimes 
quite independent lines, but developing through a long series of new ideas 
and refinements into the very precise means at our disposal today. 

The art of timekeeping and time measurement is of very great value, both 
from its direct social use in permitting time tables and schedules to be made, 
and in its relation to other arts and the sciences in which the measurement 
of rate and duration assume ever increasing importance. The early history 
of timekeeping was concerned almost entirely with the first of these and for 
many centuries the chief purpose of timekeeping devices was to provide 
means for the approximate subdivision of the day, particularly of the day- 
light hours. 

The most obvious events marking the passage of time were the rising and 
setting of the sun and its continuous apparent motion from east to west 
through the sky. The first practical measure of the position of the sun of 
which any record is known was the position or the length of shadows of 
fixed objects, resulting through a long period of development in the well- 
known sundial in its many forms. But the sundial was in no sense an 
instrument of precision and in no sense could be considered as a time kee ping 
device. Even after the development which resulted in mounting the 
gnomon parallel with the axis of the earth, the largest, most elaborate, and 
most carefully made instruments could at best indicate local solar time 
Furthermore, the sundial has value only in daylight hours and then only on 

* The subject matter of this paper was given before the British Horological Institute i1 
London on the occasion of the presentation of the Horological Institute’s Gold Metal for 
1947 to Mr. Marrison in consideration of his contribution toward the development of thi 


quartz crystal clock. The present text is substantially as published in the Horologi 
Journal. 
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ays when the sun shines clearly enough to cast a shadow. These short- 
omings became more and more important with advances in society and, 
for measuring duration, man soon began inventing timekeeping means that 
would work without benefit of the sun. 

The evolution of timekeeping devices may be divided into three main 
periods, each employing a specific type of method, although overlapping to 
some degree in their applications, and characterized by increasing orders of 
accuracy. 

A graphical representation of this evolution, indicating these three periods 
of development, and showing the relation between some of the major contri- 
butions to time keeping and the resulting accuracy of time measurement, is 
shown in Fig. 1. The methods employed chiefly during these three periods 
may be classified broadly as CONTINUOUS FLOW from the beginning up 
until about 1000 A.D., as APERIODIC CONTROL from then until about 
1675 A.D. and as RESONANCE CONTROL from that time up to the 
present. Keeping in mind the logarithmic nature of the time and accuracy 
scales used in this graph, it can be seen readily that most of the advance 
ment has been made in a very small part of the total time, corresponding to 
the resonance control epoch. 


Tue Epocu oF Continuous FLow 


Perhaps due to a feeling that the passage of time was like the flow of some 
medium, the first time measuring devices were those depending on the flow 
of water into or out of suitable basins. It was recognized that, with an 
orifice properly chosen, the time required to fill or empty a given basin should 
be about the same on repetition, and hence was born the first reliable means 
for measuring time at night or on overcast days. A great variety of devices 
operating on this principle were constructed and used, some of the earliest 
having been made by the Babylonians and the Egyptians 3500 years ago. 

Some of these water clocks, or clepsydra as they were called, had floats 
or other indicators which were intended to subdivide a unit of time into 
substantially uniform divisions. Others were constructed so that successive 
fillings of the basin would be counted or would operate a stepping device, 
associated with a dial or other indicator. Through the centuries great 
numbers of such devices were constructed, with some of the later ones having 
elaborate mechanisms for striking the hours or for animating figures of 
people or animals. 

For use in places where water was not readily available and where sand 
was plentiful, clepsydra were developed that would operate with the flow 
of sand in much the same way as with the flow of water. The basic ideas 
were not greatly different, the substitution being merely one of expedience 
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‘he hour glass, and its smaller counterparts, is one of the most convenient 
rms of this device and until quite recent times served a useful purpose 
ere accuracy was of no great importance. The hour glass shown in Fig. 2 

vas used by a pastor in the early eighteen hundreds to determine the length 

of his sermons. The average variation among a set of ten one-hour de 
terminations made recently with this glass was 3 minutes, or about 5 per cent 

The clepsydra that were designed to repeat and totalize an endless succes 
sion of cycles were especially adaptable to the measurement of extended 


ntervals of time, although with very poor accuracy as we now think of it. 
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Fig. 2—Hour glass. 


By suitable design any desired number of cycles could be made equal to the 
natural large unit, the day, so that any fraction of a day within the accuracy 
of a given instrument could be determined simply by counting off the 
number of cycles from a particular starting point such as sunrise, sunset, or 
high noon. It was possible with these devices to operate without calibra 
tion over periods of several days, although the cumulative error inevitably 
was very large. 

An error of a few hours was of small importance in the days when the 
speed of communication and travel alike depended on pack animals or the 
caprices of the wind. And so, in spite of the inaccuracies of the water clocks 


and sand clocks, they served their purpose well through many centuries. 
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In fact, it was not until the tenth century A.D. that any really novel eff 
was made to improve upon them as timekeepers. The first efforts 


improve upon them, making use of falling weights for motive power a 


various frictional devices to control the rate of fall, were not very success/u| 
because no satisfactory means were known to keep a friction-controlled 
device sufficiently constant for the job. Clocks so constructed were 


better timekeepers on the whole than the traditional clepsydra. They had 


however, the hope of compactness, and much ingenuity was exercised 
their design over several centuries. 

Also in the category of continuous flow devices should be mentioned the 
methods depending on the rate of burning, such as in time candles, time 
lamps and their numerous variations. Such timekeepers are not very 
accurate but are thoroughly reliable in dry, quiet places, even providing 
their own illumination at night. Such timekeepers are known to have bee: 
used before the tenth century A.D. and certain variations still are used by a 
few isolated tribes, especially in the tropics. 


THe Epocn or APERIODIC CONTRO! 


In or about the year 1369 the invention of an escapement mechanism for 
controlling an alternating motion from a steady motive power, such as a 
suspended weight, was the first really important step in the history of pre 
cision clock development, and marks the beginning of the second major 
epoch in timekeeping evolution. The escapement in one form or another 
was soon applied in practically all timekeepers, the most outstanding example 
of an early application being a clock constructed by Henry De Vick for 
Charles V of France in or about the year 1360 A.D. and still in use-—wit! 
extensive modifications—in the Palais de Justice in Paris. 

This invention was important, not because De Vick’s clock, or any of its 
immediate successors, were good timekeepers, but because this was the 
first time that vibratory motion in a mechanism was used deliberately to 
control the rate of a time-measuring device. All precision clocks depend in 
one way or another on using energy to produce vibratory motion, and on 
using the rate of that motion to regulate suitable dials and other mechanisms 

No simple improvement on De Vick’s clock could ever have produced a 
precision clock in the modern sense, however, because the essential rate 
controlling feature was still lacking. His invention consisted of the use of 
a verge escapement which produced oscillatory motion in a dynamically 
balanced member, known as a foliot balance, having essentially only mo- 
ment of inertia and friction. The rate of oscillation, therefore, depended to 
a large extent on the applied force exerted by the falling weight through a 
train of wheels, and upon the friction of the escapement parts and of the 
oscillating member itself. 
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This sort of operation is known sometimes as relaxation oscillation and 
appears in many forms. In the clock, the rate-controlling feature depends 
upon the length of time it takes a member having a given moment of inertia 
to move from one angular position to another under a given applied torque 
Thus, the rate depends to first order on the applied torque 

Although De Vick’s clock was one of the most famous in all history, it was 
not because of its good record of timekeeping. In its original form, it is 
said that it often varied as much as two hours a day from true time. Out 
wardly, this clock on the Palais de Justice appears about the same as it 
did originally, but the “works” have been modernized and it keeps muct 
better time now. 

The history of timekeeping during the next three hundred vears consisted 
mainly in improvements and in a great variety of applications of the prin- 
ciples contained in De Vick’s clock. During this period great numbers of 
clocks of all sizes, from tower clocks to portable table clocks were made, 
controlled by various forms of the crown wheel, verge and foliot balance 
All of these timekeepers belong to the class that we have just called aperiodic 
Their accuracy, in general, was still poor and the indicator on their dials 
consisted of but one hand—the hour hand. It was not until the inventior 
and ‘application of the pendulum that the next major improvement was 
born. in timekeeping. 


THE Epocu oF RESONANT CONTROI 


All that has been said so far is a prelude to the shortest but by far the most 
productive epoch in timekeeping, that of resonant control. The heart of 
every precision clock is an oscillatory device which depends upon resonance 
for its constancy of rate. The history of precision clock development con- 
sists largely of the choice and design of stable resonant elements and of 
devising means for using them so that as far as possible their inherent 
properties alone control their rates of oscillation. Once in stable oscilla 
tion, it is only necessary to control the indicating of dials and other suitable 
mechanisms in order to constitute a complete clock.* Presumably this 
can always be done, but in some cases it is more convenient to do than in 
others, as will appear. 

The resonant element may be any of a wide variety of forms, mechanical 
or electrical, all characterized by the single property that, if deformed from 
a rest condition and released, the stored energy is transformed back and 
forth from potential to kinetic at a rate depending chiefly on the effective 
mass and the effective stiffness, or other like properties, a small proportion 

* Encycl. Brit. 14th Ed. ‘A clock consists of a train of wheels, actuated by a spring or 


weight or other means, and provided with an oscillating governing device which so regulates 
the speed as to render it uniform.”’ 
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of the energy being lost in internal friction at each oscillation. 


Some 
resonant elements which have been used in timekeepers are illustrated iy 
Fig. 3. 


The simplest appearing of all these is that of a mass, M, supported by ; 
spring with stiffness, $. From the equation of motion 
dx 


Sx = M— 
dt? 
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Fig. 3—Typical resonant elements used in timekeeping. 








the period of oscillation may be derived simply and is found to be 


p 
/M 
= 27 A/ — 
ha 
Similarly for the simple electrical resonant circuit where current flowing 
in an inductance, /., behaves like a mass, and current flowing in a condenser, 
C, behaves like the reciprocal of a stiffness, the period may be written. 


T = 2xV/LC 


r 


Similar expressions are derivable for the periods of oscillation of all simple 


oscillating systems, including the pendulum for which the period (for 
small amplitudes) is given by 


T= ley, : 
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ome where (and g are respectively the length and gravity expressed in the same 
d it system of units, for example, the c.g.s. system. 


When any such resonant element is strained from its rest condition, and 
Va released, it will oscillate with gradually decreasing amplitude until all of 
the stored energy has been dissipated in internal friction or resistance, and 
in the friction or resistance of the coupling with the supports. In general, 
the resulting amplitude of free oscillation may be given as 


A = Age“ sin pt 


the graph of which is a damped sine wave. The rate of free oscillation, p, 
is dependent chiefly on the effective mass and stiffness and to a small degree 
on the effective resistance of the element, while the rate of loss of amplitude, 
that is, the logarithmic decrement, &, is dependent on the ratio of effective 
resistance to effective mass. 

If the resistance could be made exactly zero, such a motion once started 





lll would continue forever and its rate would be controlled wholly by the 
effective mass and stiffness of the resonant element. Actually, of course, 
s such a condition cannot be realized in practice but, by the selection of 
suitable materials and environment, and by special control means, it is 
possible to approach very closely to the ideal condition by causing the 
s. oscillation to be maintained a/most as though there were no damping. 
ICAL The evolution of precision timekeeping, whether consciously or not, has 
JLUM 


centered around the study and development of these two ideas: to discover 
resonant elements whose rate-determining properties are inherently stable, 
and to discover means for sustaining them in oscillation as though they had 
no effective resistance; or in employing means to circumvent or to com 
pensate for any such resistance. The high precision of rate control that 
can now be obtained has been the result largely of developments in these 
two categories. 
The Pendulum 

The gravity pendulum was the first truly resonant element to be used to 
regulate the rate of a clock and for nearly three centuries maintained the 


owing supremacy for precision measurements of time. The pendulum was more 
aang a discovery than an invention, the popular story of its origin being that, 
n. while still a youth of seventeen years, Gallileo Galilei chanced to notice 

that a hanging lamp in the Cathedral of Pisa seemed to swing at the same 

rate regardless of amplitude. This he confirmed approximately by com- 
simple parison with his pulse, and later made an extensive study of the isochronism 
1 (for of swinging bodies. ‘These studies were in progress as early as 1583. Near- 


ly sixty years later Gallileo described to his son Vincenzio how a pendulum 
could be used to control a clock, but no concrete result of this advice is 
known to have been made at that time. A working model of this clock, 
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made subsequently from the original drawings, is on exhibition in the Sout 
Kensington Science Museum, London. The first authentic record of t! 
actual use of a pendulum in a clock is attributed to the great Dutch scientis', 
Christian Huygens, who produced his first pendulum clock in 1657. This 
was described by him in the /orologium in 1658." 

The performance of pendulum clocks was so good that almost immed 





ately clocks of all other types were modified to include a pendulum. So 
complete was this transformation that very few unmodified clocks are now 
in existence which antedate the first application of the pendulum to time 

keeping. This, as a matter of fact, is one of the major reasons that so 
little is known about the actual mechanisms used in mechanical clocks 
that were made before the introduction of the pendulum. 

The subsequent history of pendulum clock development is well described 
in numerous books and papers and covers a wide field. Only those factors 
that relate the pendulum to other means of rate control will be discussed in 
the following. 

The properties of a pendulum which make it such a good timekeeper are 
easily seen from a study of the forces on the bob as illustrated in Fig. 3 





Since these forces must be in equilibrium at all times we may write (as 
suming no friction) 
P 
d6 
Mg sin 6 = M¢— 
dt’ 


The nearly isochronous property of the pendulum is contained in this 
relationship since the period, on solution, is 


( 


. (at jsint + 2 int + 
= —— P 4° n 9 rT 3 


where @ is the maximum semi-amplitude of swing expressed in radians 


> 


When this arc is small the period approaches a minimum. For smal! 
angles the natural period depends almost wholly on the ratio of f to g and 
the stability of 7 depends chiefly upon the constancy of f and g. Figure 4 
shows the relation between period and the arc of swing, expressed as seconds 
per day departure from the theoretical rate for zero arc. 

The sum of all the terms that depend upon powers of sin 6/2 is known as 
the circular error, relating to the fact that the bob is constrained to move 
on the arc of a circle. It was shown theoretically by Christian Huygens 
that if the bob could be constrained to move on the arc of an epicycloid it 
would be truly isochronous, that is, the period would be completely in 
dependent of its amplitude of motion. It is of interest to note at this 
point that in no other resonator used for precision timekeeping is there 
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the direct counterpart of circular error, for in all other cases the restoring 
force varies linearly with displacement in the region of operation and not as 
a sine function of it. 

In the early stages of pendulum clock development it was not necessary 
to consider the arc error because other errors were of greater magnitude. 
But it is by no means a negligible factor, and in all precision timing by 
pendulums it must be accounted for, either by allowing for an arc correction, 
as is done commonly in geodetic survey work, or by keeping the arc small 
and precisely controlling it. According to F. Hope-Jones', referring to the 
master pendulum in the famous Synchronome free-pendulum clock: “A 
variation of only 0.01 mm. in the excursion of the bob or 2 secs. of are will 
by circular error alter the rate by 0.00145 sec. per day,—and if it arose un- 
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Fig. 4—Relation between arc and rate of pendulum 


perceived and was steadily maintained, it would produce an accumulated 
error of half a second in a year, so the necessity for this close observation 
is obvious.” 

The control of arc has almost invariably been accomplished by keeping 
constant the amount of energy applied per swing so that the actual ampli- 
tude obtained is that value for which all of the applied energy is dissipated 
in the pendulum system. In a sense this method of control of arc puts a 
penalty on improvements in design that would reduce the friction, because 
the better a pendulum becomes in this respect the less stable becomes the 
arc control. Since even the best pendulums develop unexplainable small 
changes in arc, it has been common practice in some observatories to record 
the arc frequently and to make allowance for changes in it when making 
the most precise time determinations. 

The inherent constancy of rate of a pendulum, with small or constant 
amplitude of swing, depends to the one-half power on the stability of ¢/¢. 
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The changes in ¢ and g are quite independent of each other and so can | 
treated separately. Other factors that will be described also affect +! 
rate, and it is the object in every precision clock design to reduce su: 
variable effects to the absolute minimum. 

Some control can be exercised over every factor except g, which remai 
a property of space and is dependent only on the proximity of matter a: 
on acceleration. As is well known, the value of g varies over the surface oj 
the earth due chiefly to its deviation from spherical shape, and because of 
the uneven distribution of matter. It also varies with vertical displacement 
or tides at any location to such an extent that a gravity clock that keeps 
accurate time at ground level will lose a second a day or more in a tal! 
building. Actually, it is now possible to chart variations in g with hig 
precision through measurement of the rate of a pendulum clock against 
standard whose rate does not depend upon gravity. 

Most of the factors that can affect ¢ have been studied critically and 
means have been found to reduce them to very small effects. The chiei 
source of variation was at first the temperature coefficient of the pendulum 
rod. With ordinary metals the rod expands from 10 to 16 parts in a million 
per degree C, causing a proportionate change in rate of half this amount, 





corresponding to from one-half to two-thirds of a second per day. Many 
ingenious means were developed to reduce this effect, starting with Georg: 
Graham’s mercury-filled bob in 1721, followed by John Harrison’s grid-iron 
pendulum in 1726, and a great number of variations on these ideas, all de 
pending on the differential coefficient of expansion of dissimilar materials. 

About the year 1895, Charles Edouard Guillaume of Paris developed an 
alloy, consisting chiefly of nickel and iron, which he called Invar, because 
it had a very small temperature coefficient of expansion, from which pen | 
dulum rods could be made. The use of this material made it unnecessary | 


to resort to complex compensated pendulums with their own inherent insta ( 

bilities, and the accuracy of timekeeping was increased another step. The 0 

residual temperature effects could be measured readily, and compensated 

if desired, by the use of a small bar of aluminum attached to the bob. | 
Some other important factors that affect the working length of a pendu 

lum are the aging of the supporting rod, the “knife edge’ or spring used | 

for the suspension, the nature of the main supporting column or frame, 

and some atmospheric effects caused by changing temperature and pressure. 

In the most accurate pendulum clocks, the atmospheric effects are greatly 

reduced by mounting the pendulum in partially evacuated, hermetically | 

sealed enclosures which can be temperature controlled. All of these factors | 

and many others are discussed in every good treatise on accurate pendulum | 

clocks. They are mentioned here chiefly for the purpose of compariso1 


with like factors in the quartz crystal clock and to show how in many 
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ises the difficulties introduced by such factors may be more easily and 

jore positively controlled. 

In every primary clock mechanism the resonant governing device must 
be sustained in oscillation, and the manner in which this is done has a strong 
bearing on its rate regardless of the quality of the governing element. The 
basic requirements are the same for any kind of oscillator, whether a pen- 
dulum, an electrically resonant circuit comprising inductance and capaci- 
tance, a steel tuning fork, or a quartz crystal resonator. The requirements 
were first stated for the case of the pendulum by Sir George Airy in 1827 and 

t has always been the aim in the design of every good pendulum driving 
means to satisfy Airy’s condition. 
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REAL VELOCITY 


Fig. 5—Amplitude-phase diagram for resonant element 


This condition is conveniently illustrated by the diagram of Fig. 5 which 
shows the two most familiar representations of damped sinusoidal motion 
In order to provide a convenient scale in the drawing an impractically 
large damping is represented, corresponding to a Q of 20. The QO of a 
resonant circuit is related to the logarithmic decrement, 6, by the relation 
Q6 = mr. The factor 6 is the logarithm, to base e = 2.718 ---, of the ratio 
of the amplitudes at any two successive periods. It should be noted that 
the Q of a good electrically resonant circuit is in the order of 200, that of a 
good pendulum from 10,000 to 100,000 and that of a good quartz resonator 
from 100,000 to 5,000,000. The significance of these higher values of QO 
will be evident from the following discussion. 

In Fig. 5 the damped sine wave shown corresponds, point by point, to 
the phase diagram, which is simply a logarithmic spiral. By suitable choice 
of scale the spiral can be interpreted to represent either the amplitude or 
the velocity—in which case the real amplitude is vertical and the real 
velocity horizontal. In this representation the velocity is shown maximum 
when the amplitude is zero, which is a very close approximation to fact 
for all practicable values of Q. The discussion will center on the velocity 
spiral. 
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Let us assume that the pendulum is sustained in oscillation by a success 






of short impulses, one for each swing applied at some phase angle g. |i 
the impulse is really short, the velocity will be increased to the value that 
the pendulum had when it occupied the same position during the last swing 
This change of condition is represented by the short horizontal path on the 
velocity-phase diagram and, as indicated, is accompanied by an advance 

phase Ayg;. This can be interpreted as meaning that the period of a pendu 
lum sustained in oscillation in this way is reduced from its natural period 

— Ay 
. 


) 
— ; A Ame , 
the ratio of It is obvious from the diagram that Ad; becomes 


smaller and that this ratio approaches unity as the phase of the applied 
impulse approaches that of the maximum velocity—that is, when the 
pendulum is in the center of its swing; and this is Airy’s condition. It is 
clear also that if the impulse is applied after (instead of before) the instant 
of maximum velocity, the period will be correspondingly increased. From 
the geometry of the figure, it can be seen that, in the neighborhood of the 
optimum condition, the deviation from natural period is very closely pro- 
portional to the amount of the phase departure. 

The closeness of spacing of the turns of the spiral depends directly on the 
Q of the resonant element. For a Q of 200, the turns will be packed ten 





times closer than shown, and the corresponding Ag will be only one tenth 
as great, other conditions being comparable. For a Q of a million or more, 
Ay becomes very small indeed, especially when ¢ is properly chosen—and 
the variation in Ag, which is a measure of the variation in rate due to the 
driving means, may be made vanishingly small. 

The importance of the above properties to timekeeping depends upon 
how well conditions can be set up to realize them. At first wholly mechani- 
cal means were employed and, with the advent of the dead-beat and detached 
escapements and by careful design and operation, quite remarkable perform- 
ance was obtained. 

A new approach in timekeeping methods was introduced by Alexander 
Bain® in 1840 when he first used electrical means for sustaining a pendulum 
in oscillation. The importance of Bain’s invention of the electric clock is 
indicated by a long controversy over the priority of the invention with 
Charles Wheatstone, who was working along similar lines at the same time 
as a by-product of his extensive researches on the electrical telegraph. 
A brief story of this controversy entitled ‘“‘The First Electric Clock” was 
written for the one-hundredth anniversary of Bain’s invention®. The first 
electric pendulum clocks could not compare in accuracy with the best 
mechanically driven pendulums of the period but, in spite of a great deal 
of initial skepticism on the part of those brought up in the mechanical 
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tradition, electrical maintenance and control has been applied in the most 
accurate pendulums in the world. 

The free-pendulum clock makes use of the idea, first proposed by Rudd, 
of allowing a master pendulum to swing free of all sustaining or other 


‘mechanism for a considerable number of periods and of imparting to it, 


after each group of free swings, a single impulse large enough to maintain 
the next equal number. The advantage is that no friction effects of driving 
mechanism are coupled to the pendulum except during that minimum time 
required to impart energy to it. Actually, in theory, the phase error 
introduced by one large impulse after free swings is exactly the same as 
the sum of the phase errors for ” small impulses. That can be deduced 
from the phase diagram of Fig. 5. But experience has shown that a pen- 
dulum is actually more stable when the sustaining mechanism is detached 
from it the greater part of the time. 

The Synchronome free-pendulum clock includes also the basic idea of 
the gravity remontoir first applied by Lord Grimthorp (then Sir Edmund 
Beckett Denison) in the design of the mechanism of Big Ben, London, 
constructed in 1854—and still in continuous operation. The ingenious 
application of these principles and the electrical means devised by F. Hope- 
Jones and W. H. Shortt for its accomplishment have resulted in the con- 
struction of the most accurate pendulum clocks in the world by the Syn- 
chronome Clock Company ot London. The history and development of 
the free-pendulum clock is elegantly described by F. Hope-Jones in his hook 
on Electric Clocks’. 

The predominant characteristics of a pendulum resonator, as used in a 
clock, have just been discussed in order to show the parallel between them 
and the properties of other resonant systems. It will be shown how some 
of the factors that have been troublesome in the development of pendulums 
have been rather easily taken account of in other types of control devices 
and in particular in the quartz crystal clock. 


THE Evo.utTion oF ELEctTRIC OSCILLATOR CLOCKS 


It almost never happens that a result of any considerable value is obtained 
at a single stroke or comes through the efforts of a single person. More 
often even the most important advances come as the climax of a long series 
of ideas which have accumulated over a period of years until the next step 
becomes almost self-evident and is accomplished either through the necessity 
for a new result or as a logical next step. 

This was preeminently the case in the crystal clock development and 
involved the putting together of a considerable number of ideas that had 
been accumulating through a century or more of related activity. The 
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chain of events which led eventually to the crystal clock followed a cou 
quite independent of pendulum clock development, although parallel 
it, and meeting it from time to time on the way. From the start, it 
volved the use of resonant elements whose frequencies do not depend uj 
gravity for controlling the frequency of oscillations in a positive feedba 
amplifier. From a rather simple beginning, taking advantage of a series 
discoveries and inventions through about a century of progress, there has 
evolved a clock whose stability is comparable with that of astronomi 
time itself, as heretofore defined in terms of the earth’s rotation, and havi 
a versatility far exceeding all other existing means for the precision measur 
ment of time. 


Electric Oscillators 


The first recorded experiments that relate directly to this developme 
were those of Jules Lissajous* who, in 1857, showed that a tuning fork ca: 
be sustained in vibration indefinitely by electrical means, using an electro 
magnet and an interrupter supported by one of the prongs. The idea oi 
using an interrupter to sustain vibration was not new with Lissajous, but 
had been invented by C. G. Page* and described by him as early as Apri 
1837, to obtain a regularly interrupted electric current. Credit for this 
important invention is often given to Golding Bird!’ or Neeff! who evidently 
were working along similar lines concurrently although quite independent, 
of each other. Page, Golding Bird and Neeff were all medical doctors and 
evidently were interested in their devices more for their therapeutic interest 
than for the general scientific value, since ‘‘galvanic”’ electricity was at 
tributed at that time with marvelous healing powers. 

Lissajous was probably the first to make use of the idea for accurate 
measurements of rate, being a prolific experimenter in mechanics and 
acoustics, and the originator of the famous method bearing his name for 
the study of periodic motions. Indeed, the electrically operated fork was 
developed especially for use as a standard to be used in studying the rates 
of other vibrators. In principle, the electrically operated fork is like the 
pendulum drive of Alexander Bain, except that the rate of vibration in this 
case is not a function of gravity but for the most part is controlled by the 
effective mass and elastic stiffness of the vibrating member. 

The tuning fork itself was invented in 1711 by John Shore, a trumpeter in 
Handel’s orchestra’, and was developed to a high state of perfection by 
the great instrument maker and physicist of Paris, Rudolph Kénig. To 
establish an accurate standard of pitch for calibrating these forks Konig 


’ 


developed what he termed an “absolute” method for the determination oi 


frequency. ‘This consisted of a tuning fork having a frequency of 64 vibra 
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ons per second, with delicate mechanical means, similar to a clock escape 
nent, for sustaining the fork in vibration and for counting the number of 
vibrations over any desired interval of time. For this purpose, the escape- 
ment mechanism was geared to the hands of a clock, so that when the fork 
had its nominal frequency the clock would keep correct time. Dr. Konig 
credits the invention of the fork-clock to N. Niaudet™ in these words: 


“Cette disposition avait été realisée pour la premiére fois dans ’horloge A diapasor 


ue N. Niaudet fit présenter a l’Académie des Sciences le 10 décembre 1866, et que A figuré 
Lux expositions universelles de Paris 1867 et de Vienne 1873.” 


Thus, as early as 1866, the essential elements had been developed sepa 
rately from which a clock of the electric oscillator type could have beer 
constructed. But it was not until more than half a century later, wher 
there was more apparent need for such a clock, that it was actually realized 
It was chiefly for the purpose of studying temperature coefficients and like 
properties of tuning forks that Kénig constructed and used his famous 
mechanical fork-clock. There is no evidence that there was at that time 
any idea of using a fork-clock as a timekeeper 

It was for the purpose of making still more precise studies of the properties 
of tuning forks that H. M. Dadourian"™ in 1919 made use of the phoni 
wheel motor for the first time for counting the number of cycles executed by 
a fork over an extended period of time to measure its rate. By means of a 
chronograph the time interval corresponding to the total of a very large 
number of periods could be measured precisely in terms of a standard clock, 
thus providing a direct “‘absolute’’ measure of fork rate. For this he found 
already invented for him all of the essential component parts, including 
the fork with electromagnetic drive, and the phonic wheel motor. 

The phonic_wheel motor, which in some modified form is an essential 
part of nearly all oscillator clocks, was invented by two investigators, 
apparently quite independently and for entirely different purposes. The 
first published reports of each appeared in 1878. 

The first of these is an American patent that was granted on May 7, 
1878 to Poul La Cour’, a Danish telegraph engineer. The application was 
filed in Washington on April 9 of the same year, and described a fork- 
controlled impulse motor similar to those still used in many modern syn- 
chronous clocks. The other publication was a report in Nature for May 23 


1 de- 


of the March 30 Physical Society Meeting. In this, Lord Rayleig 
scribed a motor which he developed to measure the frequency of sound by a 
stroboscopic method."® Both of these original disclosures indicated a 

*“This apparatus was realized for the first time in the fork-clock which N. Niaudet 


described at the Academy of Sciences on December 10, 1866, and which was shown at the 
expositions of the University of Paris in 1867 and the University of Vienna in 1873.” 











526 BELL SYSTEM TECHNICAL JOURNAL 





considerable amount of previous study, even including the fluid-til 
flywheel to reduce hunting. It may be impossible at this time to know \ 
actually put in motion the first phonic wheel motor. 

Difficulties inherent to contact-controlled devices prevented the devel: 
ment of highly accurate fork standards of this type, and there is no evidence 
so far that any thought had been given to the use of a tuning fork as 
timekeeper. 


The method of using a microphone instead of a contact was proposed })\ 
A. and V. Guillet '’, in 1900 and has been used considerably in frequency 
standards of moderate accuracy, but that too had limitations which made 


it impossible to utilize fully the inherent stability of a good tuning fork 
The Use of Vacuum Tubes 


The first opportunity for really precise control of the frequency of a 
mechanical vibrating system, and the next step in the oscillator clock 
evolution, came with the invention of the thermionic vacuum tube at the 
turn of the century. The development of the vacuum tube has been a more 
or less continuous process'® starting with the studies of electrical conduction 
in the neighborhood of hot bodies by Elster and Geitel, Edison, and Fleming, 
and later developed into the first practical devices by Fleming!® and 
DeForest®’ in England and America respectively. The first patent for 
such a device, a two-element tube, was issued to J. A. Fleming in 1904. 
The first patent on a tube containing three elements and suitable for use as 
an amplifier was issued to Lee DeForest in 1907.” 

The vacuum tube as an amplifier found almost immediate and widespread 
application in telephony and, next to the basic telephone elements, was the 
most important single factor contributing to long distance communication. 
For this purpose large amounts of amplification were required. Very 
often in the operation of early amplifiers, enough signal from the output 
would somehow get coupled into the input circuit to make the entire circuit 
break into oscillation on its own account at some frequency for which the 
amplifier and feedback circuit were particularly efficient. 

Although this was very annoying in an amplifier, it led naturally in 1912 
to the invention of the vacuum tube oscillator, consisting essentially of an 
amplifier with coupling between the output and the input and some definite 
means for regulating the frequency of oscillation. The first to seek patent 
protection in vacuum tube oscillators were Siegmund Strauss* in Austria, 
Marconi Company in England*, A. Meissner in Germany, and Irving 
Langmuir, E. H. Armstrong and Lee DeForest” in America. Many speciti 
forms have since been invented and widely used, some of the more familiar 
types being associated with the names of Colpitts, Hartley and Meissner 
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With the vacuum tube oscillator controlled by electric circuit elements, 
: would have been possible immediately to operate a clock by means of a 
phonic wheel motor. Even if this had been done, however, the accuracy 
would not have compared very favorably with that of good mechanical 
clocks of the period. This is because the rate-controlling element of such 
oscillators was subject to large changes due to temperature and aging, and 
because means were not yet known for avoiding the effects of tube and other 
variables on the resulting frequency. 

The next important step in our evolution was the use of the vacuum 
tube to sustain the vibration of a tuning fork. This may be considered 
either as an improvement on the contact-driven fork by the substitution of 
a vacuum tube relay device instead of the contact, or as an improvement on 
the vacuum tube oscillator by the substitution of a mechanical resonator 
for the electrical resonant element. This achievement was first announced 
by Professor W. H. Eccles* in April or May, 1919, and was followed on 
June 20 by a note by Eccles and Jordan* in the London Electrician. Mean- 
while, on June 16 of the same year, a similar announcement appeared in 
Comptes Rendus by Henri Abraham and Eugene Block**, showing that 
parallel developments were in progress in both England and France. How- 
ever, Eccles and Jordan in discussing their work at the National Physical 
Laboratory stated: ‘‘Several instruments of this kind have been set up and 
used during the past 18 months.”” From this, we may imply that they had 
vacuum tube driven forks in operation early in 1918. 

One of the chief advantages of the use of the vacuum tube to sustain 
oscillations in a mechanical system is that the variable friction of the contact 
mechanism is avoided. Previously this had been one of the main causes of 
instability. With the new method it became possible to operate in a wide 
frequency range, continuously, and at small amplitude, and to deliver 
alternating currents of approximately sine wave form and having more 
constant frequency than heretofore had been possible. The judicious use 
of a vacuum tube in delivering power to sustain the vibration of a resonator 
is analogous to the ideal of the so-called free pendulum but may be utilized 
more effectively in freeing the resonator from disturbing influences associated 
with the driving means. 

Another important advantage, which, however, was not realized im 
mediately, is the ease with which the phase of the driving force applied to 
a mechanical vibrator can be adjusted for greatest frequency stability. 
In a manner analogous to the pendulum, in which it was shown that the 
rate is least affected when the driving impulse is applied at the instant of 
maximum velocity, the current delivered to the driving electromagnet and 
hence the force applied to the vibrating element, should be in phase with 
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the velocity of that element. In the vacuum tube oscillator, it is a relatiy 
simple matter to design the feedback circuits to meet this condition \ 
accurately. 

In 1921 and 1922 Eckhardt, Karcher and Keiser®’:*° described 
development of a precise fork and vacuum tube driving means, pointing 
out the following uses: ‘‘As a sound source; as a small scale time standa 
as a current interrupter; as a synchronizer.’’ The chief emphasis seems 
have been on the second item because in the same year Eckhardt descri}ec 
a high-speed oscillograph camera using the same fork as a precise timing 
device. The study and improvement of the tuning fork oscillator wer 
carried on continuously and soon such oscillators were used in sever 
national physical laboratories and commercial research institutions as sta: 
ards of frequency and time interval. 

The next two reports of progress appeared in 1923, one by D. W. Dy« 
of the National Physical Laboratory in Teddington, and the other by J. \\ 
Horton, N. H. Ricker and W. A. Marrison of Bell Telephone Laboratories, 
New York City. Both of these papers disclosed work done over a period 





of two or three years and described apparatus that had been in operation 
for a considerable period. Dr. Dye employed a 1000-cycle steel tuning 
fork and a phonic wheel motor operating synchronously from it with a 
gear reduction and cam to produce periodic electrical signals which he 
compared with a clock by means of a chronograph*'. Horton, Ricker, and 
Marrison used a 100-cycle steel fork, a synchronous motor with a gear 
reduction to produce electrical impulses at one-second intervals, and a 
clock mechanism operating directly from these signals®. This appears to 
be the first time that a vacuum tube-controlled oscillator was ever used to 
operate a complete clock mechanism. Shortly thereafter, a clock was built 





in which the 100-cycle motor was geared directly to the clock mechanism 
instead of operating through a stepping device. A contacting device was 
retained, however, for the purpose of making precise time measurements 

For precise measurements of rate over long time intervals, means were 
provided to compare the seconds pulses controlled by the synchronous 
motor directly with time signals received by radio from the Naval Observa 
tory. To facilitate these comparisons, a two-pen siphon recorder was built 
by means of which the time marks were laid down side by side on a moving 
strip of paper in such a way that accurate subdivisions of a second could be 
made on any part of the record. 

This same two-pen recorder and 100-cycle fork time standard was used 
during the total solar eclipse of January 24, 1925 to time the progress of 
the moon’s shadow as observed at a number of stations in the path which 
were all connected by a round-robin telegraph circuit, through the Bell 
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felephone Laboratories’ headquarters in New York City “*. A photo- 
graph of the original records is reproduced in Fig. 6. This is believed to be 
the first time that a vacuum tube oscillator type of time standard was ever 
used in the service of astronomy. 

During the following ten years a great number of improvements were 


atIVE\ 
Nn very 


a(| The 
Inting 


ndard made in tuning fork oscillators and they became widely used as precise 


frequency standards. The Bell Laboratories’ 100-cycle fork standard was 
mounted in a container which could be sealed at constant pressure or vac- 


ems to 
scribed 
timing uum. It was carefully temperature controlled and provision was made to 
keep the amplitude within prescribed limits. In describing this improved 
standard®, comprising a synchronous motor geared directly to a clock 
mechanism, the authors Horton and Marrison made the following statement: 


r were 
several 


stand- 


. “During tests on this frequency standard, it was found that it constituted a far more 
V. Dye reliable timekeeper than the electrically maintained pendulum clock which was used to 
yw obtain the data already published. The pendulum clock was, therefore, dispensed with 

and all measurements of the rate of the fork are now made by direct comparison with the 
mean solar day as defined by the radio time signals sent out by the U. S. Naval 
Observatory.” 


itories, 
peri vd 


eration ’ : E p 
In all fairness to the pendulum clock in question, it should be stated that 


tuning ; 
the laboratory was situated on the seventh floor of a building adjoining a 


a 
cea busy street and so was continually subject to vibration from traffic, wind, 
or, and and other changing conditions. Disturbances of this sort have little or no 
a gear effect on standards of the electric oscillator type but seriously impair the 
pore performance of most high precision pendulum clocks. The relative im- 
munity of the oscillator standard to change of position and shock has an 


important bearing on its value in many applications. 
Probably the most precise tuning fork controlled time and frequency 


ears to 
used to 
is built : 
Meine standards ever constructed were those developed in the National Physical 
Laboratory at Teddington, as a continuation of the work begun there by 
Professor Eccles and carried forward by Dr. Dye and his staff. A report 
by D. W. Dye and L. Essen in the Royal Society Proceedings in 1934" 
described a number of refinements in the fork and method of use some of 


ice was 
ments. 
is were 


jronous rae : 
which had been suggested by Dr. Dye as a result of his studies ten years 


earlier. Among these was the use of elinvar in the construction of the forks 
in order to reduce the effect of variable temperature on the frequency 
Elinvar is a nickel steel containing about twelve per cent of chromium, 
which on proper treatment has a smali or zero temperature coefficient of 


bserva- 
as built 
moving 
ould be 


elasticity. It was invented by Charles Edouard Guillaume** and was 
The excellence of the N.P.L. fork 


as used 
zress of 
. which : 
he Bell which states in part: 


further studied by P. Chévenard**: *. 
standard can be appreciated readily from the conclusion of the 1934 report 
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“The frequency of the fork in comparison with the N.P.L. Shortt clock can be measured 
at any time with an accuracy of 5 parts in 10°. It is necessary to apply a correction for 
the rate of the Shortt clock, and the ultimate accuracy with which the absolute value of 
frequency is known depends on the accuracy of the time signals which are used to determinc 
the rate of the clock. The final frequency can, however. usually be ascertained with an 
accuracy of +1.5 parts in 10°. In its present condition the tuning fork maintains a 
frequency stability of the order of 3 parts in 10° over periods of a week or more.” 

A considerable amount of effort has been devoted to the improvement of 
‘tuning forks, directed mostly toward stabilizing the fork itself. Patents 
issued to H. H. Hagland*', August Karolus® and Bert Eisenhour* have been 
concerned with the reduction of temperature coetticient by various methods 
of compensation in the alloy or in the mechanical structure of the fork. In 
recent years, alloys have been produced from which forks with a zero coeth 
cient of frequency can be machined. These alloys have neither a zero ex 
pansion coethcient nor a zero elastic coefficient, but the two coefticients are 
so balanced that their effects cancel as they concern the frequency of a 
tuning fork. 

One of the largest residual sources of error in a good fork is that caused by 
the coupling through the mounting. A fork which is efficient as a producer 
of sound by coupling through the base would be quite useless as a precise 
standard of rate due to the losses introduced in this manner. It has been 
shown by S. E. Michaels‘! that the tines of a well-balanced fork can be so 
shaped that practically no energy at fundamental frequency is transmitted 
through the base. 

By making use of all that is known about materials, shapes and mountings 
for tuning forks, and all that is known about stabilized vacuum tube cir- 
cuits for driving them, it is quite possible that considerable further improve- 
ment could now be obtained in such a standard. Kut another line of 
development has shown greater promise in this field and the ultimate 
accuracy of tuning fork oscillators has never been pursued. 


The Quart: Resonator 


During the same ten years that the greatest advances were being made 
in the tuning fork art, the striking properties of the quartz crystal resonator 
were reviewed and first applied in the construction of frequency and time 
standards. . Its use in primary standards for the most exacting measure- 
ments of frequency and time is now almost universal in national and indus- 
trial laboratories throughout the world. 

(Quartz crystal is the most abundant crystalline form of silicon dioxide, 
occurring, in some parts of the world, in large single crystals from which 
mechanical resonators of useful dimensions can readily be formed. The 
physical properties that make it eminently suitable for use in a standard of 
rate or time are its great mechanical and chemical stability. Having a 
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hardness nearly equal to that of ruby and sapphire, and a rigidity of struct 
such that it cannot be deformed beyond its elastic limit without fractu 
it might be expected to remain in a given shape indefinitely under ordin: 
conditions of use. Because of its great chemical stability, its composit 
is not easily modified by any ordinary environment. 

In addition to its inherent physical and chemical stability, the elas 
hysteresis in quartz is extremely small. For this reason, it requires only a 
very small amount of energy to sustain oscillation and the period is only 
very slightly affected by variable external conditions in the means for 
driving it. 

A striking illustration of the importance of this property is indicated })y 
the number of periods that a resonant element will execute freely, that is, 
without any sustaining forces whatever, during the time required for the 
amplitude to decrease to one-half of some prescribed value. For a good 
electrical circuit consisting of an air core inductance and an air condenser, 
this number is about 100; for a good tuning fork in vacuum, it is about 2000) 
For a good cavity resonator under standard conditions of temperature and 
pressure, the number may be as high as 10,000. The best gravity pendu 
lums will swing freely from 2,000 to 20,000 times before they reach hali 
amplitude. The effect is most striking of all in quartz crystal, in which the 
internal losses are extremely low. Professor Van Dyke has measured the 
rate of decay of oscillations under a wide range of conditions and has found 
that, as ordinarily mounted, nearly all of the losses are in the mounting or 
in the surrounding atmosphere, if any, or in surface effects. Extremely sma! 
amounts of surface contamination will more than double the decrement 
Recently*® Maynard Waltz and K. S. Van Dyke have measured the decre- 
ment of one out of the first set of four zero coefficient ring crystals ever made' 
and found that, vibrating freely in vacuum and favorably mounted, it would 
execute more than a million vibrations before falling to half amplitude. 

The advantage of this property is immediately obvious because of the 
relatively small amount of energy that must be supplied at each oscillation 
to keep the resonator in motion. As already discussed in relation to the 
pendulum, the amount that the rate of oscillation may be disturbed in a 
given structure is proportional to this energy and, to first order, on the 
departure from the ideal phase condition of the applied driving force. 

The properties just enumerated are sufficient to assure the superiority oi 
quartz crystal for the control element in a rate standard; no other vibrating 
system known at the present time is so sharply resonant or so stable. How- 
ever, one more property, its piezoelectric activity, has added greatly to the 
convenience of its use in vacuum tube devices. 

The piezoelectric effect was discovered by the Curie brothers in 1880,* 
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= : and in the years following was studied extensively by them °°. They 
ht found that when quartz and certain other crystals are stressed, an electric 
7 = potential is induced in nearby conductors and, conversely, that when such 
_— crystals are placed in an electric field, they are deformed a small amount 

laced proportional to the strength and polarity of that field. The first of these 
| 5 : effects is known as the direct piezoelectric effect and the latter as the inverse 
biugs ) 4 effect. The amount of such deformation in quartz is extremely minute, a 
sth static potential gradient of 1 esu (300 volts) per centimeter causing a 
ans 0 


maximum extension or contraction, depending on the polarity, of only 


ted | 6.8 X 10> cm per cm. If a crystal resonator is subjected to an alternating 
ated bv - J 
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Fig. 7—Equivalent electrical circuits for typical quartz crystal resonators. 


be observed only under a high powered microscope. This, in conjunction 


ve dlecre- with means for precise amplitude control, is one of the reasons for the 












« made” remarkable frequency stability of quartz crystal oscillators. 

s¢ would In practice, a quartz resonator is mounted between conducting electrodes 
nile. which now most often consist of thin metallic coatings deposited on the 
of the surface of the crystal by evaporation, chemical deposition or other suitable 
scillation means. Electrical connection is made to these coatings through leads 


which also support the crystal mechanically. The resonators with which 
we are chiefly concerned in this discussion have only two electrodes. 

If such a two-terminal resonator is connected into any circuit, it will 
behave there as though it consisted of wholly electrical circuit elements, 
usually of such low loss as can not be realized by other means. The equiv- 
alent electric circuit for a quartz crystal resonator was first described®! by 
K. S. Van Dyke in 1925 and, for some significant cases, is illustrated in 
Fig. 7. The part of such an equivalent circuit which in many cases cannot 
be duplicated by any ordinary means is the inductance element containing 
so little resistance. It is as though an electric resonator could be made and 
utilized constructed of some supra-conducting material. 
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Among the first serious efforts to utilize the piezoelectric effect in electri 
circuits were those of Alexander McLean Nicolson who used rochelle s 
crystal in the construction of devices for the conversion of electrical ener 
into sound and vice versa. He constructed loudspeakers and microphones 
during several years of study prior to the publication of his work 
1919-ideas now being used extensively in phonograph pickups, mi 
phones and sound producers. Nicolson also was the first to use a piezo- 
active crystal to control the frequency of an oscillator. His patent 
applied for in 1918, shows a circuit which he operated successfully in 1917 
The first actual use of resonators of quartz is attributed to P. Langevin® 
who drove large crystals in resonance in order to generate high-frequenc) 


sound waves in water for submarine signaling and depth sounding. 


The Quarts Crystal Controlled Oscillator 


The first comprehensive study of the use of quartz crystal resonators 
to control the frequency of vacuum tube oscillators was made by Walter G 
Cady in 1921 and published by him in April, 1922. This was the ste 
which initiated a most extensive and intensive research of the properties o! 
quartz crystal and into methods for its use in numerous fields requiring 
stable frequency characteristic. 

The extent and importance of this research are well indicated by the 
number of investigators and published contributions to the art. Amony 
these, a paper by A. Scheibe®’ in 1926 lists 28 articles on the subject, along 
with a description of his own extensive studies. Two years later Cady 


Ss 


published a bibliography on the subject, including 229 separate references 
to papers and books and 84 patents in various countries. R. Bechmann i 
1936 published a review of the quartz oscillator®’ including 26 references to 
other original contributions in that field alone. More recently there comes 
at the end of Cady’s 1946 book® on *Piezoelectricity”’, a bibliography of 
57, books and 602 separate published articles on this subject. By any 
measure this represents a great amount of detailed effort for a single subject 
in so short a time-—just about a quarter of acentury. Of this great amount 
of material, it is feasible to review only a small number of the outstanding 
ideas relative to the evolution of the quartz crystal clock. 

The first published quartz-controlled oscillator circuit is reproduced in 
Fig. 8A from Cady’s 1922 article. In this oscillator the “direct” and 
“inverse” piezoelectric effects were employed separately, making use ol 
two separate pairs of electrodes. The output of a three-stage amplifier 
was used to drive a rod-shaped crystal at its natural frequency through 


one pair of electrodes making use of the “inverse” effect, while the input to 


the amplifier was provided through the “direct” effect from the other pair 
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Phe feedback to sustain oscillations in the electrical circuit could be obtained 
only through the vibration of the quartz rod and hence was precisely con- 
trolled by it. Cady’s results were received with widespread interest and 
were duplicated and continued in many laboratories, which soon resulted 
in many new discoveries and inventions. 
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(a) EARLIEST QUARTZ OSCILLATOR, * 
WALTER G. CADY, 1921 





























_——— 
< : ‘L . o% 
YY [ 
' ge A / <}f 
ok ako 
is —slylt+ 
j 





(C) BRIDGE STABILIZED OSCILLATOR, L.A.MEACHAM 


Fig. 8 — Typical quartz oscillator circuits 


Important contributions were made by G. W. Pierce, who, showed in the 
following year that plates of quartz cut in a certain way could be made to 
vibrate so as to control frequencies proportional to their thickness®'. He 
also proposed somewhat simplified circuits for their use which soon found 
very general application in the construction of wavemeter standards and 
later for oscillators used to control the frequency of broadcasting stations 
and for many other purposes. In 1924, the General Radio Company of 
Cambridge, Massachusetts, produced a commercial instrument based on 
these studies. 
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The significance of the unusually stable properties of quartz crystal 
which at times were viewed with a sort of awe and a tendency at first t 
expect too much®* ~was soon recognized in relation to precise standard 
of frequency and time, and many laboratories made experiments directe 
toward these applications. 

For some years these efforts usually took one of two forms: either that : 
a quartz-controlled oscillator used as a comparison standard by various 


$ 


means™, or that of using the quartz resonator itself as a portable standar 

the high-frequency counterpart of an isolated tuning fork. Probably th: 
most convenient standards of the latter sort were the luminous resonators 
first described in 1925 by Giebe and Scheibe*. The following year the, 
proposed the use of such luminous resonators as frequency standards and 
shortly following, portable frequency indicators of this sort were made 
available for general use. The use of such a luminous resonator for the 
international comparison of frequency standards was reported by S. Jimbo 
in 1930. The first international comparison of frequency standards 
making use of piezo resonators as isolated standards was carried out by 
Walter G. Cady in 1923, who by means of a set of early type resonators com 
pared the existing standards at Rome, Livorno, Paris, Teddington, Farn- 
borough, Washington, and Cruft Laboratory at Harvard University” 
In the following year the U. S. Bureau of Standards carried out a similar 
international frequency comparison, but of greater accuracy, employing 
portable quartz crystal oscillators. This comparison and other important 
related studies were described by J. H. Dellinger in 1928—*The Status of 
Frequency Standardization’. 

It was soon recognized that quartz oscillators could be built with a 
stability far greater than that of any other known type and that they possess 
qualities very desirable for a combined time and frequency standard 
However, all early quartz oscillators had frequencies far too high to operate 
any synchronous motor and it was not immediately obvious how a clock 
could be operated thereby. 


The Frequency Divider 


The illustration in Fig. 9 from the author’s notebook for November, 1924 
is believed to be among the earliest means proposed to accomplish this. 
In brief, the proposal was to control the speed of a motor driving a high- 
frequency generator so that a harmonic of the generator output, say the 

*In 1929, M. G. Siadbei wrote ‘‘Nous pensons que le quartz piécoélectrique peu! 
trouver un nouvel emploi dans la chronometrie, étant donnée la conservation rigoureuse 
ment constant de ses oscillations.” 


‘La seul cause de variation de la période d’oscillation résulte en effect du changement ci 
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tenth, would have a frequency of the same order as that of the crystal but 
differing from it by a relatively low frequency, f;. This low frequency, 
derived from the modulator was to be used to drive the synchronous motor. 
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Fig. 9—Farly suggestion of means to control a rotating device such as a clock from a 
high frequency. 


The shaft speed of the motor-generator would, therefore, be integrally 
related to the crystal frequency and hence any mechanism geared to the 
shaft, such as a clock, would indicate time as dictated by the crystal. This 
method could have been carried through readily by a combination of means 
already developed for other purposes, and the construction of an apparatus 


based on this suggestion was soon begun. However, a simpler method®, 
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not involving a rotating machine in the control system, was suggested a 
the first quartz crystal clock was constructed using the simpler meai 
This apparatus was described by Horton and Marrison“’ before the Inter: 
tional Union of Scientific Radio Telegraphy in October, 1927. The re: 





Fig. 10--50,000-Cycle quartz resonator, in original mounting, used in first 
clock— 1927 
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Fig. 11—Submultiple controlled frequency generator used in first quartz clock 


nator in its mounting that was used in this first model is shown in Fig. 10 
It consisted of a rectangular block of crystal, cut in the manner usually 
called X-cut, and of such size as to oscillate at a frequency of 50,000 cycles 
per second in the direction of its length. The temperature coefficient 0! 
this resonator was approximately 4 parts in a million per degree C at th 

















d al 
1e€a! 
terni 
resi 


quartz 


TROLLED 
V-FREQ 
UTPUT 


lock. 


Fig. 10. 
- usually 
0 cycles 


icient of 
C at the 














EVOLUTION OF QUARTZ CRYSTAL CLOCA 539 


temperature of operation, which was controlled at a value in the neighbor 
hood of 40 degrees C. 

The method for frequency subdivision used in this first quartz crystal 
clock is illustrated in Fig. 11. The inductance element of an electric circuit 
oscillator, designed to operate at the desired low frequency, has a core of 
variable permeability so that the frequency can be adjusted over a narrow 
range through the control of direct current in an auxiliary winding. A 
harmonic of this low frequency, generated in the tube following the oscil- 
lator, is compared with the incoming high frequency in the vacuum tube 
modulator. The harmonic chosen has nominally the same frequency as 
that of the control, or crystal oscillator, so that one output of the modulator 
is a direct current whose magnitude and sign vary with the phase relation 
between the inputs to the modulator. The use of this method to regulate 
the low-frequency oscillator insures that the low frequency is some exact 
simple fraction of the high frequency. If, therefore, a synchronous motor 
is operated from the low frequency thus produced, its rate represents ac- 
curately that of the high-frequency source as though it had been possible to 
use that source directly. 

Several other electrical circuits were proposed around 1927 for the sub- 
division of high frequencies. The method in most general use at present is 
an adaptation of the “‘multivibrator” first used by Henri Abraham and 
Eugene Block in 1919 for the measurement of high frequencies”. They 
used their circuit to produce a wave rich in harmonics and having a funda- 
mental that could be compared directly with that of a tuning fork standard. 
By various means now well known the high frequency could be compared 
with one of the harmonics of this special oscillator. 

This procedure was reversed by Hull and Clapp”, who discovered that 
the fundamental frequency could be conirolled by coupling the high-fre- 
quency source directly into the circuit of the multivibrator. This, in fact, 
is a general property of any oscillator in which the operating cycle involves 
a non-linear current-voltage characteristic, being most pronounced in those 
of the relaxation type. Vander Pol and Van der Mark in 1927 reported on 
some experiments on “frequency demultiplication” using gas tube relaxation 
oscillators’. The multivibrator is, in effect, a relatively stable relaxation 
oscillator’, and with slight modification has been used extensively as the 
frequency-reducing element in quartz-controlled time and frequency stand- 
ards throughout the world. 

One serious difficulty with the multivibrator type of submultiple generator 
has been that, if the input fails or falls below a critical level, it will continue 
to deliver an output which, of course, will not then have the expected fre- 
quency. Certain variables in the circuit, such as tube aging, may cause a 
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similar result. With this in view, a general method for frequency conversior 
has been developed by R. L. Miller”, in which the existence of an output 
depends directly on the presence of the control input. The basic idea ij 
volved in this, now known as regenerative modulation, was anticipated by 
J. W. Horton in 1919%* but had not been developed prior to Miller’s iy 
vestigations. The circuit of a regenerative modulator in its simplest forn 
as a frequency divider of ratio “two” is shown in Fig. 12. 

Soon after the announcement in 1927 of the first quartz crystal controlle 
clock,*® the idea was studied and applied in many places notably in Ameri: 
and Germany, and at the present time it forms the basis for precise measur 
ments of time and frequency in many government physical laboratories 
as well as in many astronomical observatories and industrial and university 
laboratories throughout the world. 





‘ommend 








INPUT, 2f output, f 


OO 























Fig, 12—Frequency divider for ratio TWO employing regenerative modulation. 


Although the first results were quite satisfying, it was the immediate 
interest of all concerned to tind out what improvements could be made, 
and these were not long in coming. As in the case of the pendulum already 
discussed, or with any other oscillator, the constancy of rate obtainable 
depends on two kinds of properties: those which concern the inherent 
stability of the governing device itself, and those concerned with the means 
for sustaining it in oscillation. Some of the factors in the two groups are 
interrelated and must be considered together. 

The improvements in quartz oscillator stability therefore have been 
concerned with two main endeavors, namely that of cutting and mounting 
the resonator so as to realize effectively the unusually stable properties of 
quartz crystal itself, and that of coupling it to the electrical circuit in such 
a way as to avoid the effects of such variables as power voltage variation, 
aging of vacuum tubes, and the like, on the controlled frequency. The 
latter effects were not obvious at first because the temperature coefficient 
and the effects of friction and change of position in the mounting caused 
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variations of considerably larger magnitude. It was natural, then, to 
see what could be done about these effects. 


Zero Temperature Coefficient of Frequency 

With the knowledge that X-cut resonators had negative coefticients, 
frequently as large as thirty parts in a million per degree C, and that Y-cut 
resonators in general had positive coefficients, often in excess of a hundred 
parts in a million per degree, the author undertook to make resonators of 
such shape that the oscillations would occur in both modes simultaneously, 
and so combine the coefficients, in the hope that the resultant could be 
made zero.”7 

The first experiments, made on two series of resonators both yielded 
encouraging results. The first was a series of rectangular X-cut plates of 
varying thickness shown in Fig. 13. “The second was a series of three circular 
dises of different diameters, all being cut with the large surfaces in the plane 
of the Y and Z axes. The three discs were made from the same material, 
each smaller one being trepanned from the previous one after complete 
measurements had been made upon it. The set of circular crystals remain- 
ing after these tests were completed is shown in Fig. 14 and the slab from 
which they were cut is shown assembled with the original large crystal in 
Fig. 15. 

Subsequent tests showed that the annular pieces could be designed for a 
low or zero coethcient and such a shape shown in Fig. 16 was employed for 
a number of years in the Bell System Frequency Standard in New York 
City’. As described in this reference, the reason for using the ring in 
preference to the solid disc or rectangular plate was in the convenience of 
mounting. The rings were formed with a ridge in the central plane of the 
hole so that they could be supported on a horizontal pin thus providing a 
one-point support at a position where the vibration is very small. The rings 
used in this first application of zero coetlicient quartz resonators have been 
called “doughnut” crystals for obvious reasons. In Fig. 17, George Hecht 
is shown making a final adjustment, by “lapping” with fine abrasive, on one 
of the four original zero-coefficient ring crystals. Mr. Hecht made all four 
of these resonators, as well as many others of various shapes and sizes used 
in the early experiments in this work. 

Supported as described, the rings hang in a vertical plane and, as first 
used, they were supported freely between solid electrodes rather closely 
spaced to the flat surfaces. The small amount of free motion relative to the 
electrodes, inherent in this sort of mounting, caused occasional changes in 
frequency if the support were disturbed, which at times would be as large 
as one part in ten million. To avoid this difficulty, other ring crystals were 
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constructed with a sort of narrow shelf at the central plane that could | 
mounted in a horizontal plane on pin supports. The two methods of su 


porting the ring resonators are illustrated in Fig. 18. Such resonators wei 





Fig. 14—Circular pieces remaining after temperature coefficient study of quartz discs 
and rings. 





Fig. 15—Large crystal and slab from which low coefficient studies were made. 


used in the Bell System Frequency Standard until 1937 when they were 
replaced by an entirely different type that will be described later. 

The rings were adjusted to oscillate at 100,000 vibrations per second, 
the frequency which has been adopted in nearly all oscillators of extremel 
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Fig. 16—100-Kilocycle quartz ring resonator with zero temperature coefficient 





Fig. 17—-George Hecht finishing the first set of zero-coefficient quartz rings 


constant rate. All of these rings were constructed to have a zero frequency 
temperature coefficient at a temperature in the neighborhood of 40 degrees 


C, the frequency being a maximum at that point on an approximately para 














544 BELL SYSTEM TECHNICAL JOURNAL 


bolic characteristic. The zero temperature coefficient makes it possible 
practically eliminate frequency changes caused by ambient temperati 
changes since, by relatively simple means, it is possible to control the reso: 
tor within + 0.01 degree C, at the temperature for which the effect is su 
stantially nil. The reduction of the effect of temperature, and the stabili 
tion of the mounting, increased the stability of frequency control and os 
lator-clock rate beyond anything that had ever been obtained befo 
Subsequent improvements that will be described later produced even great 
stability. 
ELECTRODES 
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Fig. 18—-Methods of mounting quartz ring resonators. 
The Crystal Clock 


The striking stability of the crystal oscillator clock led the author to pro 
pose the general use of this type of clock for precision timekeeping, the chiet 
emphasis having been previously on the derivation of constant frequency 
A paper entitled “The Crystal Clock,’* presented before the Nationa! 
Academy of Sciences in April, 1930, described such a clock and pointed out 
some of its properties and likely uses. 

Chief among these properties, of course, is its inherent stability and rela 
tive freedom from extraneous effects. The quartz crystal clock is not 
dependent on gravity and, without any compensating adjustment, will 
operate at the same rate in any latitude and at any altitude. This property 
already has been useful in the measurement of gravity and gravity gradient 
by measuring the rates of pendulums on land and at sea.*”: *! 

The crystal clock is practically immune to variations in level and shock 
and can be used as an instrument of precision under conditions entirel) 
unsuitable to pendulum clocks. For this reason it performs satisfactoril) 
in practically any location, including earthquake zones, and may be used i: 
transit as in a submarine, in an airplane or on the railroad. 
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Some of the outstanding properties of the quartz oscillator clock were dis- 
cussed in 1932 by A. L. Loomis and W. A. Marrison™, in relation to a series of 
experiments comparing the performance of quartz clocks at Bell Telephone 
Laboratories in New York and a set of synchronome free-pendulum clocks 
operating in The Loomis Laboratory in Tuxedo Park, about fifty miles away 
The comparison was effected through a circuit maintained between the two 
laboratories over which a 1,000-cycle current controlled by a crystal in New 
York was used to drive the Loomis Chronograph® in Tuxedo Park. During 
part of the time, signals from the clocks were sent back over the same circuit 
and recorded on the Bell Laboratories’ Spark Chronograph”. 

The quartz oscillator assembly at the Bell Telephone Laboratories at the 
time of these experiments is shown in Fig. 19. The four ring crystals in their 
individual temperature-controlled ‘ovens’ are mounted under hermetically 
sealed bell jars to avoid the effects of ambient temperature and atmospheric 
pressure changes. The vacuum tube oscillator circuits are immediately 
below the bell jars; and the control, monitoring and power supply equipment 
in the remainder of the space. 

One of the most interesting results of these cooperative experiments was 
the measurement of a periodic variation in the rate of the pendulum clocks 
in phase with the lunar daily cycle. The amount of this daily variation is 
very small, being only a few tenths of a millisecond, but readily observable 


in comparison with a stable rate standard that does not vary with gravity 


Further Refinements in Quarts Clocks 


The spectacular results from the use of the quartz crystal clock up to this 
time, about 1932, were due in part to its novelty and in part to the fact that 
it is quite independent of some of the variable factors that affect conventional 
precision clocks, including gravity itself upon which the rate of all pendulum 
clocks depends. ‘The remarkable stability of present day quartz oscillators 
and clocks is the result of a series of developments and retinements extending 
over a number of years. 

As mentioned previously, the factors that cause departure from constant 
rate in the completed operating device fall into two distinct classes, namely 
those which concern the inherent or natural frequency of the resonator itself, 
and those which concern the means for driving it at that inherent rate. 

The first class comprises all those properties of the mounted resonator 
which tend to relate its inherent rate to ambient conditions such as tempera- 
ture, atmospheric pressure, change of position and vibration, and to the 
passage of time—that is, aging. Since the final stability cannot exceed the 
inherent stability of the mounted resonator itself, its study is of prime 
importance. 
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Phe second class comprises properties of the means for sustaining oscilla 


tions in such a resonator which relate the resulting actual rate to variations 


in the electrical circuits, in the power voltages, in vacuum tubes and other 


like effects. In the limit, it is the hope that the net result of all such effects 
can be eliminated so that the stability of the quartz crystal alone will remain 
the sole governing factor. This is the goal, and the inherent stability of the 
substance, quartz crystal, is the limit toward which the stability of the 
quartz cry stal clock will approac h but cannot exceed 

rhe development of the quartz resonator and its mounting for numerous 
applications is described in some detail by Raymond A. Heising and his 
collaborators’ in their recent book, “(Quartz ( ‘rystals for Electrical Circuits 
Of all the types of resonator described in this work the one having the most 
extensive use at the present time, for quartz clock installations and for 
other applications of comparable accuracy, is the GT crystal resonator 
developed by W. P. Mason. This resonator is cut from quartz crystal in 
such a way that the positive and negative coefficients are effectively neutral! 
ized over a range of about 100 degrees C, so that in any part of this range the 
resulting temperature coefficient of frequency is not more than one part in a 
million per degree C. With suitable precautions in manufacture, the 
tangent at the point of inflection in the frequency-temperature curve may be 
made horizontal, which means that the temperature coefficient may be made 
substantially zero over a considerable range of temperature. 

The GT crystal resonator therefore introduces two significant advantages 
in timekeeping, namely that greater accuracy of rate may be obtained with a 
given accuracy of temperature control and that the value at which the 
temperature is controlled may be chosen in a considerable range. In fact, 
without any temperature control at all, the rate of a clock regulated by 
such a crystal may be accurate to a tenth of a second a day over an ambient 
range of 100 degrees C. Among the many quartz clock installations now 
using the GT resonator, all or in part, are the Royal Observatory at Green 
wich, the British Post Office, the U. S. Naval Observatory and the U.S 
Bureau of Standards. 


One of the chief sources of variation in rate of quartz oscillators, in the 
early stages of their development, was in the means for mounting and in the 


electrical circuit connections. As mentioned previously, any variation in the 
effective resistance or in the effective mass or stiffness of a resonator has a 
direct effect upon its rate of oscillation. The problem reduces to that of 
supporting the resonator So that the frictional losses are small and constant 
and so that the coupling to the electrical circuit is as nearly as possible 
invariable. 


The mounting of quartz crystal units is discussed at length by R. M. ¢ 
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Greenidge in Chapter XIII of Mr. Heising’s book referred to above.® Thi 
most satisfactory means by far that has been found for mounting crystals oi 
the GT type is that of actually soldering them to thin supporting wires by 
means of small discs of silver deposited on the crystal at its nodes. This 
method serves the double réle of supporting the crystal and of providing 
electrical connection to metal electrodes plated on the crystal. Resonators 
so supported may be made almost immune to mechanical shock and will con- 
tinue in satisfactory operation through accelerations of several times g 
Nearly all crystals which vibrate in a long dimension are now mounted in 
this way. One manufacturer produced about 10,000,000 crystals of a singl 





Fig. 20—Pressure-mounted GT crystal for sealing in a metal envelope. 


type so mounted in a three-year period during World War II. Prior to the 
use Of wire supports, such crystals were ‘‘pressure mounted”’ by means of 
small metal jaws which clamped from opposite sides at the nodes. A GT 
crystal mounted in this way is shown in Fig. 20. Crystals so mounted are 
still in use in the Bell System Frequency Standard, being the first of the GT 
crystals to go into actual service. This type of mounting is not quite so 
stable as the wire mounting and is somewhat more difficult to manufacture 
One of the wire-mounted crystals such as developed for LORAN and other 
oscillators of comparable accuracy is shown in Fig. 21. 

The plating of electrodes on the crystal surface has led to increased 
stability of frequency control, chiefly because the coupling to the electrical 
circuit may be kept more nearly constant thereby. When separate elec- 
trodes were employed, the variation in spacing was always found to be a 
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source of instability, as mentioned previously in relation to the use of the 
first ring crystals. Plating of crystals is not a new idea but the application 
to quartz resonators of high Q requires a great amount of technical skill in 
order to obtain coatings which are mechanically and chemically stable and 
which utilize the minimum of added material. The use of too much metal 














Fig. 21—Wire-supported GT crystal sealed in a glass envelope. 

will, of course, impair the resonator by increasing its rate of energy dissipa- 
tion and probably its aging rate. The metal most often used for electrodes 
is silver, although gold and aluminum have been used in special cases. Evap- 
oration in vacuum has been found to be the most satisfactory method for 
the actual plating, giving very adherent coatings and being subject to 
precise manufacturing control. The art of plating quartz resonators is 
discussed in detail by H. W. Weinhart and H. G. Wehe in Mr. Heising’s 
book. 
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Several other factors have had an important bearing on the final stabilit 
of quarty resonators. One of the most important of these is the care th: 
must be exercised during fabrication in order to avoid setting up stresses i 
the material that subsequently can be relieved only slowly. By slow grin« 
ing with adequately fine abrasive such effects can be kept very sma 
Etching with hydrofluoric acid has resulted in much further improveme 
through the removal of stressed surface material and all potentially loos 
material which, formerly, often caused anomalous aging effects. Artifici 
aging by heating, and thorough cleaning before and after plating, have als 
contributed greatly to the final stability of the crystal unit. The resonato 
finally is mounted in high vacuum in a glass envelope in order to elimina 
losses due to sound radiation and friction, and to protect it from surfa 
contamination and chemical action. 
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Fig. 22—Frequency-temperature characteristics for three types of quartz resonators 





Even the most perfect quartz resonator, in an ideal mounting, is unabl 
to keep time unless it is maintained in oscillation; and, like a pendulum, its 
rate will depend in large part on the manner in which it is driven. “The san 
general principles apply to both cases, except that usually a pendulum 
driven by impulses which should be applied when the velocity is maximen 
while a quartz resonator is usually driven by a sinusoidal force arising 
through the piezoelectric coupling, and so phased that the maximum force 
occurs when the velocity is maximum. This, in fact, is a required conditior 
for maximum rate stability. The graphical analysis of Fig. 5 applies equally 
for the case of sine wave drive, since the sine wave can be considered as the 
summation of an impulse at its peak and of sets of pairs of impulses sym 
metrically disposed with respect to it. Obviously, the phase errors for each 
such pair of impulses cancel, bringing us back to Airy’s condition, but wit! 
the broader view that, for the feedback or driving wave to have minimun 
effect on the rate of an oscillator, the force wave must be in phase with the 
velocity of the resonator. 
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Numerous vacuum tube circuits have been proposed and used for main 
taining quartz resonators in oscillation, some of which are illustrated in Fig 
8. The one among these which at present most nearly approaches the idea! 
is that developed by L. A. Meacham, known as the Bridge Stabilized Oscil 
lator..? This oscillator, in its original form or with slight modifications, 
is now used almost universally in England and America where the maximum 
stability of rate control is required. 

In the bridge stabilized oscillator, the feedback path is through a Wheat 
stone bridge with the crystal in one arm and with resistances in the other 
three. The frequency of oscillation becomes that for which the reactance 
of the crystal approaches zero; the bridge can only be balanced when the 
crystal behaves electrically like a resistance. The unbalance voltage from 
the bridge is fed back into the amplifier, which should provide a relatively 
high gain, as will appear. The great frequency stability of this oscillator 
depends upon the fact that, in the neighborhood of balance, a small phase 
shift in the resonant elements causes an enormously larger phase shift in 
the unbalance voltage. But the actual amount of this unbalance phase 
shift is limited by the fact that it must be equal and opposite to that in the 
amplifier in order for oscillations to be sustained. This insures that at all 
times the phase shift in the crystal is much smaller than that occurring in the 
amplifier which itself can be made small by suitable design. The ratio of the 
phase shift of the bridge output to that of its input increases as balance is 
approached, making it possible to practically eliminate the effect of phase 
shift in the amplifier simply by increasing the amplifier gain. Most of the 
variable factors in the amplifier of an oscillator circuit affect the controlled 
frequency through the phase shifts caused by them. It is evident, then, 
that the bridge circuit, which permits only a small fraction of such phase 
shifts to become effective at the resonant element, will substantially free the 
resonator from variable effects in the amplifier and allow it to control a rate 
determined almost wholly by its own properties. 

When the above condition is attained and the crystal resonator, when 
oscillating, acts in the circuit like an electrical resistance, it acts that way 
because the velocity is in phase with the applied mechanical force, which, as 
has been stated, is the condition for most stable rate control. In the crystal 
oscillator, this ideal condition is obtained simply by the automatic balancing 
of a bridge circuit, accomplishing in a most elegant manner the equivalent, 
in the case of a pendulum, of applying driving pulses at the exact center of 
swing. 

The bridge-stabilized oscillator includes also an automatic control of 
amplitude. The variation of frequency with amplitude is very small and 
in no way comparable with the ‘circular error” of an ordinary pendulum, but 
in the quest for the highest attainable stability it must be taken into account. 
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The control of amplitude is obtained by the use of a resistance with posit 


temperature coefficient in the bridge arm conjugate to the crystal, chosen 
as to have exactly the right value to balance the resistance of the crystal w! 
a specified current is flowing in the bridge. If larger than normal curre 
flows momentarily the resistance is increased, which decreases the feedba: 
thus stabilizing the amplitude at some predetermined value. For t 


highest stability it has been found advantageous to operate the crystal at 
very small fraction of the amplitude that normally would be used in a power 


s 


oscillator. In power oscillators the crystal sometimes is subjected to strai 
near the fracture point, which is not a favorable condition for precisio 


control. The actual amplitude of motion of the crystal is of course extreme!) 


small. In the GT crystal, as currently used, the maximum change 
dimensions during oscillation amounts to only about +0.0006 per cent. 
The improvements in quartz resonators, and in their driving circuits, hay 


resulted in the construction of quartz crystal clocks that will keep time wit) 
an accuracy better than 0.001 second a day, so that measurements of tin 


of great interest and value to astronomers and geophysicists can now be mad 
with an accuracy hitherto unattainable. 
Facility of Precise Time Measurement 

In making such precise measurements of time it is of importance, second 
only to the inherent accuracy of the standards themselves, to have availabl: 
means whereby they can be carried out with facility and within a reasonabl: 
time interval. The ease with which precise time measurements, and precise 
rate comparisons, can be made is an outstanding feature of the quartz 
crystal clock and already has an important bearing on the use of this type of 
clock in astronomical observatories. This facility depends chiefly on two 
properties of the oscillator clock: first, that continuous rotation of controlling 
and measuring devices can be produced having the stability of the primary 
control element; and, second, that the period of the control element, and 
therefore of alternating current controlled by it, is of very short duration. 

The first of these, through simple devices controlled directly from the 
electrical output of the crystal oscillator, with suitable frequency reducing 
equipment, permits of ready comparison between any time phenomena in 
the form of electric or light signals, and of the derivation of precisely con 
trolled time signals for radio transmission and for laboratory experiments 

Of prime importance among these comes the means for rating crystal clocks 
in terms of stellar observations using meridian transits or the photographi 
zenith tube. It is possible to control a mechanism in the time-star observ 
ing equipment so that the difference between a star position predicted from 
the clock rate, and the actual star position, can be observed directly or re 
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corded photographically with great accuracy. The difference thus observed, 
after allowing as well as possible for known systematic errors, is the best 
known single check on the time indication of a clock. <A series of such 
observations constitutes the best known measure of the rale of a clock. 
The great value of the method is that the comparisons are made directly 
without the need of any intermediate mechanism thus eliminating a large 
part of the “personal error” of observation. The probable error of observa- 
tion as derived from a number of such measurements on a good night may be 
as small as one or two milliseconds’. The average rate of a clock thus 
determined depends on the number of days over which the rate is computed 
and in a two-week period may be compared with the rate of the earth, that 
is, with astronomical time, with an accuracy of one part in one hundred 
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Fig. 23—The use of an electrical phase shifter to adjust the timing of a signal. (From 
‘The Crystal Clock’’, 1930) 


million or about a third of a second a year. All this, of course, is contingent 
on the stability of the quartz clock, which, except for long-time effects, may 
be demonstrated independently. 

A rotating mechanism controlled directly from a crystal clock is admirably 
adaptable to the transmission of precise time signals. Rhythmic signals of 
any desired structure can be produced readily by means of cams, special 
generators, or interrupted light beams, and the timing of those signals can 
be adjusted as precisely as the clock time is known by simply advancing or 
retarding the signal generators. Such adjustment is attained readily by 
means of differential gearing in the mechanical system, or by means of con- 
tinuous phase shifters in the electrical driving circuit. The use of electrical 
phase shifters for this purpose was first proposed in “The Crystal Clock” 
paper” previously mentioned. Figure 23, taken from that paper, illus- 
trates the manner of using the phase shifter with one type of time signal 
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venerator. Extremely fine control of timing is possible by means of 
electrical phase shifter since it can be included in the circuit at any stage 
frequency subdivision. If, for example, it is used at the lowest frequen 
assumed to be 1,000 cycles, one complete turn of the phase shifter dial 
ause a progressive time adjustment of one millisecond. When used at 
higher frequency, the precision of adjustment is increased corresponding 
Continuous phase shifters suitable for such purposes were proposed as ear 
as 1925.*" The idea of utilizing continuous phase shifters for the purp: 
of making controllable changes in the frequency or indicated time i 
standard time and frequency system"! was first disclosed in a comprehens 
patent filed in 1934 and issued to Warren A. Marrison in 1937. The mo 
elegant type of phase shifting element suitable for such purposes was «i 
veloped by Larned A. Meacham.” This has been used in many transmis 
sion systems requiring continuous variation of phase such as in variabli 
direction radio beam systems “ and LORAN. 

The conversion between mean solar time and sidereal time, or for th 
matter between any time systems, may be accomplished very easily with th 
quartz clock. Having a rotating device, such as a dial or commutator, 
whose rate corresponds to mean solar time, it is only necessary to apply 
gearing or the equivalent to obtain another rate corresponding to siderea 
time. It has been shown by F. Hope-Jones™, Ernest Esclangon® and 
others how any desired ratio, such as the ratio of the rates of mean solar 
and sidereal clocks, can be obtained with any required accuracy by gearing 
A combined mechanical and electrical method was proposed in the “Crysta 
Clock” paper by means of which this ratio can be realized with an accuracy 
of one part in 10"! using simple gearing and a continuous phase shifter. 

The potential value of the factors just discussed in precision time studies 
was realized early in the crystal clock development. This was indicated | 
the “Crystal Clock” paper written in 1930 which closed with the following 
paragraph: 

“Tt would thus be possible to combine, in a single system mean solar and sidereal tim 


ndicating mechanisms, means for rating the clocks in terms of time star observations a1 
means for transmitting time and frequency signals with the absolute accuracy of the tit 


determinations 

It is of some interest to compare this prediction with the present trend ot 
development. In describing the quartz clock installation at the Roya 
Observatory in Greenwich, Sir Harold Spencer Jones stated in 1945: 


“The quartz clocks being installed at the Royal Observatory are all adjusted to give 
frequency of approximately 100,000 per mean time second. By suitable gearing, the sy1 
chronous motor can give impulses every sidereal second and tenths of seconds. Thus, tl 
same clock can be made to serve both as a mean time and as a sidereal time standar« 
\ll time signals are, of course, sent out according to mean time; the sidereal time is r 
quired only for the actual time determination so that it is not necessary for all the clocks 
to have the gearing to give sidereal seconds.” 
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[he importance of the convenient methods for measuring time and time 
nterval inherent to the crystal clock is emphasized by the fact that some 
sbservatories employed crystal clock mechanisms in connection with ste 
ybservations and in the transmission of time signals before they were used 
the actual time keeping department” 


Phe second property contributing greatly to the convenience of precise 


time measurements is the relatively very short period of the quartz cloct 
ontrol element. The chief advantage lies in the extreme accuracy wit! 
vhich the rates and indicated times can be compared by electrical methods 


\n example will suffice to illustrate this point 
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Fig. 24—Device for comparison of oscillator rates accurate to 1 part in 10.000.000.000 
From ‘High Precision Standard of Frequency”, 1929 


Since the ra/e of a crystal clock is the rate of oscillation of the crystal or of 
the current driving it, it is only necessary, in comparing clock rates, to 
measure the relative frequencies of the oscillators concerned. This can be 


done by any of the standard methods for frequency comparison” but, in the 





case of quartz clocks, since in general the primary frequencies are high and 
are nominally the same, special methods of extreme accuracy can be em 
ployed. The apparatus first designed for the ultra-precise comparison of 
quartz oscillators and capable of an accuracy of one part in 10! was de 
scribed by Marrison in 1929,**.%7.% The principle of its operation is 
shown in Fig. 24, reproduced from the paper “High Precision Standard of 
Frequency”. 

Two oscillators to be compared were adjusted so as to differ by about on¢ 


cycle in ten seconds. The problem reduces to that of measuring the beat 


frequency, nominally 0.1 cycle per second, with as great accuracy as possible 
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Phis was done by measuring the duration of each beat by a photogra; 
method. By means of a modulator, a relay, and induction coil, a spark 





produced at the spark gap at a definite phase of each beat period. 
spark illuminated the edge of a transparent scale rotating 10 revolutions 
second under control of one of the oscillators, O). The transparent si 
contained 100 numbered divisions, which therefore represented milliseconis 
in any time interval so measured. Each time a spark occurred, the port 
of scale illuminated was registered on photographic film. Thus, the du 
tion of each beat was registered photographically with an accuracy of 
part in ten thousand. Since the beat frequency is one millionth of the | 
frequency, the resulting comparison of high frequencies is precise to one p: 
in ten thousand million, or 1 in 10". Actually, it was possible to estimat 
fractions of a scale division which gave greater precision of measurem¢ 
than was required in the study of oscillators of that date. 

L. A. Meacham in 1940 improved upon this method of frequency con 
parison by substituting an electronic relay for the mechanical relay, and |) 
using a discharge lamp instead of a spark for illumination. He used the 
improved apparatus” for studying the behavior of the then new and high) 
stable bridge stabilized oscillators. 

Still further improvements in the general method have been reported by 
H. B. Law using a “phase discriminator” to trigger off a special chronometer, 
consisting of a decimal scaling counter, and thus avoiding the photographi 


process! The scaling counter as used here counts the number of cycles 


of a 100,000-cycle input timing wave that occur during any one beat between 


the two frequencies being compared, and registers that number, in scale ot 





ten, on a system of dials that can be read directly. In comparing frequencies 
that are free from interference, the accuracy of comparison by this means is 
limited chiefly by the precision with which the ‘‘phase discriminator” cai 
mark the beginning of successive beats. An accuracy of one part in 10" is 
claimed. This is one of the rate comparison means employed in the fre 
quency and time standards of the British Post Office and in measurements 
involving the quartz clocks of Greenwich Observatory and the Nationa! 
Physical Laboratory. 

The scaling counter is a particularly useful device for the precise measure 
ment of any time or rate phenomena that can be reduced to the measur 
ment of short time intervals. ‘The counter idea originated some years ago as 
a means for counting alpha-particles and other phenomena associated wit! 
radioactivity studies, one of the original devices being the well know 
Geiger-Muller counter. The basic scaling circuit, used in many counters, 
was proposed in 1919 by W. H. Eccles and F. W. Jordan. An interesting 
history of counting circuits as applied primarily to the counting of electro 
and nuclear particles has been written by Serge A. Korff in his book on that 
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subject published in 1946.'"" The early scaling circuits operated on the 
nary system, but rec ently various circuits have been developed that give 
the count in scale-of-ten notation with certain advantages, chiefly that of 
onvenience, associated with the common decimal system of notation 
\ discussion of some modern binary and decade electronic counters! was 
published by I. E. Grosdoff in September, 1946 

Methods of measurement such as this, and the stable properties of the 
quartz clock which make them desirable, are of importance in the precise 
measurement of time because the nature of variations in rate, so small that, 
if continued unchanged they would accumulate to only one second in a 
thousand years, may be studied under controlled conditions in the labora 
tory, and with such facility that a comparison with this precision can be 
made every ten seconds. 

In a simpler manner, the short period of one oscillation of the quartz 
oscillator is of direct interest to the astronomer in connection with means for 
the intercomparison of his clocks in time. This reduces simply to counting 
the number of cycles gained or lost by one oscillator, referred to another, 
and may be accomplished in a great number of ways, vielding, on the basis 
of whole numbers of cycles, an absolute accuracy of time comparison of 
0.00001 second. 

An elegant method for accomplishing this'™, which also indicates auto- 
matically which clock is fast or slow, employs a special vacuum tube circuit 
to produce a polyphase current having the frequency however small of the 
difference between any two oscillators nominally the same. This polyphase 
current is used to operate a special synchronous motor whose angular posi- 
tion corresponds at all times to the phase angle of the vector representing the 
polyphase current. ‘This relation holds all the way to zero frequency differ- 
ence, in which condition the angular position of the motor, now at rest, 
indicates the phase relation between the two high frequencies. If the beat 
frequency goes through zero, the motor reverses. By this means, it is 
possible with very simple equipment to set up dial indicators showing con- 
tinuously the time comparisons between any group of quartz clocks, taken 
in pairs, with an absolute accuracy of 0.00001 second. Of course, to operate 
other indicators, contacts, etc. from this device is a simple mechanical 
problem. 

The principle of operation of the polyphase modulator is illustrated in 
Fig. 25, which shows one of the many possible forms of this device. Other 
modulator elements than vacuum tubes are used in some applications. In 
the form shown here it is necessary only to assume that the vacuum tubes 
produce second-order modulation, the lowest-frequency component of which 
is employed. If inputs at the two frequencies f; and f,, which are nearly 


the same, are delivered into the two balanced modulators 1 and B in such a 
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Fig. 26—Spark chronograph—schematic of operation. 
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av that there is a 90-degree phase shift between the two input voltages for 
one of the frequencies, the lowest-frequency component appears as a sinusoida 
urrent in the output circuits 1, 2, 3 and 4 separated in phase by 90 electrica 
degrees in cvcli¢ rotation The print ipal output, therefore, is a 4+-phase 
current having the frequency of the difference between the two inputs. Ii 


the magnetic circuits are arranged geometrically as shown, the result 





Fig. 27—-Spark chronograph—close view of mechanism. 


magnetic vector will rotaté clo kwise or counterclockwise depending o 
which frequency is high, or will remain stationary, indicating the phase 
relation, if the two frequencies are exactly equal 

Motors have been designed and are commercially available suitable for 
operating synchronously from such polyphase modulators, and form an 
excellent basis for the intercomparison of quartz oscillators and clocks wit! 
ultra-high precision 

For making records of time comparisons the spark chronograph™ show! 


} 


n Figs. 26 and 27 has served a very useful purpose, cambining in a single 
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convenient instrument the means for comparing recurrent time phenome 
with an accuracy of a millisecond or two on a continuous chart which sho 
the records for an entire week. Electrical impulses, related to the ti 
phenomena to be recorded, operate trigger tubes which discharge condensers 
through the primary of an induction coil and cause sparks to jump fri 


a rotating spiral through a special chart paper having a dark colored backing 





Fig. 28—Photomicrograph of single spark record showing nature of recording on wax 
coated chart paper. X 100 


and coated with a very thin layer of white wax. As the chart paper moves 
slowly under the spiral, corresponding to the time abscissa, the succession 
of sparks produces readily visible traces consisting of rows of tiny holes with 
small areas around them where the wax is melted revealing the dark back 
ground. The holes are so small as to be scarcely visible, the darkened areas 
constituting the visible trace. Figure 28 shows an enlargement of the 
record of a single spark illustrating the nature of the marking. A recorder' 

very much like the Bell Laboratories’ spark chronograph is used currently 
as part of the standard frequency and time broadcast equipment of the U. 5 


Bureau of Standards. 
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APPLICATIONS OF QUARTZ CLOCKS 


The many useful properties of the quartz crystal clock have been the 
reason for its wide and expanding application for the precise measurement 
of time and rate. 

First in historical order was the application to the measurement and con- 
trol of frequency in communication. In this, the clock, through comparisons 
with astronomical time, served as the means for determining the frequency 
controlling it, the stability from the outset being great enough over intervals 
of a day or more so that the average rate, as determined by daily checks with 
time signals, was a very close approximation to the instantaneous rate at 
any time intervening. The first of these clocks, already referred to’, was 
constructed in 1927 at the Bell Telephone Laboratories, in New York City, 
primarily for use as an accurate standard of frequency. Since that first 
experiment, three subsequent installations have been built in replacement 
with progressively improved performance. The standard now in operation 
(1947) was installed in 1937, using the first laboratory model GT crystals 
and the first set of four bridge-stabilized oscillators, and has been in opera- 
tion continuously since that time. Two of the four oscillators, mounted in a 
temperature controlled booth, are shown in Fig. 29, and part of the auxiliary 
equipment, including a clock dial, a spark chronograph and some monitoring 
equipment, is shown in Fig. 30. This apparatus serves as the standard for 
precise measurements of frequency and time throughout the Bell System and 
is used to regulate the telephone Time of Day Service in New York City. 
It is the standard of reference for the electric light and power services in 
Metropolitan New York!” and is used for a number of other similar services, 
distributed through the medium of a submaster installation'’’ maintained 
by the Long Lines Department of the American Telephone and Telegraph 
Company. The original oscillators in this submaster installation were 
controlled by electrostatically-coupled 4000-cycle steel tuning forks in vacuo 
but recently have been replaced by improved oscillators controlled by 4000- 
cycle bi-morph quartz resonators. 

A clock shown in Fig. 31, which is on display in a window of the American 
Telephone and Telegraph Company at 195 Broadway, is controlled from 
this source. It is sometimes called ‘The World’s Most Accurate Publi 
Clock”. 

The facility with which standard frequency and time services can be 
provided and distributed is an outstanding feature of the quartz clock 
development. Such services, having the accuracy of the primary controlling 
standard, may be provided anywhere that can be reached through a suitable 
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communication channel. As an example of this, a new primary sta 


equipment is being constructed for installation at the Murray Hill, N 


Jersey location of Bell lelep! one Laboratories, the services of which wil 





Fig. 29—Two of the four quartz oscillators of the Bell System Frequency Standard 
1937 to date 


made available through permananet wiring to all departments concerne 
\ number of frequencies in the range from 60 to 10,000,000 cycles, all cor 


trolled from the same crystal source, will be made available at some thirty 


locations at the Murray Hill Laboratories, as well as to other laboratories 
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und the Bell System and, through the Long Lines Department, to outside 
N iven ies. 
will by \ considerable number of quartz clocks have been built and used 


aboratories and observatories all over the world, some as standards of 






tandard Fig. 30—Clock dial and monitoring equipment associated with the Bell System Fre 
quency Standard, 1937 to date 


icerne frequency, some as precise clocks, and others tor general use in all measure 
all cor ments of rate and time. It would be impossible to mention all of these, for 
e thirty already there are many of them. But certain installations are of especial 


ratories interest and will be discussed briefly 














564 BELL SYSTEM TECHNICAL JOURNAI 


When the Crystal Clock was first described as such in April 1930, the 


vas discussed quite widely in Europe and America, and it was not 
before the work was duplicated and extended u 


other places. The 


nding application of the quartz clock to astronomy was mack 








Fig 31—Display clock at 195 Broadway, New York. This clock, controlled by 
Bell Svstem Frequency Standard, shows the same time as that of the New York Telep! 
rime Service 


Germany with the installation at the Physikalisch-Technische Reichsanst 
This was described by Scheibe and Adelsberger in 1932!’ and 1934!°°, a 
reports of its splendid performance continued periodically. It was \ 
this installation that it was possible for the first time to observe and meas 
variations in the earth’s rate occurring over intervals as short as a few weeks 
Previous measurements of such variations, involving studies of motion of 


moon, the planets, and Jupiter’s satellites, had required years to obti 
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omparable information which, of course, by nature, could never 
short-term factors 

Soon after the inauguration of the quartz clocks at the Physi 
lechnische Reichsanstalt, somewhat similar installations were made at t! 
Prussian Geodetic Institute at Potsdam!’, and at the Deutsche Seewarte 


Hamburg''’. The latter has been moved because of war conditions and is ni 


the Deutsche Hydrographische Institut. The quartz resonators used in these 
installations are believed to be similar to those in Clocks IIT and I\ the 
Physikalisch -Technische Reichsanstalt installation except that some of thet 
were made for 100 kilocycles instead of the original 60 kilocycles. They 
were made by the firm Rohde and Schwarz where also is maintained a quart 
clock installation of extremely high precision 

For a number of vears the | .S. Bureau of Standards at Was! rton, DD. ¢ 


has maintained a quartz clock installation for their extensive constant 
frequency and time services. The early history of this installatior 
described in some detail by E. L. Hall, V. E. Heaton and E.G. Clapham i 
1935.' As is now well known, the Bureau broadcasts a number of precise 
controlled carrier frequencies at all times, all of which carry standard time 
and frequency modulations, including audible pitch standards and_ time 
signals. The audible pitch standards are 4000 cycles and 440 cycles, while 
the time signals consist of a succession of seconds pulses, continuous except 
for certain omissions for the purpose of identifying longer time intervals 
All of these rates, including the carrier frequencies, are derived directly fron 
crystal oscillators and are known so well that their accuracy as transmitted 
is estimated as one part in 50,000,000 at all times. The relative rates of the 
standard oscillators are compared and recorded continuously at the Burea 
of Standards with an accuracy of one part in 10°. The time signals involved 
in these transmissions are so precise, and so convenient to use, that they 
may be employed for the high-precision intercomparison of quartz clocks 
across the Atlantic and for studies in astronomical time, heretofore difficult 
or impossible to accomplish by any other means. 

The present standard frequency and time service facilities at the U.S 
Bureau of Standards, which have been instituted under the general direction 
of J. H. Dellinger, are described in recent separate articles ‘ by Vincent 
E. Heaton and W. D. George respectively of the Bureau, both of whom have 
made very substantial contributions to this development. The transmitting 
station for the standard frequency broadcasts, which comprises a complet 
set of quartz oscillators and control and measuring equipment, is shown in 
Fig. 32. 

The absolute rates for the crystal oscillators at the Bureau of Standards 


are determined through cooperation with the U.S. Naval Observatory, also 
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t Washington, where time determinations of great accuracy are made by 
means of a Photographic Zenith Tube and a set of quartz clocks \ cor 

tinuous precise check is maintained between these organizations by radio 
ommunication so that the Naval Observatory time signals sent out from 
NSS at Annapolis and other Navy stations, and from WWV the Bureau 
of Standards radio transmitting station at Beltsville, Md., as well as all the 
carrier frequencies from Beltsville, are very accurately determined and 
maintained in agreement throughout. 

rhe time studies of the U. S. Naval Observatory up to 1937 are described 
in two important articles by J. F. Hellweg, then Superintendent of the 
Observatory. The first of these’ in 1932 describes the state of the art just 
before the quartz clock entered the scene, and the second™ in 1937, already 
referred to, tells of some of the first improvements brought about by its use 
including the elegant method for making direct photographic time-star 
checks of the crystal clock rate by means of the Photographic Zenith Tube 
Many of the advances involving the use of quartz clocks at the Naval 
Observatory have not as yet been published. 

The British Post Office and the National Physical Laboratory with labora 
tories at Dollis Hill and Teddington respectively, in cooperation with the 
Royal Observatory at Greenwich, have done much the same sort of 
thing in England in relation to time and frequency measurements and broad 
cast services as has just been described. Considering the number of crystal! 
units among these organizations and the precise nature of the intercompari- 
sons maintained between them, this is probably the most extensive and 
elaborate quartz clock system in the world. In connection with Greenwicl 
Observatory alone, the complete installation includes eighteen or more such 
clocks used in deriving the best possible mean rate from steller observations 
at Greenwich and from studies of other time observatories throughout the 
world. 

An outline description of the quartz clocks of Greenwich Observatory, and 
of their function there, has been discussed by Humphry M. Smith in Ele 
trical Times'* (London) in March 1946. These clocks employ for the most 
part the GT cut crystal, first described by W. P. Mason, the bridge stabilized 
oscillator circuit developed by L. A. Meacham, and the regenerative modula 
tor type of frequency dividers similar to those first developed by R. L 
Miller. 

The accuracy of the quartz clocks exceeds that of the best pendulum 
clocks with the result that quartz clocks are now used exclusively in the most 
precise measurements of time. Some of the considerations!’ leading up to 
the adoption of quartz clocks at Greenwich were discussed in 1937 by H 
Spencer Jones, Astronomer Royal. Since then, reports have appeared from 


time to time by the Astronomer Royal*’:"* and others!’ concerning the 
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adoption and use of quartz clocks there. Some interesting sidelights on 1 
“Precision Timekeeping Revolution” were written by F. Hope-Jones in t 
articles™" for the Horological Journal during the same vear. The qua 
clock itself, as developed by the British Post Office for Greenwich Obser 
tory, was described"! in some detail by C. F. Booth in the P.O.E.E. Jour 
for July 1946. A more general treatment involving some of the sa: 
apparatus was presented’ by C. F. Booth and F. J. M. Laver in the I. I 


Journal of the same month 





Fig. 33-—Crystal chronometer for geophysical studies, consisting of 100 KC. GT. 
crystal, bridge oscillator, and frequency converters to derive precision 500-Cycle outp 
to operate tin ing devices 


\n outstanding example of the versatility of the quartz clock has been its 
application to the measurement of gravity at sea. Knowing of its stabli 
properties and its independence of gravity, Dr. Maurice Ewing in December: 
1935, asked the Bell Telephone Laboratories whether a portable quart 
clock could be made available for use during a proposed gravity measuring 
expedition by submarine in the West Indies. Since this was in line wit 
experimental work already in progress at the time, the first portable “crysta 
chronometer’, shown in Fig. 33, was assembled for this occasion, and was 
taken by Ewing and his colleagues in the U. S. Submarine Barracuda on th 


] 


trip.” which began at Coco Solo on November 30, 1936. This was thi 


first application of the GT crystal and the bridge stabilized oscillator i 
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ortable equipment. This original crystal chronometer has been on severa 
gravity-measuring expeditions and is still in active service, having 
igain under Dr. Ewing’s direction during the summer of 1947 

Gravity determinations at sea are made by measuring the rate of a specia 
triple pendulum that was invented by F. A. Vening Meinesz especially for use 
n unsteady environments’. Previously, the standard of rate had bee: 
the usual ship’s chronometers, but Ewing found the crystal chronometer to 


l 


be an improvement for his purposes, saying in part: ‘This chronometer is not 


thermostatted, and temperatures in a submarine change greatly during a 
live No elaborate control over battery voltages vas used The rulse 
started in the tropics and ended in Philadelphia in mid-winter It is highly 


significant that the interval between NAA-time and the chronometer-time 
never exceeded 0.6 second during the six-week’'s cruise and that the 
variation in this interval is verv regular The crystal chronometer has 


reduced errors in gravity-measurements at sea, due to the rate of the chro 


nometer, to the point where they are negligible 


Some years previous to the construction of the crystal chronometer, a seli 
contained quartz clock was made to illustrate the possibility of a compact 
assembly, but it was not suthciently portable for the submarine expedition 
his earlier clock was regulated by a quartz sphere such as used by ‘crystal 
gazers’. The frequency of the sphere was not adjusted, but its natural 
irequency, which happened to be 33212, was adopted to operate a mean-time 
dial by the choice of a suitable gear train. Since that time much more 
compact assemblies have been built using more suitable crystals for control 

rhe stable properties of the quartz clock have been useful in a number ot 
cases requiring precise synchronization. Perhaps the most noteworthy 
among these is the application to Long Range Navigation known as LORAN 
In this application, pairs of transmitting stations, usually on shore and sep 
arated by accurately known distances, send out distinctive signals in syn 
chronism. The time interval between these signals, as received by a ship, 
identifies the locus of all the points corresponding to that time interval 
The set of curves corresponding to all feasible time intervals defines one of 
the coordinates in a two-coordinate system. The other coordinate is pro 
vided in identical manner by another pair of shore transmitters (which 
may have one station in common with the first pair). The resulting coor 
dinate system consists of two families of intersecting hyperbolas. From the 
geometry of these curves, and the constants of the signals, the complete 
figure bounded by the ship and the transmitters can be determined readily. 

The need for stability is evident from the fact that the relation between 


time error and location error is roughly 5 microseconds per mile. In some 


cases, location within a mile is highly desirable even at considerable dis 
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tances. Sometimes the two shore stations, operating as quartz clock tir 
transmitters, must operate for hours without intersynchronization, wh 
calls for very great constancy of rate. One microsecond per hour cor 
sponds to one part in 3.6 & 10°. 

The precise synchronization of mechanical parts in remotely. situat 
stations can be accomplished readily. For a number of years, the 5-ba 
privacy system of the transatlantic radio telephone service has been t} 
synchronized, the apparatus at the American terminal being controlled | 
the Bell System Frequency Standard while that at the English termi 
is controlled independently by similar equipment in the British Po 
Office. The accuracy requirement for this particular purpose is | 
very great. However, it has been found possible to maintain two or mor 
rotating shafts at remote and independent stations so precisely controlled | 
independent quartz oscillators that they never depart, during hours of oper 
tion, by more than one fifth of one degree of arc. 

A major project in which the quartz clock is destined to take an important 
part is that of making world-wide land and water surveys in order to locat: 
more accurately boundaries and other features of the earth’s surface. “Ther 
would be applications to sea and air navigation and it would be of great 
value to geophysicists in studying the figure of, and changes in, the earth's 
surface. By the combination of a widely dispersed set of Photograph 
Zenith Tubes associated with quartz clocks and time signal means for com 
munication, and with the powerful ranging techniques growing out of 
LORAN and RADAR, it should be possible to obtain a new order of a 
curacy in long distance surveying. 

The new order of accuracy of time measurement has made it possible for 
the first time to study directly the variations in longitude caused by thi 
irregular wandering of the poles. These are small effects and heretofor 
could only be determined by inference from observations of apparent 
latitude variations at remote stations. With the added new techniques 
it should be possible to learn a great deal about these and other phenomena 
related to real or apparent variations in longitude. 

Two other possible applications, involving the precise control of angular 
movement so readily obtainable with synchronous motors operated fron 
quartz crystal controlled alternating current, are of considerable interest 
The first is that of operating the right ascension control of a telescope 
directly from the amplified output of a crystal-controlled low frequency 
Vacuum tube amplifiers and synchronous motors are commercially available 
with which this could be accomplished by suitable gearing. In addition, o/ 


course, it would be necessary to include auxiliary controls to allow for 


atmospheric and other transient effects, and for obtaining rates of motio1 
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other than sidereal. Forsmall and slowly changing effects this could be taken 
care of very simply by means of electrical circuits now well known for adding 
or subtracting small changes in the control frequency. 

rhe other application refers to a suggestion made by the author a few 
vears ago™! for the measurement of gravity, and changes in gravity, by 
comparison of the forces Mg and Ma’R. The proposal was based on the 
idea that w can be measured or produced with an accuracy two or more 
orders greater than required, and that the problem reduces to that of balan 
ing two forces and of measuring a linear displacement. The physical set up 
would be some form of conical pendulum driven at constant angular velocity 
about the vertical axis under control of a crystal. Some such arrangements 


are shown in the reference 


‘ > ) > 
kuTURE POSSIBILITIES 


It is part of the nature of a scientist to extrapolate ahead of any current 
development and to wonder what lies beyond. That feeling is certainly 
justified in the field of time measurement, for the major advances have 
taken place in so short a period and so recently, as compared with the 
thousands of vears during which Man has been time-conscious in some 
degree, that it is reasonable to expect continued advancement for many years 
to come. Such advancement may come as improvements and refinements 
in existing techniques, or radically new methods may be developed with 
inherently more stable potentialities 
Accuracy of Rate 

In the first place, it is not reasonable to suppose that the final accuracy 
that can be attained with the quartz crystal clock has been reached; in view 
of the rapid current progress indicated in the chart of Fig. 1, it is much too 
soon to assume this, and there is considerable evidence that improvements 
could be made by making fuller use of some of the stable properties of quartz 
crystal and of refinements in the mounting and sustaining circuits. The 
quartz oscillator assemblies in most general use at the present time embody 
some compromises which it would not be necessary to make if an all-out 
effort were being made to construct a few clocks having the highest attain- 
able stability under the most favorable conditions of operation. 

The first of these concerns the shape and size of the resonator itself and is 
related to the frequency of oscillation. From the standpoint of stability of 
operation, the actual frequency that is used in the oscillator is of little con 
cern because it is now a very simple matter to obtain low frequencies, suitable 
for the operation of mechanisms, starting with any frequency that can be 
controlled by a crystal resonator. The choice of 100,000 cycles for the first 


zero-coefficient resonator was made because, as a standard of frequency, 
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that value was a good median for the range of frequencies then used 


electrical communication For use in a clock any other frequency wou 


answer just as well, so the inherent stability of the resonator should be giv 


first consideration. 

One of the inhibitions imposed on the design of quartz resonators h; 
grown out of the dwindling available supply of large pieces of perfect crvst 
quartz. Where large quantity production is involved this is an importa 
consideration, but for the small numbers required in a few observatori¢ 
ind national laboratories it should not be a limiting factor. 

Except for whatever added difficulties might be entailed in the mounting 
it seems reasonable that a large resonator should be more stable than a ver) 
small one. The most fundamental reason for this is the proportionat: 
change in effective size that would result from the transfer of any surfac« 
material including even the quartz itself. 

Every substance is supposed to have some vapor pressure although in som 
cases it is very minute. However, we are concerned with very minute 
effects, and it is worthwhile to consider what would happen if there were any 
evaporation or condensation of material. The possibility of this being a1 
important effect is evident when we realize that the removal of a single layer 
of molecules from the end of a resonator one centimeter long would increase 
its frequency by about five parts in a hundred million. The effect on 
frequency would vary about inversely as the effective length, which favors 
a large crystal. Such a transfer of material could be inhibited to some 
extent by operating at a low temperature and by seeking equilibrium betwee: 
the quartz material of the resonator and other quartz material within the 
same envelope. Of ourse, other materials than quartz may be involved i1 
similar surface phenomena and should be thoroughly studied and controlle« 
This has a strong bearing, of course, on the use of conductive materia!s 
deposited on a resonator for the purpose of electrical coupling to it. 

The slightest trace of surface contamination has a deleterious effect on the 
damping coefficient. Professor K. S. Van Dyke in 1935 made a series of 
measurements on resonators of uniform shape and size but constructed wit 
a considerable range of surface treatments®. In the construction of different 
resonato:s used in these tests he used diffevent grades of abrasive ani 
various amounts of etching with hydrofluoric acid. In these experiments he 
operated them under varying degrees of refinement with regard to 
contamination of the surfaces and found that the highest Q was obtain 
able only after the utmost care was exercised in keeping the surfaces 
free from foreign material. The effect is so striking, in fact, that it leads 


one to wonder whether there is avy actual elastic hysteresis in the materia 


of quartz crystal, or whether the minute energy losses observed are entirely 
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irface and coupled effects. Since, for a given shape, the volume increases 
vith linear dimension in greater porportion than the surface area, it can be 

ferred that surface phenomena would affect a large resonator less that 
smaller one. 

lhis is also a reason for employing a stubby shape, in order that the volume 
of crystal may bear as large a ratio as possible to its surface area from 
this standpoint alone a sphere would be ideal but for other reasons, chiefly 
concerned with the temperature coefficient, it would be unsuitabl It is 
probable that a polished prolate sphe roid, properly ore nted with respect to 
the crystal axes, would satisfy both conditions Such a resonator coule 
he supported by a pair of wires, serving also as electrical leads from meta 


| 


plated electrodes, using techniques already well 


established 


Crystal resonators as now used in many of the most stable oscillators have 


} | hil 


been constructed to withstand severe mechanical shock while in operatior 


It is likely that a slight improvement in frequency stability might be ob 
tained by relaxing a little on the mechanical stability of the present support 
Where the greatest accuracy of rate is desired, such as in national standards 
laboratories and in astronomical observatories, it should be possible to 
provide suitable mountings for crystal resonators having more delicat 


supports than those required in mobile equipment. The GT crystal 





trated in Fig. 21 is mounted on eight supporting wires for applications 
requiring great mechanical stability, and at the same time remains one of the 
most stable frequency controlling resonators ever produced It would be 
reasonable to expect a little improvement in frequency stability at the 
expense of some mechanical stability if four supports were used instead of 
eight 

There is a good possibility also that some improvement could be obtaine 
by reducing the electrical coupling to the crystal \t present, the plates 
are usually provided with plated metal electrodes which cover the entire 
large surface areas. Some increased stability in frequency might be expected 
by the use of relatively smaller electrodes covering only the central part of 
the resonator where the amplitude of vibration is small. At least two 
advantages might be expected from such a modification. One is that the 
loading effect is least near the node for vibration, another is that any loose 
ness of material, or elastic hysteresis, would be least troublesome where the 
motion is least. Of course, it is chiefly the variations in such effects that 
concern us. One would expect, however, that if such effects exist at all they 
might be minimized by the use of smaller electrodes 

Phese particular effects may be eliminated completely, of course, by the 
use of isolated electrodes spaced from the crystal--but at the expense of 


other possible variations related to changes in electrode spacing. There is 
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considerable promise in such means, the end result depending upon | 
precisely the resonator may be held in a fixed position by means that 
not change its resonance characteristics. Such means have, in fact, be 
used successfully in a number of German quartz clocks such as at 
Physikalisch-Technische Reichsanstalt!"’, and with the Dye ring resonat 
developed by D. W. Dye and L. Essen at the National Physical Labor 
tory’: * England. 

For any given resonator and circuit a careful study would probably reve 
an optimum amplitude of oscillation that would yield a maximum stabili 
against residual uncontrollable variables. With the GT crystal, as us 
currently, the maximum amplitude of motion is about 0.00006 mm. 
would be possible to limit the motion to a tenth or a hundredth of this val 
if it should be found desirable. 

Further studies of the factors contributing to aging of the quartz materi: 
also should produce valuable improvements. Since resonators, which aj 
pear to be alike in all other respects, often age at greatly different rates, some 
being very small or substantially zero, it would seem that some reason should 
be discoverable for such variations and some effective control established 

There are other relatively massive shapes that should be investigated 
further such as the ring crystal, mentioned earlier in this paper, and as 
developed and studied by Dye and Essen’: '*. The ring may be excite 
in various modes of vibration some of which are more favorable than others 
from the standpoint of mounting. By choice of orientation relative to th 
crystal axes, and of dimensions, certain of these can be designed to have zero 
temperature coefficients in a restricted temperature region. 

Another shape that holds great promise because of its convenience of 
mounting, along with the other desirable properties, is the rectangular rod 
vibrating longitudinally in its second or higher overtone such as first ce 
scribed by Scheibe and Adelsberger'’’. Still another possible massiv: 
shape is a much thicker version of the GT crystal which would combine the 
very favorable temperature-frequency characteristic with that of reducing 
the ratio of surface area to volume. 

In seeking the highest possible accuracy a precise temperature control is 
essential in all cases, even with the GT type of resonator with its wide regior 
of low-temperature coefficient. The reason for this is that the frequency o! 
oscillation depends not only on the mean temperature of the resonator but 
also upon the temperature gradient throughout its volume. Thus, even if a 
resonator has the same frequency exactly at different mean temperatures, 
its frequency will vary a little while the temperature is varying from on 
value to another. The effect of this can be reduced by enclosing the crysta 


unit in an envelope with thermal lagging so that such variations as do exis! 


at the temperature control layer are prevented from reaching the crysta 
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his is no longer a serious problem for there are various electronic means 

ich as described by C. F. Booth and E. J. C. Dixon'’ for continuous tem- 
erature control, by means of which the variations may be kept very small, 
and very effective thermal lagging methods'* are well known. 

The bridge method for temperature control has been applied in many 
forms. One of the simplest and most effective procedures has been to 
itilize a bridge-stabilized oscillator of the type developed by L. A. Meacham 
for frequency control, and to use it instead for temperature control. For this 
purpose, all four arms of the bridge are noninductive resistances wound as 
heaters on the oven to be controlled. In the feedback circuit of the oscillator, 
a rough frequency control is included simply for the purpose of setting up at 
oscillation in the circuit which includes the bridge. The conjugate pairs of 
bridge arms are made of resistance wire with different temperature coefficients 
and so proportioned that the bridge balances at the desired temperature 
The amplitude at which this bridge oscillator oscillates depends upon the 
temperature departure from the balance value. Since the alternating cur 
rent output of the oscillator flows in the bridge arms, the amount of heating 


is proportional to the temperature error, and hence the control is automatic. 


Continuity of Operation 


An astronomical clock, in addition to having as nearly constant a rate as 
can be attained, should also be able to operate over long periods of time with 
out change or interruption. The reason for this is that many of the phe 
nomena that are of interest in time measurement occur in continuous succes 
sion and the greatest amount of information can be obtained only by the use 
of clocks with which measurements can be made in unbroken sequence 
(Juartz clocks that have been used for astronomical purposes to date have 
not had a very commendable record in this respect and already a good deal 
has been said in the clock literature about this aspect. as though it were an 
inherent property of the quartz clock. 

However, it is only a matter of simple engineering, making use of tech- 
niques and apparatus already well known and available, to design a quartz 
clock which should operate continuously for many years. A chain is only 
as strong as its weakest link--and the clock comprises a chain of apparatus 
parts every link of which must function perfectly and continuously. This 
chain consists of (1) the crystal-controlled oscillator, (2) a frequency de- 
multiplier to obtain a low frequency to operate a motor, (3) a power amplifier 
to obtain sufficient current to drive the motor and (4) the motor itself, associ 
ated with any of a wide assortment of time signal-producing or measuring 
equipment. In addition to the links in this chain, a power supply must be 
maintained, and the temperature of the crystal must be controlled, both 


continuously. 
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Phe crystal itself is no problem as far as continuity of operation is « 
cerned. Its motion is so very small there is no likelihood at all of failure 
that account. Mountings are very stable and in all likelihood will 
improved. The oscillator circuit, the frequency demultiplier, the poy 
amplifier and the temperature-control circuit are all vacuum-tube devi: 
and deserve special consideration. In all of these circuits, vacuum tul 
have been used in some installations which do not have a very long |i 
some even becoming defective within a year of operation. On the ot! 
hand, there are tubes which have been developed for use in continuo 
telephone circuits where failures would be troublesome and costly. Som 
these tubes in current production have an expected life of more than t 
vears. There is good reason to believe that a quartz clock installati 


equipped with such vacuum tubes throughout, and engineered so as to mal 


effective use of their special properties, would operate continuously for t 
years or more. 

Phe remaining “link” in the chain is the synchronous mechanism operat 
from the crystal-controlled circuits and used for totalizing continuously th« 
oscillations of the crystal and for producing suitable time signals at specitic 
intervals of time thus measured off in terms of the crystal rate. This 
mechanism usually consists of a small synchronous (phonic wheel) motor 
operated from a submultiple of the crystal frequency and geared to con 
mutators or cams or other means for producing the electrical signals usé 
in makin time measurements. Many of the troubles in quartz clock i1 
stallations have occurred in this ‘link’. There is every reason to believe, 
however, that suitable synchronous motors geared to cam-controlled ele 
trical contacts can be built that will operate continuously through many 
years. To insure long operation it would be desirable to employ motors 
with low rotation speed in order to reduce bearing wear. With the present 
knowledge of bearing materials and lubricants, it should be a simple matter 
to design such a motor that would operate without failure for ten years or 
more 

\ relatively trouble-free electrical time signal producer, suitable for 
operating under the control of a quartz oscillator, with frequency demulti 
pliers to 100 cycles, could be constructed as indicated schematically in Fig 
34. This is not intended to be an actual design, but is intended to indicate 
how an apparatus could be designed that would circumvent some of the 
troubles now experienced which prevent long continuous operation. 

Phe basic apparatus consists of a crystal oscillator, presumably 100,000 
cycles, with a frequency divider to obtain controlled 100-cycle current to 
drive the 100-pole phonic wheel motor at one revolution per second. Ob 


viously, other crystal frequencies and step-down ratios could be used, th: 
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portant thing being to obtain a rotation speed of 1 rps his is a very 
\ speed for a phoni wheel motor but has the obvious advantage of great 
nplicity since it permits of controlling seconds devices Without the use ot 

earing. Only one shaft is involved and the bearn uv roblen s ( er 


the simplest possible terms \ hardened steel cam, integrally mounted 


vith the phonic wheel rotor, is used to operate a single electrical contact, s 
onnected into the circuits controlled by it that the 7nsian break is the sole 


time-determining operation. A break signal is preferable to a make sigi 
hiefly because it is easier to avoid irregular effects, such as 
contact chatter, when a circuit is being opened than when 


If a pallet of sapphire or ruby is used for the mechanical contact on the 
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and if small currents are used through the contacts, made preferably ot 


platinum-iridium or similar alloy, it would be reasonable to expect trouble 


free performance through several hundred million operations 


Ordinarily, the “hunting” of a phonic wheel motor operating on a fre 


quency as low as 100 cycles would cause time errors too large to neglect 


device such as just described. However, by the use of feedback in the 


motor amplifier circuit, such as indicated schematically in Fig. 34, the 


effective hunting can be reduced to the point where the 


time errors cause 


by it would become negligible for most purposes 
\ pury 


Various circuits could be suggested for making use of the break signal for 


timing purposes, the one shown in Fig. 34 being typical and suitable for 


various methods of precise measurement and control. It 


Is capable ot 


providing an electrical impulse with a steep wave front and of adjustable 


duration, 


The grid of the vacuum tube is normally biased to cutoff by the 
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resistance R in series, is short-circuited. But at the instant of opening he 

contact, current flows momentarily in the circuit including 2, R3, C and 


negative voltage, While the contact is closed, the battery £o, w 1 


By making F» positive, and equal to or larger than 4, numerically, the plat 
circuit of the tube becomes conducting for a short interval, the duratio1 
which is determined by the time-constant of the condenser circuit, each tim 
the contact is opened. At all other times, the plate circuit is nonconducti 
The sharply detined electrical signal thus produced in the plate circuit « 
be used by well-known means for direct time comparison with signals fr 
other sources. 

Making use of the duration of the impulse thus produced, it is possible 
use it as a selecting means to isolate a single more precise signal fron 
continuous chain. For example, the 100-cycle wave controlled by the 
crystal can be modified by a simple vacuum tube circuit to consist of a c 
tinuous sequence of very sharply detined impulses. By using the pulsé 
circuit just described as a bias control on an amplifier, it would be read 
possible to select one out of every hundred of these impulses and thus provid 
an extremely precise seconds signal, the accuracy of which is determine: 
wholly by electronic means. 

It would be readily possible to vary the time relation of the seconds sign: 
while in operation, by the use of electrical phase shifters in the driving 
circuits, or by rotating the stator of the phonic wheel motor, but for long 
continuous operation it would be desirable to keep the number of apparatus 
parts comprising the clock at a minimum. 

It is not necessary, of course, to employ a complete frequency divider an 
phonic wheel apparatus for each quartz crystal oscillator. As mentione: 
previously, the relative time rates of quartz oscillators can be measured wit! 
very high precision and be very simple means through a direct comparison of 
the high frequencies. 


Other Means for Precise Rate Control 


In addition to making improvements on the quartz crystal resonator, and 
on methods for sustaining it in vibration, there are two other avenues of 11 
vestigation which may yield comparable results, with possibly some addi 
tional advantages. Not much can be said about them at this time except to 
point out their possibilities because no appreciable work has been done so 
far to explore their merits as timekeepers. 

The first is in the field of very low temperatures where some quite re 
markable properties are obtained. Chief of these for our purpose is the 
supraconductivity of some metals, and the constancy of shape of most 


materials, at temperatures in the neighborhood of absolute zero. It seems 
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reasonable to suppose that an electrically-resonant circuit maintained at a 


a 


temperature in this region could be made to have a very high Q, and very 
stable dimensions, and so have the chief desirable properties for rate control 
that obtain in a quartz resonator. Resonant cavities used at high fre- 
quencies have many of the properties of other electrical resonant circuits, 
and in particular their energy dissipation for electric oscillations can be very 
substantially reduced when cooled to superconducting temperatures. Ih 
some experiments made recently at Massachusetts Institute of Technology 

it has been shown that a cavity resonator made of lead, which for 3-cm 
waves has a Q of about 2,000 at room temperatures, is so much improved at a 
temperature of 4 degrees absolute that the Q approaches a million. Such 
resonator could be used as the stabilizing element in an oscillator and hence 
in a clock. The relative stability over long periods could, of course, be 
determined only by experiment. 

Maintenance of the required low temperature would add considerably to 
the complexity of such a system, but if the advantages were such as to pro 
duce a new order of stability, and particularly if it should make possible 
clock system with small or zero aging, it certainly should be justified for 
future time measurement studies. 

The other avenue of approach is through the application of certai 
resonance phenomena in atoms and molecules that do not depend upol 
aggregates of matter as is the case with all mechanical systems used hereto 
fore in time measuring means. The extreme tineness of structure and the 
constancy of atomic and molecular resonance phenomena have long beet 
recognized through studies of line spectra, and in the tield of spectroscopy 
these properties have been used as standards of wavelength ever since the 


early studies of Joseph von Fraunhofer, reported in 1815." Wavelength, A, 

, ; ae c 

and frequency, /, are associated by the simple relation / where c¢ is equal 
} i nN 


to the velocity of light. For visible radiations f turns out to be extremely 
large, for the red light, 6500, it is 462 million million vibrations per second 
So far, such high frequencies have not been observable or measurable di 
rectly but can only be deduced from wavelength measurements as just 
stated- which inevitably involve the use of man-made standards of 
length and the combined errors of two quite different sorts of physica 
measurements. 

It has long been the dream of physicists to tind some way to tie in directly 
with the natural frequencies of atoms and molecules and to derive from them 
a direct measure of rate, and, of course, of time interval. It has been 
thought, for example, that the red radiation from cadmium vapor, whose 
wavelength was measured vy C. Fabry and A. Perot in terms of the standard 


meter as accurately as that standard could be defined, would also make a 
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good standard for time measurements. A step in the right direction was 
made later by A. A. Michelson whose precise determination of the wav 
ength of this radiation made possible the redetinition of the Internationa 
Meter as a detinite number of such wavelengths, measured in vacuo. From 
this definition, it is now possible to duplicate the primary standard of 
length with great accuracy, and to check such secular changes as may occur 
in the original standard, the distance between two marks on a metal bar 
The constancy of the standard, as defined by Michelson, depends upor 
properties of primary particles of matter, and upon properties of space, 
which, as far as human beings are concerned directly, appear to be quite 
independent of time or location. A similar definition of rate, or time inter- 
\ al. iS \ ery desirable. 

\ ray of hope came out of the important work of Nichols and Tear'*! who 
proved that electric waves which could be produced electrically were of the 
same stuff as radiation from hot bodies. They were able to detect radiatior 
of either sort by the same receiving device and showed that they both had 
the same properties of refraction, polarization, etc. Later, Cleeton and 
Williams'” were able to produce continuous electric waves at very high 
frequencies—corresponding to about 1 cm. wavelength—and to show that 
they also had the important properties of light waves. Now the range has 
been extended somewhat more and there are reports’ of experimental 
generators that can produce continuous waves of a few millimeters wave- 
length. This is an active development and, of course, the end is not in 
sight. From continuous waves of any frequency it is believed possible by 
general techniques now well known to control lower frequencies, and from 
them eventually all sorts of time measuring and indicating devices as pre- 
viously described. 

Within the last few years, the missing link has been discovered which, with 
suitable instrumentation, may make it possible to construct a clock con 
trolled by atomic- or molecular-resonance phenomena. ‘There are a great 
number of resonance phenomena associated with the molecules in a gas, or in 
molecular beams, which are responsive to electric waves that can be pro- 
duced continuously by modern vacuum tube means. In some cases, the 
sharpness of resonance is such that changes of frequency of one part in 10° or 
less can be detected, leading to the idea that such resonance phenomena may 
be utilized in some way to control the frequency of a suitable oscillator and 
hence, through frequency conversion circuits, to control frequencies low 
enough to operate clocks and other mechanisms. Some of the resonance 
phenomena in point are in the one-centimeter region, a field that is rapidly 
being exploited in radar and communication applications. It is to be 


expected, therefore, that techniques for dealing with such high frequencies 


will be developed in the near future thus facilitating a study of this new 
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approac h to timekeeping Che idea of uti ¢ such resonance phenon 
wi for the measurement of time was suggested in Jar ary 1945 bv Professor 
I. I. Rabi of Columbia University at an address before the American P 
Society and the American Association of Physics Teachers 


ne These resonance phenomena, involving the interaction of microwave 
“ electromagnetic radiation with atoms or molecules of matter. have bee . 
at covered only quite recently and it is likely that a great deal mort ( 
01 learned about them in the next few years. The results already obt ed art 
- very promising and investigations already under way mav well lead to 
‘ite means for creating an entirely new ty] f sta rdo , , 
- rate—both of prime importance in Physics. 

The studies of greatest significance for such purposes nov ) progress 
ho in two main branches involving quite different tect jues Phe 
the means for regulating a clock would be quite different in the two method 
iol but would be possible in either. With what is know up to the prese 
rad however, the construction of su h a clock would be a cons derable l er 
ind taking, especially to make one that would operate over long periods. T) 


two chief phenomena involving atomic or molecular resonances are: (1) th 


hat absorption of high frequency energy in certain materials, part 
has gases, exhibiting ultra-fine absorption spectra; and (2) the deflection of 


beams of atoms or molecules under special conditions of magnet 


electric fields. The earliest rep 


eeton and N. H. Williams! in 1934. W 


the development of improved high-frequency generators and measuring 


in gases was done by C. FE. ( 


techniques the work has been extended considerably during the 


years by C. H. Townes , W. E. Good ind others It is believed that 


om 


re- 

with modifications of methods, such as used by them. it would be possible to 
ith control the frequency of the short-wave generators such as used in m ( 
on these studies; and, if this can be done. the adaptation for 1S¢ int me-meas 
eat ing devices would follow naturally as in the case of anv other 
oscillator. 
rin 

lhe general method using molecular beams has been a gradual develoy 


Oe 
the 


kine which relates closely to this work was made in 1938 when I. I. Rabi. J. R 


ment over some years, but the first published suggestion of the applicatio 


1a\ Zacharias, S. Millman and P. Kusch first used the beam deflection method for 
cal measuring nuclear magnetic moments.’ Two 


i Modern Physics in July 1946 give a good description of the mole ( 
method and the results of some studies of fine structure reso é 

nce “ 
nomena. The resonance curve shown in Fig. 35 obtained recently by P 


“ Kusch and H. Taub of Columbia University, and hitherto unpublis 


cies illustrates the resolution obtainable by molecular beam methods Accor 
new to theory, the actual wid‘ of the resonance should be substantially ind 
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pendent of the applied frequency and they expect to be able, when employi! 
frequencies corresponding to centimeter waves, to obtain a hundred or mo: 
times this resolution. If this should be realized, it suggests the possibility « 
a clock with an accuracy of better than one part in 10°. 

Perhaps the greatest advantage that might be expected from such 
method lies in the possible long-time stability or freedom from aging 
Every existing means for timekeeping involves in some manner the motion « 
large aggregates of matter which, when they rearrange themselves in any way 


vary their rates of rotation, or of oscillation, as the case may be, in way 
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Fig. 35—Typical resonance curve for a line in the radio frequency spectrum of atomi: 
K** observed by the method of molecular beams. Experimental data supplied by P 
Kusch and H. Taub, Columbia University Physics Department 


that are not wholly predictable. It may well develop that a method based 
on the behavior of single particles of matter will be ageless and, with proper 
instrumentation, that it will permit of setting up an absolute standard of rate 
and time interval. The actual value of this rate would be indeterminate by 
a small amount depending on the sharpness of resonance and the precision of 
control that could be effected from it, in addition to any uncontrollable 
effects of the actual resonance frequencies such as result from temperature, 
pressure, and electromagnetic and gravitational force fields. In the case ot 


some of the resonance phenomena all the latter effects are believed to be 
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anishingly small. In any case, one would not expect to experience a pro 
sressive change in rate as in the case of the rotation of the earth which now 
s the measure and definition of astronomical time. On the average the 
arth is said to be slowing down at the rate of a thousandth of a second per 
day per century and, according to the astronomers™, the day will continue 
to lengthen until finally, at some time in the distant future, the earth wi 
ilways face one side toward the moon and the length of the day will become 
bout 47 times as long as it is at the present time. 

Meanwhile, if an absolute standard could be established, such as now 


appears feasible through atomic- or molecular-resonance phenomena, it 


would be possible to record these changes through the centuries an 
establish a relatively stable ‘second’ that could be used for all time 
physical measurements in place of the elastic second of the cgs system which, 
as now defined, must stretch with the inevitable variations in the meat 
solar day. 

Whether or not such an “absolute”? clock becomes a reality at some time 
in the future, the quartz crystal clock, because of its accuracy, compactness 
great convenience and versatility is likely to continue to be a most usefu 


instrument in all precision measurements of time 
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Abstracts of Technical Articles by Bell System Authors 


kx perimental Determination of Helical-VW ai 
/ 


lhe properties of the wave propagated along a 


ield distribution around the helix, and 


vave amplifier are discussed. A description is given of measur 
ield strength on the axis, | 
propagation, t is conciuded that tre actuai hel 


s slightly weaker than would be predic ted from 


J. R. Pierce for a hypothetical helical surface 


Results of Microwave Propagation Tests on a 40-M ile Over 


DURKEE. This paper gives the results of a series of microw 


iwation tests over an unobstructed 40-mile overlai 


e tests was to investigate the transmissiotr 


it centimeter wavelengths over a long perio. 


transmission results at wavelengths ranging from 1 


Ihe tests extended over a period of about two vears 


1 Tunable Vacuum-Contained Triode Oscillat 
hay* and J. bh. Wowrt \ tunable push-pull triode os 


in which the vacuum-tube components and 


oscillator circuit are contained in an evacuated 


terminal is provided for coaxial output into 


rhe oscillator was developed for the frequency r 


and is tunable by mechanical means continuously t 


power of above } megawatt is obtained with pulse voltages 


kilovolts applied. 


| Proposed Loudness-E tlciency Rating for Louds peakers 


mination of System Power Requirements for Enclosures. 


N. R. STRYKER. Experimental and computed data rela 


contribution of various ranges of the frequency spectra of speech 


are correlated with the corresponding energy distri 


simple measurement of sound pressure and a knowledge of cer 


radiation phenomena are applied to this correlation to form the basis of 


' Proc. 1. R. E., February 1948 

2 Proc. 1. R. E., February 1948 
Proc. 1. R. E., February 1948 
* Of Bell Tel. Labs 

‘Proc. 1. R. E., March 1948 
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method for predicting the loudness established by loudspeakers in enclosu 
\ loudness-ethiciency rating for loudspeakers is suggested, and its applicat 


to sound-system engineering problems is described. 


1 Sheet of Air Bubbles as an Acoustic Screen for Underwater Noi 
Doxacp P. Loye* and Wa. Frep ArNpr. In Pearl Harbor, where th: 
often were eight hundred ships of all kinds, the underwater noise level was 
high. No place was found where noise measurements could be made satis 
factorily, and therefore it was decided that the best arrangement would be 
insulate Auxiliary Repair Docks and measure the noise of submarines whii 
they were in the docks. ‘This was done by the development of a suitable ; 
bubble screen across the open end of the dock. Such an acoustic barrier was 
comparatively easy to install, did not interfere with submarines entering 
and leaving, kept ocean surface oil out of the dock, insulated against lo\ 
as well as high-frequency noises as was required and, after extensive expe! 
mentation, the noise of the screen was reduced to a level that did not interfer 
with the noise measurements. The insulation of the screen upon the nois 
of a nearby submarine charging batteries is illustrated by a phonograp! 


recording. 


| Method of Determining and Monitoring Power and Impedance at Hig) 
Frequencies. J. F. Morrison and FE. L. Younker. A method and new!) 
developed devices for determining and monitoring power and impedanc 
levels in transmission lines at high frequencies are explained. Practica 
considerations influencing accurate determination of power and impedance 
levels are analyzed, and the previous and newly developed methods oi 
monitoring these important quantities under changing conditions of load 
are compared. 


lutomatic Volume Control as a Feedback Problem.) B. M. Onivet 
Feedback amplifier theory is shown to be applicable to the usual a.v. 
system. Expressions are derived for the loop gain in terms of the design 
requirements and the gain-control characteristic of the controlled amplifier 
Using these expressions, the design of an a.v.c. system is quite straightfor 
ward and itscharacteristics, such as regulation and effect on desired modula- 


tion, are readily predictable. 


Jour. Acous. Soc. Amer., March 1948. 
*Of Western Electric Co 
* Proc. I. R. E., February 1948 

Proc. 1. R. E., April 1948 
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